Tally 
T8106/T8406 
Color Laser Printers 

User Guide 



Important Information 



Model: PK4220EC/US (T8106) 

PCX-PK421 OEC/US (T8406) 
EECIEC 950 /EN 60950:1 992+A1+A2+A3+A4+ All (TUV GS Certification) 
UL Certification 

UL1 950/ 1995 Third Edition, CSA-22.2 No.950-95 
This equipment generates and uses radio frequency energy and if not installed and used properly, that is, in accor- 
dance with the manufacturer's instructions, may cause interference in radio and television reception. It has been type 
tested and found to comply with the limits for class B computing devices in accordance with the specification in sub- 
part J of part 15 of FCC rules, which are designed to provide reasonable protection against such interference in a res- 
idential installation. However, there is no guarantee that interference will not occur in a partial installation. It this 
equipment does cause interference to radio or television reception, which can be determined by turning the equip- 
ment off and on, the user is encouraged to try to correct the interference by one or more of the following measures: 

• Reorient the receiving antenna 

• Relocate the peripheral away from the receiver 

• Move the peripheral away from the receiver 

• Plug the peripheral into a different outlet, so that the peripheral and the receiver are in different branch circuits 
If necessary, the user should consult the dealer or an experienced radio /television technician for additional sugges- 
tions. 

The user may find the following booklet, prepared by the Federal Communications Commission, helpful: 
"How to Identify and Resolve Radio-TV Interference Problems". 

This booklet is available from the U.S. Government Printing Office, Washington DC 20402 Stock No. 
004.000.00345.4 

Warning: To comply with FCC regulations on electromagnetic interference for a class B computing device, the printer cable must be 
shielded. To assure compliance with FCC regulations for a computing device, use a shielded cable with a metal shell connector. The use of 
cables not properly shielded may result in violating FCC regulations. 

This digital apparatus does not exceed the class B limits for radio noise emissions from digital apparatus as set out in 
the radio interference regulations of the Canadian department of communications. 
This unit complies with DOC standard C108.8-M 1983. 

Attention: Te present appareil numerique n 'e'met pas de bruits radioe'lectriques depressant les limites applicables aux apprareils 
numeriques de la classe B prescrites dans le reglement sur le brouillage radioelectrique edicte par le ministere des communications du Can- 
ada. 

This device fulfils the European standards requirements by complying with the Directive of the Commission dated 
May 3, 1989 (89/336/EEC) as well as 92/31 /EEC, and 93/68/EEC relating to electromagnetic compatibility and 
the Directive dated February 19, 1973 (73/23/EEC) plus 1992+A1+A2+A3+A4+A11 relating to low-voltage elec- 
trical equipment. 

Conformity with the above mentioned Directives is indicated by the CE symbol attached to the device. 
Note: 

Conformity may be affected by: 

• using interface cables not complying with the specifications 

• non-observance of important instructions in the user's manual 

• installing components not approved for this device by the manufacturer 

• unauthorized manipulation 

This Printer contains advanced energy conservation technology that reduces power consumption when it is not in 
active use. 

When the printer does not receive data for an extended period of time, power consumption is automatically lowered. 
For potentially faster printing of the first page, you may turn the power saver off from the user menu setting. 
The energy star emblem does not represent EPA endorsement of any product or service. 
Laser Safety Information 

This printer has been designed and manufactured according to FDA regulations "title 21, CFR, chapter 1, subchapter 
J, based on the Radiation Control for Health and Safety Act of 1968", and is classified as a class 1 laser product. 
Warning: Use of controls, adjustments or performance of procedures other than those specified herein may result in hazardous radiation 
exposure. 
Ozone 

A standard for ozone emissions has been established by IEC 950. This printer meets the standard when shipped 
from the factory to our customers. 

Warning: Only trained and qualified personnel may open covers or remove parts that are not explicitly shown and described in the Oper- 
ator's Manual as being accessible to the operator. 

PEERLESS PRINT® 5c is a registered trademark of PEERLESS SYSTEMS CORP. Adobe and PostScript are reg- 
istered trademarks of Adobe Systems, Inc. All other trademarks are trademarks or registered trademarks of their 
respective companies. 

Copyright © 1992-2001 PEERLESS SYSTEMS CORPORATION. 
© 2001 Tally Printer Corporation. 
All Rights Reserved. 
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Chapter 1 
Introduction 



About This Manual 

This manual is intended to provide guidance for the proper installation, 
operation, and maintenance of your Tally T8106/T8406 printer. Please 
read this manual carefully to ensure proper use of the printer. Keep the 
CD-ROM in a safe place, where it can be retrieved readily when needed. 

The following documentation conventions are used in this manual for 
ease in understanding and use. 

Warnings, Cautions, and Notes 

Warnings, cautions and notes provide important safety information 
throughout this manual. Carefully follow all the warnings, cautions and 
notes as you read through the instructions in this manual before you 
operate the printer. 

Information in the warnings and cautions describe potential hazards. 

If you don't understand the safety information, contact Tally Technical 
Services. 

Here are the warning, caution, and note definitions: 

Warning! If a specific action or procedure in a Warning is not followed, 
equipment damage or personal injury can occur. 

Caution! If a specific action or procedure in a Caution is not followed, 
damage to equipment can occur. 

Note: Notes offer additional information to help you more fully 
understand a concept or subject. If a note is not followed, a task or procedure 
may not be properly accomplished. 
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Numbered steps 

Instructions are presented under main topic headings with easy-to-follow, 
sequential steps. 

Illustrations 

Illustrations are displayed alongside numbered steps. 

Bold fonts 

Software commands and key commands are printed in bold type fonts. 

Displays 

Text messages that display on the printer control panel are shown as they 
appear on the control panel. 

Product Overview 

Tally has engineered the following features into the T8106/T8406 
printers. 

Space-saving design. The printer is compact for easy installation in 
small office spaces or on desk tops. 

Low-cost operation. The printer toner cartridges and the developer are 
incorporated as a single unit, so there are fewer supplies to replace. 

T8106/T8406 accepts various printing media. The printer accepts 
many types, sizes, and weights of paper and other media, including 
envelopes, heavy paper stocks, OHP transparencies, and labels. 

Note: The T8106 accepts paper si^es up to legal si%e (8.5" x 14"), and 
the T8406 accepts paper si^es up to 13" x 19" (A3W). 

Standard Adobe PostScript Level 3® support. The printer 
incorporates the latest levels of PostScript software, so gradation and 3-D 
images are printed with professional quality. 

High speed printing. The printer performs multiprinting at high speeds 
with the optional hard disk. The optional hard disk allows data caching for 
high speed printing of multiple copies in page order. 

Simple network connection. The printer has an RJ-45 port for LAN 
connections, and the printer can adapt to your existing network protocol 
whether it is a TCP/IP, Windows® or IPX/SPX network. You can also 
use a Web control function to monitor the printer from a browser screen. 
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Printer Components 



Control Panel keys and 
indicator lights allow you 
to control and monitor 
printer operations. 



Front Cover provides access ^ 
to the toner cartridges. 



Power Switch controls 
all power to the printer. 




Top Cover provides access to internal 
supplies such as the oil bottle, and 
functions as the paper exit tray. 



Paper Trays provide 
the media to be printed. 
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Belt Cartridge processes laser 
beam activity that produces images 
one color at a time (not shown). 




collects and retains 
waste toner. 
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Chapter 2 
Setting Up Your Printer 



System Requirements 

For optimum printer performance and productivity, install the Tally 
printer driver software in a computer operating system that meets the 
following specifications. 

Operating System Requirements 

To use the Tally printer drivers included for this model, the connecting 
computer must use one of the following Microsoft operating systems: 

• Windows 95 

• Windows 98/ME 

• Windows NT 4.0 

(The Windows NT 4.0 printer driver will only operate on 
X86 architectures.) 

• Windows 2000 

Hardware Requirements 

The connecting computer must meet the following minimum hardware 
requirements: 

Microprocessor 

Pentium® 133 MHz minimum. Pentium® 200 MHz or higher 
microprocessor is recommended. 

Memory 

At least 32 MB. 64 MB or more of memory is recommended. 
Disk Space 

At least 100 MB. 200 MB or more of disk space is recommended. 

Note: For Apple Macintosh hardware requirements, see "Setting Up a 
Network Printer on Macintosh " on page 3 1 . 



5 



Tally 181 06/18406 Color Laser Printers User Guide 



Printer Location 

Tally color printers require the following environment specifications for 
optimal operation. 

Space 

Put the printer on a stable surface with good ventilation. Keep the printer 
away from corrosive chemicals, gases, dust, and other contamination, and 
away from equipment that generates magnetic fields, electrical noise, 
vibration, or shock. 

The surface that holds the printer must support at least 313 pounds or 
142 kilograms, which includes the weight of the printer, paper, and all 
optional components. The surface must be large enough to support an 
extended paper tray. 

Allow enough clear space around your printer to provide good airflow for 
printer cooling and for easy maintenance access. 

The recommended clearance between a printer and other objects is 
shown here: 



7.88 in. (20 cm) 



3.94 in. (10 cm) 




19.70 in. (50 cm) 



27.50 in. (70 cm) 
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Temperature 

Make sure the temperature in the printer location stays constant. Keep the 
printer away from direct sunlight. For best printer operation, install the 
printer in a location where the temperature levels stay within the following 
ranges: 

Fahrenheit Celsius 
Recommended range: 63.5° to 80.6° 17.5° to 27° 

Permitted range: 50° to 90.5° 10° to 32.5° 

Humidity 

Excessive changes in humidity can cause unwanted condensation inside 
the printer. For best printer operation, install the printer in a location 
where humidity levels stay within the following ranges: 

Recommended range: 50% to 70% 
Permitted range: 20% to 80% 

Power Source 

Each printer model requires different types of electrical power, as shown 
below. If you need additional information about the power requirements, 
contact your dealer or a Tally Service Technician. 

Warning! Use properly grounded wall sockets. Do not use converter plugs. 

Caution! Use surge protection between the power source and the printer. 



Model 8406 


Part Number: 083191 


Voltage 


120 VAC ± 10% 


Frequency 


60 Hz ± 2 Hz 


Consumption 


Up to 1,350 W 


Model 8406 


Part Number: 083192 


Voltage 


220 VAC to 240 VAC 


Frequency 


50 Hz ± 2 Hz 


Consumption 


Up to 1,350 W 


Model T8106 


Part Number: 083223 


Voltage 


120 VAC ± 10% 


Frequency 


60 Hz ± 2 Hz 


Consumption 


Up to 1,350 W 



7 



Tally 181 06/18406 Color Laser Printers User Guide 



Model T8106 Part Number: 083221 

Voltage 220 VAC to 240 VAC 

Frequency 50 - 60 Hz ± 2 Hz 

Consumption Up to 1,350 W 



Unpacking the Printer 

The printer is heavy. Two or more persons must use the four grip 
locations on the underside of the printer to move it. 

The printer is packaged with a lift-off box top and bottom tray carton. 
Depending on the printer model, the printer can be delivered on a pallet. 

Warning! Do not lift th 

e printer using the polyethylene bag that covers the printer. 




1 . Remove the Starter Kit and the 
polyethylene bag. 

2. Remove the carton from the 
printer and lift the printer from 
the bottom carton tray using the 
four grips on the underside of 
the printer. 

3. Put the printer in the desired 
location. 



Moving the Printer 

A printer can be damaged by toner and oil spillage if it is tilted while being 
moved. Always keep it horizontal. If you use a cart to move the printer, 
push it carefully and slowly. Sudden shocks or strong vibration may 
damage the printer. 

Caution! Have two people carry the printer without tilting it. 

Repacking the Printer for Shipment 

Before the printer can be repacked for shipment, the supplies in the 
printer must be removed and the inside of the printer must be cleaned. 
After the fuser oil botde is removed, the residual fuser oil that remains 
within the printer, must be removed. 
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Repacking a printer that has previously been installed needs careful 
attention. To find out more about the printer repacking instructions or for 
assistance, go to World Wide Web site www . Tal ly . com , or contact 
Tally at e-mail address support@Tally . com. See the Tally T8106/ 
T8406 Color Laser Printers Quick Start Guide on the Tally CD-ROM. 

The following diagram shows how the printer and supplies are packaged. 




Note: The T8406 packaging, shown here, has a built-in pallet; the T8106 
packaging does not. 



9 



Tally 181 06/18406 Color Laser Printers User Guide 



Installing the Starter Kit 

Your printer comes with a Starter Kit that contains: 

• Toner cartridges (4) 

• Oil bottle 

• Oil dropper 

• Fuser cleaning roller 

• Optical photoconductor (OPC) belt cartridge 

• CD-ROM 

• Quick Start Guide 

Note: The oil dropper is used to draw oil out of the fusing unit when the 
printer must be moved or shipped. Keep the dropper in a convenient, safe 
location for future use. 

The printer also comes with an ozone filter and a waste toner pack that 
have been pre -installed at the factory. 

Additional items are also included with the printer: 

• Paper tray 

• Envelope feeder (T8406 only. The T8106 paper tray adjusts to 
handle envelopes.) 

• Power cord 
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Installing the Paper Tray 

No Paper Feeder 




Insert the paper tray squarely and 
evenly into the printer. 



T8106 



With Paper Feeder 




1 . Pull the guide rails outward, and 
align the tip of the paper tray 
with the guide rails. 

2. Insert the paper tray squarely and 
evenly into the paper feeder. 

Note: The T8 1 06 lower paper tray 
slides directly into the lower feeder unit. 



T8406 



Installing Toner Cartridges 

Each toner cartridge is labeled with the capital letter of the toner color. 
Insert the toner cartridges in the appropriate slots in the printer from the 
bottom to the top as follows: C (Cyan), M (Magenta), Y (Yellow), and K 
(Black). The toner cartridges from the Starter Kit are filled at half volume 
for first-time installation only. 

Warning! If you get toner inyour eyes, immediately flush your eyes with 
water for at least 15 minutes, and contact a physician. 

Warning! Make sure the printer is off and unplugged before installing 
supplies. 

Caution! Handle the toner cartridges horizontally with the labels facing 
up. Do not install the toner cartridges upside-down or in reverse positions. 
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1 . Release the front cover latch. 

2. Open the front cover. 



3. Rock the toner cartridge three or 
four times in the direction of the 
arrows on the cartridge to level 
out the toner inside. 



4. Peel the tape off the cartridge 
and remove the protective cover 
from the cartridge. 



use when shipping the printer and toner 



5. Insert the toner cartridge care- 
fully along the guide and into the 
appropriate toner cartridge slot 
in the printer. 

6. Repeat steps 3 through 5 for each 
toner cartridge. 

7. Close the front cover. 
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Installing the Oil Bottle and Fuser Cleaning Roller 

The oil lubricates the fusing unit. The fuser cleaning roller removes any 
accumulated dust from the fusing unit. 

Caution! Always keep the printer horizontal to prevent spillage of 
residual oil and toner. 

1 . Release the top cover latch and 
open the top cover. 

2. For the T8 106, push the large 
green levers at the sides of the 
fuser rollers backward until they 
click into position. 

For the T8406, remove the two 
orange fuser stops from between 
the fuser rollers by pulling them 
upward and out. 




3. Insert the oil bottle. 



Insert the fuser cleaning roller. 

Turn the two green lock levers to 
lock the fuser cleaning roller and 
the oil bottle in place. 



Note: After replacing the fuser cleaning roller, reset the fuser cleaning roller counter to 
^ero. 
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Setting the Fuser Cleaning Roller Counter to Zero 

Printer software tracks fuser cleaner roller usage. After the counter 
reaches a pre-set number, the printer displays a message to indicate that 
maintenance is necessary. 

After initial installation, or whenever you replace the fuser cleaning roller, 
set the counter to zero. 



FORMFEED CLEAR 



o 

ONUNE MENU/ENTER/T 



1 . Turn on the printer and wait about 20 
seconds while the display shows Load- 
ing.... 

2. Press MENU/ENTER/ ▼ immedi- 
ately when the display shows Self Test, 
and continue pressing until the 
ONLINE lamp blinks. 

3. The display will show Utility Menu- 
Clear FC. Roll. 

Note: For more information about displayed 
error messages, see "Appendix D Control Panel 
Messages" on page 163. 



4. Press MENU/ENTER/ ▼ . The display will show Clear FC. Roll 
Not Execute. 

5. Press either TRAY/ i or MEDIA/ ► until the display shows Clear 
FC. Roll Execute. 

6. Press MENU /ENTER/ ▼ once, and after approximately 1 0 seconds, 
the display will show Completed Clear FC. Roll. 

7. Press MENU/ENTER/ ▼ . The display will show Utility Menu 
Clear FC. Roll. 
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Installing the Optical Photoconductor (OPC) Belt Car 
fridge 

Caution! Do not touch or wipe off any powder that is on the OPC belt, or 
expose the OPC belt to light. 




1 . Open the top and front covers. 

2. Lift the green OPC belt cartridge 
lock levers up until they unlock, 
with the channels upright. 



3. With the top cover open, remove 
the protective sheet from the 
OPC belt cartridge. 

4. Remove the two shipping pins 
from the OPC belt cartridge. 



5. Slide the OPC belt cartridge 
downward along the green lock- 
lever guides and into the printer 
carefully. 
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6. Press the green OPC belt car- 
tridge lock levers to the closed 
position. 



7. Close the top and front covers 
carefully until they lock shut. 



Note: After replacing the OPC belt cartridge, reset the OPC belt counter 
to %ero. 



16 





Chapter 2 Setting Up Your Printer 



Setting the OPC Belt Counter to Zero 

Printer software tracks OPC belt usage. After the counter reaches a pre- 
set number, the printer displays a message to indicate that maintenance is 
necessary. After the first installation, and after every replacement of the 
OPC belt, set the counter to zero. 

1 . Turn on the printer and wait 
about 20 seconds while the dis- 
play shows Loading.... 

Note: For information about displayed 
error messages, see "Appendix D Control 
Panel Messages" on page 163. 

2. Press MENU / ENTER/ ▼ 
immediately when the display 
shows Self Test, and continue 
pressing until the ONLINE lamp 
blinks. 

3. The display will show Utility 
MenuClear FC. Roll. 

4. Press MENU/ENTER/ ▼ . The display will show Clear BeltCG Not 
Execute. 

5. Press either TRAY/ i or MEDIA/ ► until the display shows Clear 
BeltCG Execute. 

6. Press MENU/ENTER/ ▼ . The display will show Clear BeltCG 
Execute. 

7. Press MENU/ENTER/ ▼ . The display will show Completed Clear 
BeltCG. 

8. Press MENU/ENTER/ ▼ . The display will show Utility Menu 
Clear BeltCG. 

9. Press to exit the Utility Menu and return the printer to normal 
operating mode, or turn the power switch off. 



MESSAGE READY DATA 
FORMFEED CLEAR 



o 

U/ENTI 

o o 



O 

ONLINE MENU/ENTER/T 



TRAY/-* MEDIA/ ► A 
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Installing the Power Cord 

Warning! Use properly grounded wall sockets. Do not use converter plugs. 




1 . Plug the printer power cord into 
the printer. 



2. Plug the printer power cord into 
a power source with surge pro- 
tection. 



Starting the Printer 

After you install the Starter Kit and plug in the printer, load paper into the 
paper tray, turn on the printer, and print a test page. 

Loading Paper for Test Printing 




1 . Remove the paper tray from the 
printer by gently lifting both 
sides of the tray while pulling 
outward. 

2. Remove the tray cover (T8406 
only). 
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T8106 



3. Place about 100 sheets of A4 or 
standard letter-size (8-1/2" x 
11") paper into the paper tray. 

4. Replace the tray cover (T8406 
only). 



T8406 




5. Slide the paper tray back into the 
printer carefully until it locks. 



Turning On the Printer 

1. Press the main power switch. The printer will perform a series of diag- 
nostic tests and then begin the warm-up cycle. This process may take 
up to 4 minutes. 

2. Once the printer has completed the warm-up cycle, make sure the 
printer display reads "Ready." 

Note: If the MESSAGE lamp is lit, a printer error has occurred. Check the 
display for an error message. See "Chapter 9 Troubleshooting" on page 117. 
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Printing a Test Page 

To print a test page, use A4 or standard letter-size (8-1/2" x 11") paper. 



Tray 1 : A4 
Ready 



1 . Check that the control panel displays 
"Ready." 



Tray 1 : A4 
Offline 



2. Press the ONLINE key. 



Panel Menu 
Printing Menu 



3. Press the MENU/ENTER/ 

key. 



Panel Menu 
Test Menu 



4. Press the TRAY/ i or MEDIA/ 

► to select Test Menu. 



Test Menu 
Print Test Page 



5. Press the MENU/ENTER/ ▼ key 

a second time. 



Tray 1 : A4 
Processing 



6. Press the MENU/ENTER/ ▼ key 

a third time. 



Tray 1 : A4 
Printing 



7. The DATA lamp will blink as the test 
page starts to print. 



Tray 1 : A4 
Offline 



8. When the test print is complete, the 
DATA lamp will go out. 



Tray 1 : A4 
Ready 



9. Press the ONLINE key. 
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Here is a typical printed test page for the Tally T8106/T8406 color 
printers: 



COLOR LASER 
PRINTER 



♦ Test Page ♦ 



TALLY T8106 



■ t 



Tally 



If the test page doesn't print properly, check for error indications on the 
control panel display. See "Chapter 9 Troubleshooting" on page 117. 

Before you can send files from your computer application to the printer, 
you must install the appropriate print driver and utilities for your specific 
computing system"Chapter 3 Installing Printer Drivers and Utilities" on 
page 23. 
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and Utilities 



Tally Printer Autoplay CD 

The Tally T8106/T8406 CD included with your printer has an autoplay 
feature that will automatically start the installation process of the drivers 
and utilities for your printer. The CD contains the T8106/T8406 printer 
drivers, network utilities, and the documentation for your printer. The CD 
automatically senses your operating system and supplies the appropriate 
driver. 

Setting Up a Local Printer in Windows 

The Tally auto-install CD-ROM automatically installs the Tally T8106/ 
T8406 printer drivers on your computer and installs the printer on the 
LPT1 port. To install the printer on your LPT1 port: 

1 . Insert the CD in your CD-ROM drive. 

2. Click the I Accept button. 

3. Click the T8106 - Install Software button or the T8406 - Install 
Software button. 

4. To begin the local installation process, click Local. 

5. Click the Install PostScript Driver button or click the Install PCL 
Driver button. 

6. Click Exit This CD. 
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Setting Up a Network Printer in Windows 

Configuring Windows to Print Using TCP/IP 

The Tally auto-install CD-ROM automatically installs the drivers and 
utilities your computer needs to print using TCP/IP. If you are uncertain 
whether your network settings are correct for printing over the network, 
consult your Windows Help for your operating system. To install the 
network printer software on a computer using TCP/IP: 

1. Insert the CD in your CD-ROM drive. 

2. Click the I Accept button. 

3. Click the T8106 - Install Software button or the T8406 - Install 
Software button. 

4. Click the Network button to configure the computer for network 
printing. 

5. Click the Install PostScript Driver button or click the Install PCL 
Driver button. 

6. (Windows 95/98/ME only) Click the Network Utilities button to 
install the network utilities. 

7. (Windows 95/98/ME only) Follow the installation wizard to install 
Print Monitor. 

8. Click Exit This CD to complete the software installation process. 

9. To complete the installation of the printer, assign the printer an IP 
address, subnet mask, and gateway, then go to the port configuration 
section for your operating system. 

Assigning the Printer an IP Address, Subnet Mask 
and Gateway Address 

To print using the TCP/IP protocol, you must assign the printer an IP 
address, subnet mask and a gateway. If you are uncertain about what 
settings you should use, consult your network administrator. 

IP Address 

The IP Address submenu allows you to set the printer IP address from 
the printer control panel. The following example shows how to set the 
printer IP address to 192.168.31.27. 
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Note: Press the key to go back to the previous step. 



Trayl : A4 
Ready 



1. Check that "Ready" appears on the 
display and the DATA light is off. 



Trayl : A4 
Offline 



2. Press the ONLINE key to go 
offline. 



Panel Menu 
Printing Menu 



3. Press the MENU key to start the 
Panel Menu and display submenus. 



Panel Menu 
Network Menu 



4. Press the i and ► keys to go to 
the Network Menu. 



Network Menu 
IP Address 



5. Press the ENTER/ ▼ key to select 
the IP Address submenu. 



IP Address= 
(192)0.0.0 



Using the i and ► keys, change 
the number in parentheses to 192. 
Then, press the ▼ key. 



IP Addr 

192. (168). 0.0 



7. Using the i and ► keys, change 
the number in parentheses to 168. 
Then, press the ▼ key. 



IP Addr 

192. 168. (031). 0 



8. Using the i and ► keys, change 
the number in parentheses to 031. 
Then, press the ▼ key. 



IP Addr 

192.168. 31 . (027) 



9. Using the i and ► keys, change 
the number in parentheses to 027. 
Then, press the ▼ key. 



IP Addr 

192. 168. 31 



27" 



10. The IP address has now been set. 
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Network Menu 
IP Address 



11. Press the key to leave the IP 
Addr submenu. The Network 
Menu appears. 




12. Press the ONLINE key to return 
to online mode, and turn off the 
printer. Wait at least five seconds, 
and then turn on the printer. 

Once the IP address, subnet mask and gateway address are set, you can 
complete the installation of the printer using TCP/IP by configuring the 
TCP/IP printer port for your operating system. 

SubNet Mask 

The SubNet Mask submenu allows you to set the subnet mask value for 
the printer. When the value is set to 0.0.0.0, the printer subnet mask will 
be defined according to the address class of the IP address for the printer. 

The following example shows how to set the subnet mask address to 
255.255.255.0. 

Note: Press the key to go back to the previous step. 



Trayl : A4 
Ready 



1. Check that "Ready" appears on the 
display and the DATA light is off. 



Trayl : 
Offline 



A4 



Press the ONLINE key to go 
offline. 



Panel Menu 
Printing Menu 



Press the MENU key to start the 
Panel Menu and display submenus. 



Panel Menu 
Network Menu 



4. Press the i and ► keys to go to 
the Network Menu. 



Network Menu 
SubNet Mask 



Press the ENTER/ ▼ key to select 
the SubNet Mask submenu. 
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SubNet Mask= 
(255). 0. 0. 


0 * 




SubNet Mask 
255. (255). 0. 


0 




SubNet Mask 
255. 255.(255) 


0 




SubNet Mask 
255. 255. 255. 


(0) 




SubNet Mask 
255. 255. 255. 


0* 



Using the i and ► keys, change 
the number in parentheses to 255. 
Then, press the ▼ key. 



Using the i and ► keys, change 
the number in parentheses to 255. 
Then, press the ▼ key. 



8. Using the i and ► keys, change 
the number in parentheses to 255. 
Then, press the ▼ key. 

9. Using the i and ► keys, change 
the number in parentheses to 0. 
Then, press the ▼ key. 

10. The subnet mask has now been set. 



Network Menu 
SubNet Mask 



11. Press the key to leave the Sub- 
Net Mask submenu. The Network 
Menu appears. 



Trayl : A4 
Ready 



12. Press the ONLINE key to return 
to online mode, and turn off the 
printer. Wait at least five seconds, 
and then turn on the printer. 



Gateway Address 

The Gateway Addr submenu sets the IP address of the default gateway 
for the printer. When the value is set to 0.0.0.0, no default gateway is 
defined. 

The following example shows how to set the printer gateway address to 
192.168.31.1. 

Note: If you press the wrong key, use the key to go back to the previous 
step. 



Trayl : A4 
Ready 



1. Check that "Ready" appears on the 
display and the DATA light is off. 
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Trayl : A4 
Offline 



2. Press the ONLINE key to go 
offline. 



Panel Menu 
Printing Menu 



3. Press the MENU key to start the 
Panel Menu and display submenus. 



Panel Menu 
Network Menu 



4. Press the i and ► keys to go to 
the Network Menu. 



Network Menu 
Gateway Address 



5. Press the ENTER/ ▼ key to 

select the Gateway Address sub- 
menu. 



Gateway Address= 
(192). 0. 0. 0 * 



6. Using the i and ► keys, change 
the number in parentheses to 192. 
Then, press the ▼ key. 



Gateway Addr 
192. (168). 0 



0 



7. Using the i and ► keys, change 
the number in parentheses to 168. 
Then, press the ▼ key. 



Gateway Addr 
192. 168. (031) 



Using the i and ► keys, change 
the number in parentheses to 031. 
Then, press the ▼ key. 



Gateway Addr 

192.168. 31. (001) 



9. Using the i and ► keys, change 
the number in parentheses to 001. 
Then, press the ▼ key. 



Gateway Addr 
192. 168. 31 



1* 



10. The gateway address has now been 
set. 



Network 


Menu 


Gateway 


Address 



11. Press the key to leave the Gate- 
way Addr submenu. The Network 
Menu appears. 
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12. Press the ONLINE key to return 
to online mode, and turn off the 
printer. Wait at least five seconds, 
and then turn on the printer. 



Configuring the TCP/IP Printer Port in 
Windows 95/98/ME 

By default, your printer is installed on LPT1 — the physical printer port 
of your computer. To print over the network, you must now install a 
virtual port, and tell Windows to print over the virtual printer port rather 
than the physical port. 

1. From the Start button, select Settings and click Printers. 

2. In the Printers folder, right-click the Tally T8106 or the Tally T8406 

printer you just installed. 

3. Click Properties. 

4. In the Printer Properties window, select the Details tab. 

5. Click the Add Port button. 

6. Click the Other button and from the list choose Print Server Port, 
then click OK. 

7. Select LPR (TCP/IP) as the network protocol and click OK. 

8. Enter the IP address of your print server, enter PASS for the logical 
printer name, and click OK. 

9. The LPR port will then be added automatically to the list of available 
ports and will be selected as the current port. 

10. Click OK to complete the port installation. 

Configuring the TCP/IP Printer Port in Windows NT 4.0 

By default, your printer is installed on LPT1 — the physical printer port 
of your computer. To print over the network, you must now install a 
virtual port, and tell Windows to print over the virtual printer port rather 
than the physical port. 

1. From the Start button, select Settings and click Printers. 

2. In the Printers folder, right-click the Tally T8106 or Tally T8406 
printer you just installed and select Properties. 

3. In the Printer Properties window, select the Ports tab. 

4. Click the Add Port button to open the Printer Ports window. 

5. In the Printer Ports window, select LPR Port and click New Port to 
open the Add LPR Compatible Printer window. 

6. In the Add LPR Compatible Printer window, enter the IP address of 
your print server, enter PASS for your printer name, and click OK. 
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7. Click Close to close the Printer Ports window. 

8. The LPR port will then be added automatically to the list of available 
ports and will be selected as the current port. 

9. Click OK to complete the port installation. 

Configuring the TCP/IP Printer Port in Windows 2000 

By default, your printer is installed on LPT1 — the physical printer port 
of your computer. To print over the network, you must now install a 
virtual port, and tell Windows to print over the virtual printer port rather 
than the physical port. 

1. From the Start button, select Settings and click Printers. 

2. In the Printers folder, right-click the Tally T8106 or Tally T8406 
printer you just installed and select Properties. 

3. In the Printer Properties window, select the Ports tab. 

4. Click the Add Port button to open the Printer Ports window. 

5. In the Printer Ports window, select LPR Port. Click New Port. 

6. Enter the IP address of the printer. Enter PASS for the printer name. 



7. Click Close to close the Printer Ports window. 

8. In the Tally T8106 Properties or Tally T8406 Properties window, click 
Apply then OK to complete the printer port installation. 

Configuring Windows to Print on a NetWare Network 

To configure Windows to print on Novell NetWare networks, install the 
printer drivers on the network clients. For more information about using 
the Tally Web Panel to configure network settings, see "Appendix E 
Network Management" on page 171. 

Uninstalling Windows Drivers 

Before installing any updates to the printer drivers, you should uninstall 
the old drivers. To uninstall Windows printer drivers: 

1. From the Windows Start button, select Settings and click Printers. 

2. In the Printers folder, right-click the Tally T8106 or Tally T8406 
printer and select Delete. 
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Setting Up a Network Printer on Macintosh 

Software Requirements 

For optimum printer performance, the AdobePS 8.7 printer driver for the 
Apple Macintosh requires the following: 

• Mac OS 8.1 or later 

• Apple ColorSync 2.0.1 (if using AdobePS ColorSync features — 
AdobePS does not support ColorSync 1.x.) 

• Space necessary to accommodate PostScript Printer Description 
(PPD) files 

Note: AdobePS is not compatible with Apple QuickDraw GX. 

Hardware Requirements 

The AdobePS 8.7 printer driver does not run on the Macintosh 68K 
computers. The Macintosh computer must meet the following minimum 
hardware requirements. 

Microprocessor 

Apple Power Macintosh. 

Memory 

At least 4 MB of available memory. 

Disk Space 

At least 2.1 MB of available disk space. 

Installing Macintosh Printer Drivers 

1. Insert the CD into your CD-ROM drive. 

2. Double-click the Tally T8106/T8406 CD-ROM. 

3. Double-click the folder of the language you want to use. 

4. Double-click the folder for your printer model. 

5. Copy the PPD to your system/extensions/printer description 

folder. 

6. Double-click the Adobe PS 8.7 installer and follow the prompts to 
install the driver. 

Note: It is recommended you use the Adobe PS 8. 7 printer driver. 

7. From the Chooser, select the Adobe PS 8.7 print driver. Choose 
your printer from the list of available PostScript printers. 

8. Choose the printer PPD from the list of available PPDs. 
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Note: If the Connected To: window does not show jour printer, verify the 
printer is connected to the network and the printer is configured properly. For 
further help, see "Macintosh Chooser Problems" on page 1 34. 

9. Close the Chooser. 
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Turning the Printer On 

1. Press the main power switch. The printer will perform a series of diag- 
nostic tests and then begin the warm-up cycle. This process may take 
up to 4 minutes. 

2. Once the printer has completed the warm-up cycle, make sure the 
printer display reads "Ready." 

Note: If the MESSAGE lamp is lit, a printer error has occurred. Check 
the display for an error message, and take the appropriate action. 

Turning the Printer Off 

1 . Ensure that the printer is not printing a job or warming up. 

2. Press the power switch. 

Note: When restarting the printer, wait at least five seconds after turning 
off the printer before turning it on again. 

Loading your printer with the correct media is important in keeping your 
printer running well. Because some types of paper may shorten the life 
span of the printer components or quickly exhaust toner supplies, you 
should use paper of the correct type, weight and size. Following the 
guidelines for filling the paper trays listed below will maximize the 
performance of your printer and the quality of your print jobs. 

When loading transparencies, labels or envelopes, you must use Tray 1. 
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Tray 1 



Media Type 


Media Specifications 


Capacity 


Media Size 


Plain Paper 


Laser Printer Stock 
Paper weight: 16-24 
lb. bond (60 to 90 g/ 


250 sheets 


T8106 

A4, B5JIS,B5ISO, 
letter, legal, executive, 
and custom sizes to 
8.5" x 11.7". 

TO Af\£ 

1 o4Uo 

In addition to the 
sizes above, this 
model handles A3, 
B4, WB (13" x 19"), 
tabloid, a.nd custom 
sizes to 13" x 19". 


Thick Stock 


Laser Printer Stock 
Paper weight: 90 lb. 
Index (90 to 160 g/ 


80 sheets 




Label Paper 


Laser Printer Stock 


80 sheets 




Transpar- 
ency 


Laser Printer Stock 


50 sheets 


A4 and letter 


Envelope 




15 


Commercial #10, 
International DL 



Trays 2 and 3 



Media Type 


Media Specifications 


Capacity 


Media Size 


Plain Paper 


Laser Printer Stock 
Paper weight: 16-24 
lb. bond (60 - 90 g/ 

m 2 ) 


About 
500 sheets 


A4, A3, B4, B5, letter, 
ledger, and legal 



Note: Some types of paper may result in frequent paper jams or poor 
printing quality. When determining the paper to use, consult the table above 
for capacities. 
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Loading Media 

When loading paper or transparencies into your printer, do not load too 
much and make sure that the media is all the same size. Loading beyond 
the specified capacity will cause paper jams. 




2. 



With both hands, gently lift and 
pull the paper tray out of the 
printer. 

Remove the tray cover (T8406 
only). 




Using the green grips, adjust the 
lateral and end paper retainers 
according to the paper size. 




T8106 




4. Place the paper in the paper tray 
with the printing surface facing 
up. Make sure that the paper 
does not exceed the limit marked 
on the inside of the green grips. 

5. Set the tray cover on the tray 
(T8406 only). 



T8406 
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6. Put the paper tray into the 
printer. 

7. Confirm that the display shows 
the correct paper size. If — 
appears on the display as the 
paper size, reinstall the paper, 
making sure the paper fits 
securely in the tray. 



Installing The Envelope Feeder (T8406 Only) 

Note: The T8106 printer does not need an envelope feeder. The T8106 
paper traj can be adjusted to handle envelopes. 

The envelope feeder will only work in Tray 1 . 




Adjust the lateral and end 
retainers in the paper tray to 
the full open position. 

Hook the envelope feeder on 
the tray base. 

Adjust the lateral and end 
retainers to secure the enve- 
lope feeder. 
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Control Panel 



The control panel is made up of four indicator lamps, the display, and 
seven function keys that allow you to control and monitor printer 
operations. 

Display 

The display provides messages indicating the state of the printer. 

The example display below shows the printer printing a file using letter- 
size paper loaded into Tray 1. 



Paper tray selected 



Size of paper contained in 
the selected paper tray 



Trayl : 


LTR. 


Processing 





Printer state 



Indicators 




MESSAGE READY DATA 
FORMFEED CLEAR 

o o 

O 

ONLINE MENU/ENTEFSY 



TRAYH MEDW ► A 



MESSAGE lamp (orange): Lights when an 
error message is on the display. 

READY lamp (green): Is lit when the printer is 
ready to print. During warm-up, this lamp blinks. 

DATA lamp (green): Blinks while the printer is 
receiving an incoming print job. 

ONLINE lamp (green): Is lit when the printer 
is ready to receive print jobs. 
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Control Keys 

The T8106/T8406 control panel has seven control keys that allow you to 
control the printer functions. 

FORMFEED: Forces a job to print. 



MESSAGE READY DATA 
FORMFEED CLEAR 



o 

ONUNE MENU/EN7ER/T 



TRAYH MEDIA/ ► A 



CLEAR: Clears print data. 

ONLINE: Places the printer in online or offline 
status. 

MENU/ENTER/ : Opens the menu and enters 
changes. 

TRAY / i : Changes the paper feed source tray 
for printing. 

MEDIA / ► : Changes the media type for print- 
ing. 

: Navigates to the next higher menu level. 



FORMFEED 

Use FORMFEED to force the printer to print to the currently loaded 
media. 



Note: Using FORMFEED to print on paper smaller than the si%e 
specified on the display will cause the printer to print the job incorrectly and 
reduce overall print quality of the printer. 

1 . Confirm that the printer has print data to print by checking that the 
data lamp is blinking. 

2. Press FORMFEED. 

The following example shows the messages that will display when you use 
FORMFEED to print on letter paper instead of transparencies. 



Trayl : LTR. 
Trayl Load Trans 



The display indicates that Tray 1 requires 
transparencies to be loaded. 



Trayl: LTR. 
Processing 



By pressing FORMFEED, printing 
begins and the display shows normal 
printing. 
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CLEAR 

Use CLEAR to clear the printer memory once a job has been started. 

1. Press ONLINE to stop printing. 

2. Cancel the print job on the sending computer. 

3. Hold down CLEAR for at least two seconds. 

When the print data is erased, the DATA lamp will shut off, and the 
printer will automatically return to online mode. 

If the MESSAGE lamp is lit, and the printer has not returned to online 
mode, check the message on the display, and take the appropriate action. 

ONLINE 

Use ONLINE to switch the printer state from the online printing mode 
to the offline printer configuration mode. 



TRAY 



Use TRAY to change the paper feed source tray. 

1. When the display prompts to load a new paper size or type, press 
TRAY to select the correct tray. The new tray is indicated on the top 
row of the display. 

2. Press ONLINE to begin printing from the new source tray. 

The following example shows the messages that will be displayed when 
changing the source tray. In this example, the source tray is changed from 
Tray 1 , containing letter paper, to Tray 2, containing the required tabloid 
paper needed for the current job (T8406 only; the T8106 operates in a 
similar manner when changing from letter to legal size paper.) 



Trayl : LTR. 
Trayl Load Tabloid 



The display indicates that Tray 1 contains 
letter-size paper and needs tabloid-size 
paper to print the current job. 



Tray2: Tabloid 
Trayl Load Tabloid 



By pressing TRAY, Tray 2 is selected. 



Tray2: Tabloid 
Processing 



Once Tray 2 is displayed, pressing 
ONLINE starts the job. 



MEDIA 



Use MEDIA to change the media to be printed on when the media 
specified on the display is not available. 
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The following example shows the messages that will be displayed when 
changing the media. In this example, the media is changed from 
transparencies to plain paper. 



Trayl : LTR. 
Trayl Load Trans 



Trayl : 


LTR. 


Trayl : 


Load Plain 



The display indicates that the currently 
selected source tray (Tray 1) contains let- 
ter-size paper, and transparencies need to 
be loaded to print the current job. 

By pressing the MEDIA key, the media 
already contained in Tray 1 (plain paper) 
is selected. 



Trayl: LTR. 
Processing 



Press ONLINE. 



More information about Control Panel menu functions and display 
messages is contained in the appendixes. See "Appendix C Control Panel 
Menu Functions" on page 145, and "Appendix D Control Panel 
Messages" on page 163. 
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A printer driver is software your computer uses to translate your 
documents into a format the printer can understand. By configuring the 
printer driver settings, you can change how your computer sends 
documents to the printer. 

There are two ways that you can configure the printer driver settings; you 
can set default properties for all documents sent from your computer, or 
you can set a document's properties in the application you are currently 
printing from. Whether you are setting the default properties, or 
customizing the settings for a particular document, the Tally driver 
interface is exactly the same. 

To set the print properties for a particular document, use the Print dialog 
of the application you are printing from. The Print dialog is normally 
located in the File menu of the application you are currently using. From 
the File menu, select Print to open the Print Setup window. In the Print 
Setup window, click on the Properties button. 

To configure the driver settings permanently, use the procedures on the 
following pages to open up the default printer settings dialog. 
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Changing Default Printer Driver Properties 

Windows 95/98 

1 . From the Windows taskbar, click the Start button. 

2. Go to Settings. 

3. Click on Printers to open the Printers folder. 

4. In the Printers folder, right click the Tally T8106/T8406 printer 
icon. 

5. Click on Properties. 

6. Click on the Job tab. 

To change PostScript printer driver properties, go to "Configuring Post- 
Script Printer Drivers in Windows 95/98" on page 45. 

To change PCL printer driver properties, go to "Configuring PCL 
Printer Drivers" on page 76. 



Back Forward Up 


K i a 

Cut Copy Paste 


J Address Printers 



.Tally T800G Propeit 



File Edit View Go Favorites Help 



General | Details | Gofer Mafiaflerttfiflt | Job | Color j Optra 
Tally T8006 



.ut ] 

I 



Tally TS0Q6 Piopeil 



ma 




General] Details] Color Management Job | Color | Options j About | 

Print Size: |Use Paper Size 
Paper Source: [Auto Select 

Media Type: [p 



WB 

~3 



■n Paper 3 



Copies: M ^ 



Orientation 

P Portrait 
(~ Landscape 
F Rotate 100% 



I Display tor Paper Changing] 

(Limit to 4 characters] 
Setting Intormation: 



Layout: |l page T ] 
\~ Duplex Printing 

Set Punt Details... | 

Print Mode... I 



Color Mode 


Document 


Print Mode 


Standard 


Black Generation 


□N 


Smoothing 


□N 


Save Toner 


OFF 
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Windows NT 4.0 

1 . From the Windows taskbar, click the Start button. 

2. Go to Settings. 

3. Click on Printers to open the Printers folder. 

4. In the Printers folder, right click the Tally T8106/T8406 printer 
icon. 

5. Click on Document Defaults. 

To change PostScript printer driver properties, go to "Configuring Post- 
Script Printer Drivers in Windows NT and Windows 2000" on page 62. 

To change PCL printer driver properties, go to "Configuring PCL 
Printer Drivers" on page 76. 
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ON 
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ON 
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Watermark 


OFF 
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Windows 2000 

1 . From the Windows taskbar, click the Start button. 

2. Go to Settings. 

3. Click on Printers to open the Printers folder. 

4. In the Printers folder, right-click the Tally T81 06/T8406 printer 
icon. 

5. Click on Properties to open the Tally T8106/T8406 Properties 
dialog. 

6. From the General tab, select Printing Preferences. 

To change PostScript printer driver properties, go to "Configuring Post- 
Script Printer Drivers in Windows NT and Windows 2000" on page 62. 

To change PCL printer driver properties, go to "Configuring PCL 
Printer Drivers" on page 76. 



T8006 




[Limit to 4 characters) 



Color Mode 


Document 


Print Mode 


Standard 


Black Generation 


□ N 


Smoothing 


□ N 


Save Toner 


□ FF 


Watermark 


□ FF 
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Configuring PostScript Printer Drivers in Windows 
95/98 

To configure the PostScript printer drivers in Windows 95/98, you must 
first open the Printer Properties window. See "Windows 95/98" on 
page 42. 

Configuring Paper Options 

Selecting Media Size 

Use Paper Size to select the desired media size. 

Standard Sizes 

1. From the Printer Properties 
window, click the Paper tab. 

2. Under Paper Size, select the 
desired paper size. 

3. Click OK. 



Color Page Printer PS Properl 


es r~ 





General j Details j Sharing 
Paper size: Letter (8 50 x 1 1 00 in] 



Paper 



Graphics 




Apply 
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Custom Sizes 



Note: If a nonstandard paper si%e is specified, the printer will automatically select a 
standard si%e that is nearest to the si%e specified. 



Color Page Printer PS Properl 


es I 





General ] Details | Sharing Paper ] Graphic 
Paper size: Letter [8.50 x 1 1 .00 in) 



□ 

£ Kecutive 

<J 



J 



□ □ □ 

Legal A3W A3 



Orientation 

0t*. Portrait 
f Landscape \~~ Rotated 



H I 

Adobe 
Online 



Paper control 



1. 

2. 

3. 




Paper t^pe: [ Plain 
Margins... | About... | 



Margins... 


| About... 


Help 


Restore Defaults 1 





Apply 



mzi 



Paper name: [H 



Width: [3~§3 ^ [3.93.. 11 69] 

Length: f5~50 ^ [5.50 ... 17.00] 

f~ Transverse 



P Inches 
r Millimeter 



J Help | Restore Defaults | 



4. 



5. 



6. 



From the Printer Properties 
window, click the Paper tab. 

Select Custom from the 
Paper size window. 

Click Custom button. 



Enter the Paper name the 

custom page size will be 
remembered as. 

Select the Units that will be 
used. 

Adjust the Width and Height 

of the page size. 

Select Transverse if you want 
the page size to transverse the 
document. 

Click OK to close the Custom- 
Defined Size window. 



9. CHckOK. 
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Selecting Print Orientation 

Print Orientation allows you to print in portrait, landscape, or rotated 
landscape mode. 



Color Page Printer PS Properties 



ITT^I 

Fonts ] Device Options ] PostScript ] Watermarks 
General | Details | Sharing Paper ] Graphics 

Paperaae: Letter [8.50 « 11.00 in) 




0 □ □ 



Legal 



Portrait 
C Landscape 



r Rotated 



±J 

Online 



Paper control 



Duplex: None 



"31 



Papei source: 1 AutoS elect Tray 



Paper t^pe: | Plain 



Margins. 



"3 



Help 



Restore Default; 



Apply 



1. From the Printer Properties 
window, click the Paper tab. 

2. Under Orientation, select the 
desired orientation. 

3. Click OK. 



Portrait prints images using the short edge as the bottom and top of 
the paper. Landscape prints images using the long edge as the bottom 
and top of the paper. If Landscape and Rotated are selected, landscape 
images are rotated 180°. 



Portrait Landscape 



Rotated 
Landscape 
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Selecting Paper Source 

Use Paper Source to select a specific tray to print from. 



Color Page Printer PS Propert 



Fonts ] Device Options | PostScript ] Watermarks 
General | Details | Snaring Paper | Graphics 

Paper size: Letter (8.50 x 1 1 .00 in] 



J 1 


D □ 


□ 


Executive 1 


Letter 


Legal A3W 


A3 


<l l > l 


-Urientation 

1 ± P Portrait 

| f Landscape V Rotated 


Adobe 
Online 


Paper control 










n Duplex: 1 None 




1 ^ |~^E 


1 3\ 




Paper source: 


AutoSelect Tray 




Paper t^jpe: 


AutoSelect Trau 




Trayl 
S) Envelope adapter 
Trau2 





Margins... 



Restore Defaults 



1 



J. 



Apply 



1 . From the Printer Properties 
window, click the Paper tab. 

2. Select the paper tray to be used 
from the Paper source list. 

3. Click OK. 



Selecting Media Type 

Use Paper Type to select plain paper, transparencies, labels, thick paper, 
or envelopes. 



Color Page Printer PS Properties 



Fonts | Device Options | PostScript ] Watermarks 
General j Details | Sharing Paper j Graphics 



Paper size: Letter (8.50 x 11.00 in] 




Paper source: j AutoSelect Tray 
Paper tiipe: 



Margins... 



Plain 






Transparency 

Label 

Thick 







T Restore Defaults 



Apply 



1 . From the Printer Properties 
window, click the Paper tab. 

2. Select the desired media type 
from the Paper type list. 

3. Click OK. 
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Printing on Both Sides 

If you have installed the optional duplex unit and have enabled it (see 
"Enabling the Duplex Unit" on page 56), you can use Duplex to print on 
both sides of the paper. The available printing methods are None, Flip 
on long edge and Flip on short edge. 



Color Page Printer PS Propert 



Fonts | Device Options ] PostScript ] Watermarks 
General | Details | Sharing Paper | Graphics 



Paper ige: Letter (8.50 x 11.00 in) 




□ □ 



P Portrait 
C Landscape 



V Rotated 



Online 



Paper control 



Duplex: | None 



Flip on long edge 
Flip on short edge 



Paper Sjjpes 



| AuloS elect Tray 






| Plain 







Margins. 



Help 



Restore Defaults 



Apply 



1 . From the Printer Properties 
window, click the Paper tab. 

2. Under Paper control, select 
the desired printing method 
from the Duplex list. 

3. Click OK. 



Setting Graphics Options 



Selecting High Resolution 

For high-quality printing, you can change the resolution of the printed 
images from 600 dpi to 1200 dpi. 



Color Page Printer PS Properties 



I ?|x| 



Fonts | Device Options | PostScript | Watermarks ] 
General | Details | Sharing | Paper Graphics 




1 . From the Printer Properties 
window, click the Graphics tab. 

2. From the Resolution list, 
select Standard 1200 dpi. 

3. Click OK. 



Apply 
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Selecting Mirrored Output 

Use the Print as a miff or image setting to flip an image horizontally. 



Color Page Printer PS Properties 



E Fonts | Device Options | PostScript | Watermarks | 
General | Details | Sharing | Paper 




1 . From the Printer Properties 
window, click the Graphics tab. 

2. Under Special, select Print as 
a mirror image. 

3. Click OK. 



Selecting Scaling 

Use the Scaling setting to reduce or enlarge the image size from 1% to 
1000%. If you are enlarging an image, only the part of the image that falls 
within the printable area of the media will be printed. 



Color Page Printer PS Properties 



jj^j 1 . From the Printer Properties 



Fonts ] Device Options ] PostScript ] Watermarks | 
General | Details ] Sharing ] Paper Graphics 



.Resolution: 
Special 



Standard 600 dpi 



~3 



V Print as a negative image 
P Print as a mirror image 



Paper handling 



Layout: 1 1 -up 

W Print pacje border 



~3 



window, click the Graphics tab. 

2. In the Scaling box, set the 
desired scaling. 

3. Crick OK. 



Help | Restore Detaults 

I Cancel Apply 
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Selecting Page Layout 

Use the Layout setting to compress and print two, four, six, nine or 
sixteen pages of your document onto a single page. 



Color Page Printer PS Properties 



ma 



Fonts ] Device Options ] PostScript ] Watermarks ) 
General | Details | Sharing | Paper Graphics 



Resolution: 
- Special — 



Standard 600 dpi 

I - Print as a negative image 
V Print as a mirror image 



"3 




1 -up 






2-up 




4-up 




6-up 




S-up 




1 Ei-up 





Help 



Restore Deleijlts 



Apply 



1 . From the Printer Properties 
window, click the Graphics tab. 

2. Under Paper handling, select 
the desired layout from the 
Layout list. 

3. Click OK. 




1 



2-up 



ru 



ru 



4-up 



1 



1 



6-up 



m 




nJ 


i_n 


■ — i 





ru 


p~ 


LD 


I— i 


m 





9-up 



1 


E 


3 


H 


5 


B 


1 


B 


a 



l 


E 


3 


H 


B 


B 


i 


B 


a 



16 -up 



1 


E 


3 


H 


5 


6 


1 


B 


a 


ID 


II 


IB 


13 


IH 


IE 


IE 



1 


S 


3 


H 


5 


E 


1 


B 


3 


ID 


II 


IE 


\1 


IH 


IS 


IE 
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Setting Fonts 

Enabling Font Substitution 

When printing using TrueType fonts, you can either substitute your fonts 
with a device font or upload the font to the printer with the print job as a 
Softfont. Using font substitutions, your jobs will print faster, while using 
Softfonts ensures that your documents will look the same as they do on- 
screen. 



Color Page Printer PS Properties 



I 



General j Details ] Sharing ] Paper ] Graphics 
Fonts | Device Options | PostScript | Watermarks 

C Send TrueType fonts to printer according to the font 
Substitution Table 

The Font Substitution Table enables you to specify which 
TrueType fonts should be replaced with built-in printer fonts. 



z 



If you use TrueType fonts, jobs will usually print slower; 
however, jobs output from different printers will look identical. 



r Add E uro Currency Sirnbol to PostScript Fonts 



Help 



Update Soft Fonts 



Restore Delaulis 



Apply 



1 . From the Printer Properties 
window, click the Fonts tab. 

2. Select Send TrueType fonts 
to printer according to the 
font Substitution Table. 

3. In the Font Substitution Table 
window, make the desired 
changes. 

4. Click OK to close the Font 
Substitution Table window and 
save changes. 

5. Click OK. 
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Setting Device Options 



Switching Color Mode 

To print using only black toner, select the monochrome setting. To 
enable the color printing capabilities of the printer, use the Color Mode 
setting. 



Color Page Printer PS Properties 



General ] Details | Sharing ] Paper ] Graphics 
Fonts Device Options | PostScript ] Watermarks 

Available printer memory [in KB): |9558 
Available font cache (in KB): 1 955S 

Printer leatuies 




Apply 



1 . From the Printer Properties 
window, click the Device 
Options tab. 

2. Under Printer features, select 
Color Mode. 

3. In the Change setting for list, 
select Color or Monochrome. 

4. Click OK. 



Enabling PS Color Matching 

You can adjust colors to match the color of the printed image to the 
colors displayed on your screen. Presentations prints with pure bright 
colors. Photographs performs a "perceptual" color match — adjusting 
the colors of the image to the printer's range of colors to preserve the 
overall appearance an and relative color values of the image. Screen 
match is the default setting. 



Color Page Printer PS Propert 



Details | Sharing | Paper 
Device Options | PostScript | 

[S558 g 

Available font cache (in KB): |gg5g IZI 
itures 



General 

I Fonts 
Available printer memory (in KB): 



] Graphics 
Watermarks 



| Color Mode Color 

|Auiomatic Tiay Switch On 
Change setting for: PS Color Matching 



| Screen match 






9 Presentations 1 
n Photographs | 




Tray 2 
Tray3 


Not Installed 
Not Installed 




Change setting (or: 


Dupley unit 




| Not Installed 







Help 



Restore C'etziults 



Apply 



4. 



From the Printer Properties 
window, click the Device 
Options tab. 

Under Printer features, select 
PS Color Matching. 

In the Change setting for list, 
select the desired setting. 

Click OK. 
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Enabling Automatic Tray Switching 

If you have installed an optional paper feeder, you can use the automatic 
tray switching function to automatically switch between different paper 
trays. 



Color Page Printer PS Properties 



General ] Details ] Sharing ] Paper ] Graphics 
Fonts Device Options | PostScript ] Watermarks 



Available printer memory [in KB J: [955S J 
[955Q ^ 



Avaflable font cache (in KB]: 




Change setting for: Automatic Tray Switch 
] On 




it: Duplex unit 
| Not Installed 3D 



Help 



Rest*:* Defaults 



Apply 



1. From the Printer Properties 
window, click the Device 
Options tab. 

2. In the Printer features con- 
sole, select Automatic Tray 
Switch. 

3. In the Change setting for list, 
select On. 

4. Click OK. 



Enabling Jam Recovery 

Use Jam Recovery to safely recover and complete jobs underway when a 
jam occurs. 



Color Page Printer PS Properties 



General 1 Details | Sharing ] Paper ] Graphics 
Fonts Device Options | PostScript ] Watermarks 

Available printer memory [in KB): [9558 J 
Available font cache [in KB): [9558 



Printer leatuies- 



IPS Color Matching 
| Automatic Trav Switch 


Screen match 
On 


±1 


Change setting for: 


Jam Recovery 


| Off 












1 On 1 


Irislalia&le option; 








Tray 2 

[Tray 3 


Not Installed 
Not Installed 




Change setting tor: 


Duplex unit 




| Mot Installed 







Help 



Restote Defaults 



Apply 



1 . From the Printer Properties 
window, click the Device 
Options tab. 

2. Under Printer features, select 
Jam Recovery. 

3. In the Change setting for list, 
select On. 

4. Click OK. 
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Enabling Idiom Recognition 

Use the Idiom Recognition feature to replace certain PS procedures 
(idioms) with other procedures, typically ones that have equivalent 
behavior but produce better-quality results or execute more efficiently 
This allows applications to take advantage of some new language features 
without changing the applications. 



Color Page Printer PS Properties 



General ] Details | Sharing ] Paper 
Fonts Device Options | PostScript | 

Available printer memory [in KB): ||9558 g 
Available font cache (in KB): J9558 ^ 
Printer jeatures 



[Automatic Tray Switch 
|jam Recovery 



Change setting for: Idiom Recognition 



| On 




| Off m 




Duplex unit 


Not Installed 


Tray 2 


Not Installed 


Tray 3 


Not Installed 


Change setting for: 


Dupley unit 


| Not Installed 





1 . From the Printer Properties 
window, click the Device 
Options tab. 

2. Under Printer features, select 
Idiom Recognition. 

3. In the Change setting for list, 
select On. 

4. Click OK. 



Help 



Restore Defaults 



Apply 



Enabling MultiPrint 

If you have installed a hard disk in the printer, you can have your jobs 
automatically collated using the MultiPrint function. When MultiPrint 
is enabled, if you print two copies of a three-page document, the printer 
will output each copy of the document in the page sequence 1, 2, 3, 1, 2, 3. 
When MultiPrint is not enabled, the same document is printed in the 
sequence 1, 1, 2, 2, 3, 3. 



Color Page Printer PS Properties 



General ] Details | Sharing | Paper 
Fonts Device Options | PostScript | 

Available printer memory (in KB): [9558 ^ 
Available font cache (in KB): |955S ^ 
:er features 



] Graphics 
Watermarks 



Printer leatt 
iJarn Recc 
lldiomFiec 



Jam Recovery 
Idiom Recognition 



Off 
On 



Change setting for: 




1 . From the Printer Properties 
window, click the Device 
Options tab. 

2. Under Printer features, select 
MultiPrint. 

3. In the Change setting for list, 
select On. 

4. Click OK. 
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Enabling the Duplex Unit 

Before you can use an optional Duplex Unit, you must tell the drivers that 
the Duplex Unit is installed. 



Color Page Printer PS Propert 



I General 
Fonts 
r 



Details J Sharing | Paper | Graphics 
Device Options | PostScript ] Watermarks 



Available printer memory [in KB): 
Available font cache (in KB]: 
r- Printer ieatuies 




1 . From the Printer Properties 
window, click the Device 
Options tab. 

2. Under Installable options, 
select Duplex unit. 

3. In the Change setting for list, 
select Installed. 

4. Click OK. 



Enabling Tray 2 and Tray 3 

Before you can use an optional paper tray, you must tell the drivers that 
the paper tray is installed. 



Color Page Printer PS Properties 



General | Details | Sharing ] Paper ] Graphics 
Fonts Device Options | PostScript 1 Watermarks 



Available printer memory [in KB): 
Available font cache [in KB): 
Printer Ieatuies- 



[9558 @ 
[955Q ^ 



Color Mode Color 1 1 


1 PS Color Matching 


Screen match 




(Automatic Tray Switch 


□n 


Change setting for: 


Color Mode 




1 Color 






Installable options 






| Duplex unit 


Not Installed 




Trav2 


Not Instated 




pi^V 3 


Not Installed 





, |x i 1. From the Printer Properties 
window, click the Device 
Options tab. 

2. Under Installable options, 
select Tray2 or Tray3. 

3. In the Change setting for list, 
select Installed. 

4. CHckOK. 



Change setting tot: Ttay2 
Not Installed 



Help 



Restore Defaults 



Apply 
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Enabling the Hard Disk 

Before you can use an optional hard disk, you must tell the drivers that the 
hard disk is installed. 



Color Page Printer PS Properties 



General | Details | Sharing | Paper | Graphics 
Fonts Device Options | PostScript | Watermarks 

Available printer memory [in KB): 19558 ^[ 
Available font cache (in KB]: [9558 ^jj 

- Printer jeatuies — 



1 PS Color Matching 


Screen match 


d 


(Automatic Tray Switch 


□n 


Change setting for: 


Color Mode 




| Color 














|Tray2 


Not Installed 




IT ray 3 


Not Installed 


1 Hard disk 


Installed 




Change setting tor: 


Hard disk 




| Installed 






1 Installed 







Help 



Restate Defaults 



Apply 



1 . From the Printer Properties 
window, click the Device 
Options tab. 

2. Under Installable options, 
select Hard disk. 

3. In the Change setting for list, 
select Installed. 

4. Click OK. 



Configuring Tray 1 for the Envelope Feeder 

Before you can use an optional envelope feeder, you must tell the drivers 
that the envelope feeder is installed in Tray 1 . 



Color Page Printer PS Properties 



General | Details | Sharing ] Paper ] Graphics 
Fonts Device Options | PostScript 1 Watermarks 



Available printer memory [in KB): |9558 
Available font cache [in KB): 1 955S 



PS Color Matching Screen match 

| Aulomatic Tray Switch On 



Change setting for: Color Mode 



Color 



nstallable options 


Tray3 
Hard disk 


Not Installed ^| 
Installed , 




Change setting tor: 


Trayl contiguration 


| Trayl 




_| Envelope adapter | 


Help | Restore Defaults 



Apply 



1 . From the Printer Properties 
window, click the Device 
Options tab. 

2. Under Installable options, 
select Trayl configuration. 

3. In the Change setting for list, 
select Envelope adapter. 

4. Click OK. 
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Enabling Additional Printer Memory 

Before you can use additional printer memory, you must tell the drivers 
that the additional memory is available. 



Color Page Printer PS Properties 



I General 
Fonts 
r 



Details | Sharing | Paper 
Device Options ] PostScript | 



| Graphics 
Watermarks 



Available printer memory [in KB): 
Available font cache (in KB): 
Printer jeatuies 




Change setting for: Total Printer Memory 



G4 MB RAM 






128MB RAM 




192 MB RAM 




256MB RAM 





Resio'e Default* 



Apply 



1 . From the Printer Properties 
window, click the Device 
Options tab. 

2. Under Installable options, 
select Total Printer Memory. 

3. In the Change setting for list, 
select the total memory 
installed. 

4. Click OK. 



Setting PostScript Options 

PostScript Output Format 

The PostScript tab allows you to specify the desired PostScript file 
format. 



Color Page Printer PS Properties 



General j Details | Sharing ] Paper ] Graphics 
Fonts | Device Options PostScript | Watermarks 



PostScript output format: 



PostScript foDiimize for speed) 



PostScript [optimise for speed) 



PostScript (optimise for portability - ADSC) 
Encapsulated PostScript (EPS) 
Archive format 



3 

1 



downloaded and retained 

Send Header Now | 



Print PostScript error information 

PostScript timeout values 

Job timeout P "H seconds 



Wait timeout: 



[2403] 



seconds 



Help 



Restore Deleulis 



Apply 



1 . From the Printer Properties 
window, click the PostScript 
tab. 

2. Under PostScript output for- 
mat, select the desired settings. 

3. Click OK. 
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Setting Watermarks 

Custom color watermarks can identify special types of documents, such as "Con- 
fidential." The Watermark settings allow you to position your watermarks on your 
printed page, and to specify, add, or delete watermarks. 



Selecting a Watermark 



Color Page Printer PS Properties 



General ] Details | Sharing | Paper 
Fonls | Device Options | PostScript 
Select a watermark: 



] Graphics 
Watermarks 




Print watermark 
P On first page only 
& In background 
As outline only 



^j^l 1. From the Printer Properties 

window, click the Watermarks 
tab. 

2. From the Select a watermark 

list, select the desired water- 
mark. 

3. Under Print watermark, select 
how the watermark will be 
printed. 

4. Click OK. 




Deleting a Watermark 



Color Page Printer PS Properties 



General ] Details | Sharing ] Paper ] Graphics 
Fonts ] Device Options | PostScript Watermarks 
Select a watermark: 
[[None I 




Print watermark 

I - On first page only 
1^ In background 
As outline only 



Help 



Apply 



1 . From the Printer Properties 
window, click the Watermarks 
tab. 

2. In the Select a watermark list, 
choose the watermark to be 
deleted. 

3. Click the Delete button. 

4. Click OK. 
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Editing a Watermark 



Color Page Printer PS Properties 



General j Details | Sharing ] Paper 
Funis | Device Options | PostScript 
Select a watermark: r~j 
I [None] 



] Graphics 
Watermarks 



ICOFY 
I DRAFT 
I FILE CFJFY 
I FINAL 

PROOF 
II TOP SECRET 



I Print watermark 
I - On first page only 
& In background 
l~ As outline only 



cP 



; only 
nd 



Apply 



From the Printer Properties 
window, click the Watermarks 
tab. 

Select the watermark to be 
edited. 

Click the Edit button to open 
the Edit Watermark window. 




4. In the Edit Watermark window, 
select the desired text, font, 
size, position and color of the 
watermark. 

5. CHckOK. 
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Adding a Custom Watermark 



Color Page Printer PS Properties 



General | Details ] Sharing ] Paper 
Fonts | Device Options | PostScript 
Select a watermark: 



] Graphics 
Watermarks 



[None] 



CONF DENTIAL 



COFY 
DRAFT 
FILE CD FY 
FINAL 
PROOF 
TOP SECRET 



Print watermark 

F~ On first page only 

^ In background 

f~ As outline only 



cP 



Help 



From the Printer Properties 
window, click the Water- 
marks tab. 

Click the New button to 
open the New Watermark 
window 



New Watermark 



Watermark Text 
Text "" 



Font | Helvetica J^J 
Size |72 -rj St^le [Boid ^ 



r Angle- 



■Position — 
f* Automatically center 
f Position relative to center 




(in) 



Blue |120 _^ 
Choose Color... | 

Help I 



3. In the New Watermark win- 
dow, select the desired text, 
font, size, position and color 
of the watermark. 

4. Click OK. 
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Configuring PostScript Printer Drivers in Windows 
NT and Windows 2000 

To configure the PostScript printer drivers in Windows NT, you must first 
open the Document Defaults window. See "Windows NT 4.0" on 
page 43. In Windows 2000, you must first open the Printer Properties 
window. See "Windows 2000" on page 44. 



Customizing Paper/Output 

Selecting Media Size 

Use Paper Size to select the desired size of the media. 



Colon Page Printer PS Default Document Propertie 



Page Setup Advanced | 



"4 AdobePS Color Paqe Printer Dor 
□ Paper/Output 

i-Br~ 

_a| Oiierrtal.ion: < > 
L -^S Paper Source: ^Automatically Sel 
! Media: <Plair,> 

p Cupy CuunL <~\ Cu|jy> 
|=| Ijh] Graphic 

'•'-'] Resolution: < old SQO dpi> 
[~-"| Color Appearance: Colcr> 

i 0 Scaling: <100 %> 

Lh-sncjis 'Paper Sas' Setting 



1 Executive 
Q Harjaki 
g Intcrnctionol DL 
B Legal 



] 



"3 

J 



1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Paper/ Output, click 
Paper Size. 

3. From the Change 'Paper Size' 

Setting list, select the desired 
paper size. 

4. Click OK. 
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PostScript Custom Page Size 

Use PostScript Custom Page Size to set the printer to print on a 
custom page size. You can set Custom Page Size Dimensions, Unit 
(Inch, Millimeter, or Point), Paper Feed Direction, Paper Type, and 
Offsets Relative to Paper Feed Direction. 



r^* Color Page Printer P5 Default Document Propertie 



Page Setup Advanced I 



AdobePS Color Paqe Printer PS Documenl Settings 
Paper^D Litput 

mi 

_a] Orientation: < Portraits 

Paper Source: <Automaticall^ Selects 
Sj£) Media: ^Plain^ 
Q Cupy CuunL. <DCu|jitj¥> 
E~[jh] Graphic 

I Resolution: <Standard GOO dpi> 

[7*"] Color Appearance: s. Colors 
|7) Scaling: <25Q %> 
L'|-.=ng» 'P&dz- Sizs' ■setting 
g Legal 




I'ost'J cnpt L'ustom I 'age 'Jizc Ddinition 



[ 



Custom Page Size Dimensions 
Width: 0I - 
Ueighl: 11.00 



(3.94,12,98) 
(5.82, 19.02) 



Unil 

P Inch 

f Millirnetei 

<~ JEoint 



Papm food Direction: 



| Shcrt Edge Fiisl 
Papal lyps: P £ u | Sheet 

Olliits Ralative ttPsBBFssiBtwfen 
Porpondicular Diioction: 
Para 



3 



C Boll Feed 




1. From the Document 
Defaults window in Win- 
dows NT or the Printer 
Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Paper/ Output, 
click Paper Size. 

3. In the Change 'Paper 
Size' Setting list, select 
PostScript Custom 
Page Size. 

4. Click the Edit Custom 
Page Size button. 

5. In the PostScript Custom 
Page Size Definition win- 
dow, make the appropri- 
ate changes. 

6. Click OK to close the 
PostScript Custom Page 
Size Definition window. 

7. In the Document 
Defaults window (Win- 
dows NT), or Printer 
Properties window (Win- 
dows 2000), click OK. 



Note: If a nonstandard paper si^e is specified, the printer will 
automatically select a standard si^e that is nearest to the si^e specified. 



63 



Tally 181 06/18406 Color Laser Printers User Guide 



Selecting Print Orientation 

The Orientation setting allows you to print portrait, landscape or rotated 
landscape. 



Uolor Page frintei Mii Default Document Hropertie 



Page Setup Advanced 



AdobePS Color Paqe Printer PS Document Settings 
ril..Qg PaperJOutput 
! ! [^] Fdpei Si^e. <LeUei:> 

ilBBBBI 

; -£yfl Paper Source: Automatically Select> 
| ^ Media: ■< Plaint 

| "'P Cupy Cuurit. <1 Cupy> 
E [}hj Graphic 

I i [jO] Resolution: -<Standaid GOO dpi> 

[Tt| Color Appearance: < Color> 

I [?] Scaling: <;100%;> 

Uhange 'Orientation' Setting 
(• Portrait 
| L dr ''-'^c ^i- 1 ^ 

r Rotated 



] 



1 



1. From the Document 
Defaults window in Win- 
dows NT or the Printer 
Properties window in Win- 
dows 2000, click the 
Device Settings tab. 

2. Under Paper/ Output, 
click Orientation. 

3. Under Change Orienta- 
tion Setting, select the 
desired orientation. 

4. Click OK. 



The Portrait setting allows you to print images using the short edge as the 
top and bottom of the paper. The Landscape setting allows you to print 
images using the long edge as the top and bottom of the paper. When 
Landscape and Rotated are selected, you can print landscape images 
that are rotated 180° . 



Portrait Landscape 



Rotated 
Landscape 



Selecting Paper Source 

Use Paper Source to select a specific tray to print from. 



1 Color Page Printer PS Default Document Propertie 



Page Setup Advanced 



AdobePS Color Page Printer PS Document Settings 
B-Qg Paper/Output 

[f| Paper Size: <Letter> 
■ \a\ Orientation: <Portrait> 

5)J1j Media: <Plain> 
_jj '. ■ T V 1 . .V, 

□■■ [jh] Graphic 

[Qt| Resolution: <Standard 600 dpi> 
jj Color Appearance: < > 
[7] Scaling: <100 % 











4$ Automatically Select I 










Envelope adapter 






.fi Tray2 1 











1. From the Document 
Defaults window in Win- 
dows NT or the Printer 
Properties window in Win- 
dows 2000, click the 
Device Settings tab. 

2. Under Paper/ Output, 
select Paper Source. 

3. In the Change 'Paper 
Source' Setting list, select 
the paper feeder to be used. 

4. Click OK. 
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Selecting Media Type 

Use the Media type setting, to select plain paper, transparencies, labels, 
thick paper, or envelopes. 



A Color Page Printer PS Default Document Propeitie 



Page Setup Advanced | 

AdobePS Color Page Printer PS Document Settings 
S-fcJS Paper/Output 

_J Paper Size: < > 
jv] Orientation: < Portrait 
:,j j T.sper Source: {Automatically Select> 



Copy Count: < > 

□■B Gra P hic 

- [jjj] Resolution: {Standard t > 
■ |tH Color Appearance: <Color> 
|D Scaling: <100%> 



Change 'Media' Setting 



] 




1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Paper/ Output, click 
Media. 

3. In the Change 'Media' Set- 
ting list, select the media type 
to be used. 

4. Click OK. 



Selecting Copy Count 

The number of copies to be printed may be set from either the printer 
driver or the application. You can set any number from 1 to 9999. 



4$ Color Page Piintei PS Default Document Propertie 



Page Setup Advanced | 



t$g s AdobePS Color Page Printer PS document Settings 
B-Qji Paper/Output 

Paper Size: <Letter> 
■■[a] Orientation: < Portrait 

Paper Souice: < iically Select> 
SjPi Media: <Plain> 



Copy Count: < > 



El- [hi] Graphic 

;;;] Resolution: {Standard GOO dpi> 
Pi Color Appearance: <Colcr> 
@ Scaling: <1QQ%> 
Change 'Copy Count' Setting — 



-^-| Copies 



] 




3. 



From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

Under Paper/ Output, click 
Copy Count. 



In the Change Copy Count 
Setting list, select the number 
of copies to be printed. 

4. Click OK. 



Note: If multiple copies are also specified on the control panel, and the Collate 
setting is checked in the application print properties menu, the number of copies actuallj 
printed will be the number of copies set on the control panel multiplied by the setting 
specified in the printer driver. 
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Printing on Both Sides 

If you have installed an optional duplex unit and have enabled it (see 
"Enabling the Duplex Unit" on page 73), you can print on both sides of 
the paper. When configuring the Duplex Unit, you can select Simplex, 
Flip on long edge, or Flip on short edge. 



Color Page Printer PS Default Document Properties 



Page Setup Advanced | 



AdobePS Color Page Printer PS D ocument S ettings 

- Paper/Output 

_] Paper Size: {Letters 

_a] Orientation: < > 

Paper Source: (Automatically Selects 
!"-Sj£i Media: < Plains 
Copy Count: <1 Copys 

- \u\ Graphic 

;iir| Resolution: {Standard t > 
Color Appearance: < > 

Charge 'Print on Both Sides (Duplex Printing)' Setting — 
t* None 

j C Long Side 

C Short Side 



1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Paper/ Output, click 
Print on Both Sides (Duplex 
Printing). 

3. In the Change 'Print on Both 
Sides (Duplex Printing)' Set- 
ting list, select the desired 
printing method. 

4. Click OK. 



Customizing Graphical Output 



Selecting High Resolution 

For high-quality printing, you can change the resolution of the printed 
images from 600 dpi to 1200 dpi. 



^$ Color Page Printer PS Default Document Propeitie 



Page Setup Advanced | 



-•' AdobePS Color Page Printer PS Document Settings 
- J^j Paper/Output 

r] Paper Size: {Letters 

! |a| Orientation: {Portrait 

Paper Source: (Automatically Select> 
!---^J Media: < Plains 
• pp Copy Count: <5 Copies:; 
Q~|jh] Graphic 

-Id 

Color Appearance: <Color> 
^ Scaling: <100%> 

-Charge 'Re^MrOr 



| J Slandard 1200 dpi 



1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, ckck the 
Device Settings tab. 

2. Under Graphic, click Resolu- 
tion. 

3. In the Change 'Resolution' 
Setting list, select Standard 
1200 dpi. 

4. Ckck OK. 
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Setting Color Mode for Graphics 

Use Color Appearance to select either color output or gray-scale output. 



i Color Page Printer PS Default Document Propertie 



Page Setup Advanced | 



B AdobePS Color Fage Fiintei PB Document Settings 
| E-Q$ Paper/Output 

'■■■■Q Paper Size: <Letter> 
■■[a] Orientation: < Portrait> 

Paper Source: {Automatically Selects 
Media: <Plain> 
Qp Copy Count: <5 Copied 
| fi-[h3 Graphic 

-■^\\ Resolution: {Standard E00 dpi> 

■ir 

@ Scaling: <W0X> 



Color Appearance: <Cclor> 



Change 'Color Appearance' Setting - 
f Monochrome 
f Color 



J 




1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Graphics, click Color 
Appearance. 

3. In the Change 'Color Appear- 
ance' Setting list, select Color. 

4. Click OK. 



Note: When the control panel is set to monochrome output, monochrome 
output is produced even if color output is specified under Color Appearance. 

Selecting Print Scaling 

Use Scaling to reduce or enlarge the size of the printed image from 1 % 
to 1 000%. If you are enlarging an image, only the part of the image that 
falls within the printable area of the media will be printed. 



^* Color Page Printer PS Default Document Propeitie 



Page Setup Advanced 



AdobePS Coloi Page Printer PS Document Settings 
□■■■[^ Paper/Output 

i [?] Paper Size: {Letters 

i [a] Orientation: <Portrait> 

Paper Source: (Automatically Select> 
;--§j£j Media: < Plains 

Q Copy Count: <5 Copies> 

□ [in} Graphic 

HI] Resolution: {Standard 600 dpi> 
["■] Color Appearance: {Color> 

■Change 'Scaling' Setting— 



] 



1 r 



(1 ■ 1000) 




1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Graphic, click Scaling. 

3. In the Change 'Scaling' Set- 
ting list, select the desired scal- 
ing. 

4. Click OK. 
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Enabling Font Substitution 

When printing using TrueType fonts, you can either substitute your fonts 
with a Device Font, or upload the font to the printer with the print job as 
a Softfont. Using Device Fonts, your jobs will print faster, while using 
Softfonts ensures that your documents will look the same as they do on- 
screen. 




Page Setup Advanced | 




I @ Scaling: (100 X; 



H Resolution: standard GOO dpi> 




[HE] 



1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 



Poge L&'o^A [M-up| Option: < jrmal [one-up]> 
fi-ff s PostScript Options 
- j^j Printer Features 



f^j Color Mode: <Color> 
V. P q j Cob: Matching : < > 



2. Under Graphic, click True- 
Type Font. 



Change 'TrueType Font' Setting 




Font 




3. In the Change 'TrueType 



Font' Setting list, select Sub- 



stitute with Device Font. 



4. Click OK. 



OK 



Cancel 
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Setting Document Options 



Selecting Page Layout 

Use Page Layout to compress two, four, six, nine or sixteen pages of 
your document onto a single page.. 



Color Page Printer PS Default Document Propeilie 



Page Setup Advanced | 



: 1^ TrueType Font: Substitute with Device Font> 
B ,- ifes Document Options 

S-^g PostScript Options 
B "$fL Printer Features 

Color Mode: <Color> 
PS Color Matching : (Screen rnatch> 
Automatic Trey Switch: <Qn> 
Jam Recovery: iOfb 
!^5j Idiom Recognition: <0n> 
Sj£} MultiPrint: <Dff> 

Change 'Page Layout (N-up) Option' Setting 



■BBSI 

Twc-up (1 h2) 
Four-up (2h2) 
Sin-up (2*3) 
Nine-up [3k3] 
Sinleen-up (4x4] 



"3 



I 



1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Document Options, 
click Page Layout (N-up) 
Option. 

3. In the Change 'Page Layout 
(N-up) Option' Setting list, 
select the desired page layout. 

4. Click OK. 
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Switching Color Mode 

Use the Monochrome setting to print using only black toner. Use Color 
Mode to enable the color printing capabilities of the printer. 



^* Color Page Printer PS Default Document Propeilie 



Page Setup Advanced J 



TrueType Font Download Option: <Automatic> 
fjj PostScript Language Level: <3> 
•f Send PostScript Error Handler: <Yes> 
^ Mirrored Output: <Nc> 
Printer Features 




"3 



PS Color Matching : (Screen match> 
Automatic Tray Switch: <0n> 
Jem Recovery: <0ff> 
diom Recognition: <0n> 
5j) MultiPrint: (0t> 



Uhonge 'Color Mode' Setting 



Hj^l ^Monoc 



1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Document Options, 
select Printer Features. 

3. Click Color Mode. 

4. In the Change 'Color Mode' 
Setting list, select Color or 
Monochrome. 

5. Click OK. 
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Enabling PS Color Matching 

Use color adjustment to match the color of the printed image to the 
colors displayed on your screen. Presentations prints with pure bright 
colors. Photographs performs a "perceptual" color match — adjusting 
the colors of the image to the printer's range of colors to preserve the 
overall appearance an and relative color values of the image. Screen 
match is the default setting. 



Color Page Printer PS Default Document Properties 



Page Setup Advanced | 



TrueType Fori! Download Option: < > 
PostScript Language Level: <3> 
•f Send PostScript Error Handler: <Yes> 
^ Mirrored Output: <No> 
- Printer Features 

!t?J Color Mode: <Color> 



PS Color Matching : < 



fjj Automatic "fay Switch: < : 
Jam Recovery: <0fb 
Idiom Recognition: <0n> 
L-Jjj£ MultiPrint: <Dff> 

Change 'PS Color Matching ' Setting 



| Photot 



HI 

Presentations 
Photographs 



2. 



From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

Under Document Options 
select Printer Features. 



3. Click PS Color Matching. 

4. In the Change 'PS Color 
Matching' Setting list, select 
the desired color matching. 

5. Click OK. 



Enabling Automatic Tray Switching 

If you have installed an optional paper feeder, you can use the Automatic 
Tray Switch function to automatically switch between different paper 
trays. 



Color Page Printer PS Default Document Properties 



Page Setup Advanced 



i TrueType Font Download Option: <Automatic> 

(li^ PostScript Language Level: <3> 

•f Send PostScript Error Handler: <Yes> 

^ Mirrored Output: <No> 
- ■■fj Printer Features 

••••itjj Color Mode: <Color> 

^Jj PS Color Matching : (Screen rnatch> 



Automatic Tray Switch: < > 



Jam Recovery: <0ff> 
^Jj Idiom Recognition: <0n> 
Ljjjfc MultiPrint: <Dff> 

Change 'Automatic Tray Switch" Setting 



- 1 



1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Document Options, 
select Printer Features. 

3. Click Automatic Tray Switch. 

4. In the Change 'Automatic 
Tray Switch' Setting list, 
select On. 

5. Click OK. 
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Enabling Jam Recovery 

Use Jam Recovery to safely recover and complete jobs underway when a 
jam occurs. 



4 Color Page Printer PS Default Document Properties 



Page Setup Advanced 



t£ TrueType Font Download Option; <.*■. ■::::.-,> 
PostScript Language Level: < > 
Send PostScript Error Handler: <Yes> 
^ Mirrored Output: <No> 
- Printer Features 

I Color Mode: <Color> 
j PS Color Matching : (Screen rnatch> 
j Automatic Tray Switch: <0n> 



J 05m Recovery: < > 



| Idiom Recognition: <Dn> 
| MultiPrint: <Off> 

Change 'Jam Recovery' Setting 




1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Document Options, 
select Printer Features. 

3. Click Jam Recovery. 

4. In the Change 'Jam Recov- 
ery' Setting list, select On. 

5. Click OK. 



Enabling Idiom Recognition 

Use Idiom Recognition to replace certain PS procedures (idioms) with 
other procedures, typically ones that have equivalent behavior but 
produce better-quality results or execute more efficiently. This allows 
applications to take advantage of new language features without changing 
the applications. 



■ Color Page Printer PS Default Document Propertie 



Page Setup Advanced | 

,\ TrueType Font Download Option: < > 

PostScript Language Level: <3> 
*f Send PostScript Error Handler: <Yes> 
^ Mirrored Output: <No> 
- Printer Features 

fjjj Color Mode: <Color> 

PS Color Matching : (Screen match> 
Automatic Tray Switch: <0n> 
Jam Recovery: <0ff> 



Idiom Recognition: < > 



EE] 1 



ULl MuKPrinl :<□[[> 
Charge 'Idiom Recognition' Setting- 



3. 
4. 

5. 



From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

Under Document Options, 
select Printer Features. 

Click Idiom Recognition. 

In the Change 'Idiom Recog- 
nition' Setting list, select On. 

Click OK. 
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Enabling MultiPrint 

If you have installed a hard disk in the printer, you can have your jobs 
automatically collated using the MultiPrint function. When MultiPrint 
is enabled, if you print two copies of a three-page document, the printer 
will output each copy of the document in the page sequence 1, 2, 3, 1, 2, 3. 
When MultiPrint is not enabled, the same document is printed in the 
sequence 1, 1, 2, 2, 3, 3. 



■ Color Page Printer PS Default Document Propertie 



Page Setup Advanced | 



TrueType Font: (Substitute with Device Font? 
- jjjtj Document Options 

. ;': Page Layout [N-up] Option: < mal [one-up)> 
+ PostScript Options 
- Printer Features 

5}£j Color Mode: <Color> 
Kj PS Color Matching : < > 
Automatic Tray Switch: <0n> 
Jam Recovery: <0ff> 
■■5j^ Idiom Recognition: <0n> 



Change 'MultiPrint ' Setting- 



3. 
4. 



From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

Under Document Options, 
select Printer Features. 

Click MultiPrint. 

In the Change 'MultiPrint' 
Setting list, select On. 

CUck OK. 



Selecting Mirrored Output 

Use the Mirrored Output setting to flip an image horizontally. 



^* Color Page Printer PS Default Document Properties 



Page Setup Advanced | 



Color Appearance: <Color> 
>] Scaling: <100%> 
: Hjg TrueType Font: {Substitute with Device Font> 
- jl^jj Document Options 

Page Layout IN -up] Option: < rrnal |one-up]> 
S-ffs PostScript Options 

.' PostScript Outpul Option 1 < imize for Speed> 
1 me Type Font Download Option: < > 
| PostScript Language Level: <3> 
^ Send PostScript Error Handler: <Yes> 

Change 'Minored Output' Setting 



C Yes 
P No 




1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Document Options, 
select PostScript Options. 

3. Click Mirrored Output. 

4. In the Change 'Mirrored 
Output' Setting list, select 
Yes. 

5. Click OK. 
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Enabling the Duplex Unit 

Before you can use an optional Duplex Unit, you must tell the drivers that 
the Duplex Unit is installed. 



► Coloi Page Printer PS Propertie 



General| Port! 1 Scheduling] Sharing) Security DeviceSettings j 



|jj Job Timeout: <0 seconds> 
Jjjj^. Wait Timeout: <3Q0 seconds? 

Minimum Font Size to Download as Outline: < > 
Maximum Font Size to Download as Bitmap: <S00 piKel(s)> 
Q-jLl Installable Options 



Duple:-: unit: {'Jot Installed? 



| Tray2: <Not lnstalled> 
| Tray3: <Not Installed? 
| Hard disk: <Not Installed? 
j Trayl configuration: <Tra^1> 
| Total Printer Memory: <S4 MB RAM? 
Change 'Duplex unit' Setting 




1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Installable Options, 
click Duplex unit. 

3. In the Change 'Duplex unit' 
Setting list, select Installed. 

4. Click OK. 



Enabling Tray 2 and Tray 3 

Before you can use an optional paper tray, you must tell the drivers that 
the paper tray is installed. 



Color Page Punter PS Properl 



General | Ports 1 Scheduling] Sharing | Security DeviceSettings | 



Job Timeout: <0 seconds? 
L^j Wait Timeout; <3Q0 seconds? 

Ijjji Minimum Font Size to Download as Outline: < 1 □□ pixel[s]? 

Maximum Font Size to Download as Bitmap: <G00 piwelfs]? 
- ll) Installable Options 

Duplex unit: {Not Installed? 



Tray3:<Nol Installed? 
rjj£j Hard disk: <Not Installed? 

Trayl configuration: <Tra^1> 
r^L) Total Printer Memory: <G4 MB RAM? 
Change 'Tray2' Setting 



1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the Device 
Settings tab. 

2. Under Installable Options, click 
Tray2 or Tray3. 

3. In the Change 'Tray2' Setting 
or Change 'Tr ay3' Setting list, 
select Installed. 

4. Click OK. 
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Enabling a Hard Disk 

Before you can use an optional hard disk, you must tell the drivers that the 
hard disk is installed. 



48 Color Page Printer PS Properties 



General] Ports | Scheduling] Sharing] Security Device Settings | 



i^j Job Timeout: <U seconds? 
(jf Wait Timeout: <300 seconds? 

.. \ Minimum Font Size to Download as Outline: < > 
fj£ Maximum Font Size to DownldSddsBtoiap: <S00 pixelfs]? 
■■ HB Installable Options 

: Duplex unit: < Not Installed? 
i Tray2: <Not hstalled> 
: Tray3: <Not Installed? 



Trai"l configuration: < Trayl? 
jjjll Total Printer Memory: <G4 MB RAM? 

i 'Hard disk' Setting 



1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Installable Options, 
click Hard disk. 

3. In the Change 'Hard disk' 
Setting list, select Installed. 

4. CHckOK. 



Configuring Tray 1 for the Envelope Feeder 

Before you can use an optional envelope feeder, you must tell the drivers 
that the envelope feeder is installed in Tray 1 . 



^ Color Page Printer PS Propertie 



General | Ports \ Scheduling! Sharifl 9 | Security Device Settings | 



Job Timeout: <Q seconds? 
|£ Wait Timeout: <300 seconds? 

(j£ Minimum Font Size to Download as Outline: < 1 00 pixel[s)? 
Maximum Font Size to Download as Bitmap: < > 
Installable Options 
f£j Duplex unit: <Not Installed? 
^ Tray2:<Not Installed? 
^ Tray3: <Not Installed? 
Hard disk: <Not lnstalled> 



Trayl configuration: ;Tray1> 



J Total Printer Memory: <64 MB RAM? 
Change 'Trayl configuration' Setting 




1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Installable Options, 
click Trayl configuration. 

3. In the Change 'Trayl config- 
uration' Setting list, select 
Envelope adapter. 

4. Click OK. 
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Enabling Additional Printer Memory 

Before you can use additional printer memory, you must tell the drivers 
that the additional memory is available. 



* Color Page Printei PS Propeitie 



General] Potts | Scheduling] Sharing] Security Device Settings | 



Jcb Timeout: <0 seconds? 
Wait Timeout: <300 seconds? 

Minimum Font Si^e to Download as Outline: < > 
Maximum Fort: Size to Download as Bitmap- < > 
Installable Options 

Duplex unit: <Not Installed? 
5j£j Tray2: <Not Installed? 
jjjgj) Tray3:<Nol Installed? 

Hard disk: <Noi lnstalled> 

Tra^1 configuration: <Tray1> 



Total Printer Memory < > 



Charge 'Total Printer Memory' Setting 



1 28 MB RAM 
192 MB RAM 
:>5S MB RAM 



1. From the Document Defaults 
window in Windows NT or the 
Printer Properties window in 
Windows 2000, click the 
Device Settings tab. 

2. Under Installable Options, 
click Total Printer Memory. 

3. In the Change 'Total Printer 
Memory' Setting list, select 
the total memory installed. 

4. Click OK. 
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Configuring PCL Printer Drivers 

To configure the PCL printer drivers in Windows 95/98, you must first 
open the Printer Properties window. See "Windows 95/98" on page 42. 
To configure the PCL printer drivers in Windows NT, you must first open 
the Document Defaults window. See "Windows NT 4.0" on page 43. In 
Windows 2000, you must first open the Printer Properties window. See 
"Windows 2000" on page 44. 

Selecting Paper Settings 

The Tally PCL print driver Paper tab allows you to select optional paper 
sources and media types. Here you can begin to change settings to make 
the page look the way you want it to look. In addition, you can select 
several options such as the number of copies you want to print. 

To finalize your custom print job after you select the settings, click OK. 



Item 


Description 


Copies 


Sets the number of copies to be printed from 1 
to 999. You can also set the number of copies 
from an application. 


Collate 


Allows you to print sorted copies of your docu- 
ment as a set when more than one copy is 
printed. Before Collate can be used, Hard disk 
must be enabled under Installed options. See 
"Enabling Optional Components" on page 86. 


Orientation 


Sets the orientation of the printed image. From 
the list, select either Portrait or Landscape. 


Paper source 


Selects a paper feeder from which to feed sheets. 
From the list, select either AutoSelect, Trayl, 
Tray2 or Tray3. 


Paper size 


Sets the size of the paper on which to print your 
job. If you specify Custom in the list, click the 
Custom Size... button, and then set the 
Height, Width, and Units in the Custom Paper 
Size window. 


Output media 


Sets the type of paper on which to print data. 
From the list, select either Plain, Transparency, 
Label, Thick or Envelope. 


Duplex 


Prints on both sides of the paper. From the list, 
select None, Long Edge or Short Edge. 
Before Duplex can be used, Duplex unit must 
be enabled under Installed options. See 

"Enabling Optional Components" on page 86. 
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Color Page Printer PCL Properties 



13 



Watermarks Overlap Selj 


3 About 


Gensial j Details ] Sharing Paper 
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Setting Colors 

The Color tab allows you to make customized color and mode choices for 
documents, photographs, and graphics. To customize your color usage, 
use the Manual settings option. To allow automatic color matching, use 
the Perfect Tone option. 

After you choose your settings, click OK.. 



Item Description 

Color options Selects default color settings or manually 

selected settings. 



Color/Mono- Specifies whether the job will be printed in color 

chrome or monochrome. 



Gmnai | Deftri* | Slwe 1 Pa«ei Cetoi | Dp ., s 
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Setting Colors Manually 

Use the Manual settings button to customize the color of the printer 
output. For sharper photographs, choose Printing Photographs; for 
brighter colors, choose Presentations. Use Screen match and Image 
color matching to make the printer output match the colors on your 
screen. 

After you choose your settings, click OK. 



Item 



Description 



No color adjust- 
ment 

Printing Photo- 
graphs 



Presentations 
Screen match 

8 Primary colors 



Image color 
matching 



Prints colors without making any adjustments or 
corrections. 

Performs a perceptual color match — adjusting 
the colors of the image to the printer's range of 
colors to preserve the overall appearance and 
relative color values of the image. 

Prints with pure bright colors. This is often used 
for presentations. 

Reproduces each color from the screen to the 
printed page as closely as possible. Each color is 
matched individually. 

Maps each color to the closest primary: White, 
Black, Red, Green, Blue, Cyan, Magenta, or Yel- 
low. 

Invokes the native Windows color matching 
mechanism which allows Windows to do the 
color matching. 
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Setting Options 

The Options tab allows you to further customize your print job. For 
example, you can print multiple pages of a document on each sheet of 
paper, or change the size of the page by using scaling. 

After you choose your settings, click OK. 



Item 



Description 



Pages per sheet 
Scaling 



Resolution 



TrueType options 



Print to file 
Draft mode 



Selects the number of pages to print on a single 
sheet of paper in the list. You can print 1, 2, 4, 6, 
9, 16 and 25 pages per sheet. 

Selects how much larger or smaller the printed 
page image will be. You can scale the print from 
10% to 400%. 

If you select a value greater than 100%, only the 
upper left portion of the page image is printed. 
When printing multiple pages per sheet, the 
maximum value is 100%. 

Selects the print resolution at either 600 dpi or 
1200 dpi. If you select 600x600 printing will be 
slightly faster. If you select 1200x600, the output 
will be higher quality. 

Selects how TrueType fonts are printed. 
Bitmap soft fonts allows fonts which the 
printer doesn't have be downloaded to the 
printer memory and stored. This usually results 
in high-quality output and fastest printing speed. 

Rasters allows Windows to print the font as a 
raster image, resultiong in a precise reproduction 
of the screen fonts. 

Saves the print data in a file on hard disk instead 
of printing direcdy to the printer. 

Replaces all images in a document with a rectan- 
gular border around the area where they would 
normally be printed. 
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Color Page Prinbei PCL Piopcrlirs. 
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Customizing Watermarks 

Custom color watermarks can identify special types of documents, such as 
"Confidential." The Watermark settings allow you to position your 
watermarks on your printed page, and to specify, add, or delete 
watermarks. 

After you choose your settings, click OK. 



Item 


Description 


lext 


specifies the text ot the watermark, hrom the 
list you can select a predefined watermark. 


Page 


Selects which pages the watermark will be 
printed on. 


Top / Bottom 


Top prints the watermark over the print data. 
Bottom places the print data on the top of the 
watermark. 




Selects how many watermarks are printed on 
each page. 


Separation 


Specifies the distance between each watermark. 
If you want to automatically set the spacing bet- 
wen watermarks, use n. 


Name 


Selects the font of the watermark. 


Color 


Selects the color of the watermark. 


Darkness 


Selects the value of darkness for the watermark. 


Bold 


Prints the watermark in bold. 


Italic 


Prints the watermark in italics. 


Size 


Selects the size of the font for the watermark. 


Position 

Automatically/ 
User defined 


Specifies where the watermark will be printed on 
the page. If you select Automatically, the 
watermark will be automatically centered on the 
page. If you select User defined, you must also 
set the X and Y coordinates of the watermark. 


Position 
X 


Specifies the horizontal position of the water- 
mark on the page. The position is measured in 
percentage points from the left edge to the right 
edge of the page. If you select 0, the watermark 
will begin at the left margin. If you select 100, 
the watermark will begin at the right margin. 


Position 
Y 


Specifies the vertical position of the watermark 
on the page. The position is measured in per- 
centage points from the top edge to the bottom 
edge of the page. If you select 0, the watermark 
will begin at the top margin. If you select 100, 
the watermark will begin at the bottom margin. 
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Item 


Description 


Angle 


Specifies the angle of the watermark on the 
printed page. Increasing angles rotate the water- 
mark in a counter-clockwise direction. 


Adjustment 


Adiusts the Position or the anp1e of the water- 
mark. To adjust the watermark, click and drag 
the watermark on the preview. If you have 
selected a User defined position, adjust the X 
and Y values by holding down the Ctrl key while 
dragging the watermark. 


Show layout/ 

oi iuw oiiiyitr puye 


Switches the preview from a single page to 
matcn tne i ages per sneet uenneQ on tne 
Options tab. See "Setting Options" on page 80. 


New 


Creates a new watermark that you can save in 
memory. 


Delete 


Deletes the currently selected watermark. 
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Customizing Overlays 

The Overlay tab allows you to select and configure an overlay for your 
document. 

After you choose your settings, click OK. 



Item 


Description 


File 


Specifies which file to print. File saves a list of 




the ten previous files selected. 


Page 


Selects which pages the overlay will be printed 
on. 


Select Bitmap... 


Displays a dialog box allowing you to browse to 




the desired bitmap file. 


Color 


Selects whether the overlay will be printed in 




black or white. When the selected bitmap is not 




a two-color, black and white bitmap, this field is 




disabled. 


Darkness 


Controls how dark the overlay is. A low value 




makes the overlay less visible. A high value 




makes the overlay dark. 




Nt^pr* 1 rl/^c t~l"i p> el 7P i~\t flip - * r\l t~fY~i o 1"\ \Y/ l*i P"*n A nf rt_ 
OpCLlllCS L11C S1ZC L>1 LI1C UlLIIldU. YY I1CI1 -TYU.HJ- 


MU 1 \J\ 1 IU 1 1 UU 1 IV/ 


matically is selected, the bitmap prints at a size 


User defined 


of 30%. 


rercenT 


Specifies the size of the selected bitmap. The 




selected value specifies the ratio of the larger 




edge of the bitmap to the larger edge of the 




paper. 


Position 


O ' C 1 1 1 '111 " 1 1 

bpecities where the overlay will be printed on the 


Automatically/ 


page. If you select Automatically, the overlay 


User defined 


will be automatically centered on the page. If 




you select User defined, you must also set the X 




and Y coordinates of the overlay. 


Position 


Specifies the horizontal position of the water- 


X 


mark on the page. The position is measured in 




percentage points from the left edge to the right 




edge of the page. If you select 0, the overlay will 




begin at the left margin. If you select 100, the 




overlay will begin at the right margin. 
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Item Description 

Position Specifies the vertical position of the overlay on 

Y the page. The position is measured in percent- 

age points from the top edge to the bottom edge 
of the page. If you select 0, the overlay will begin 
at the top margin. If you select 100, the overlay 
will begin at the bottom margin. 

Show layout/ Switches the preview from a single page to 

Show single page match the Pages per sheet defined on the 

Options tab. See "Setting Options" on page 80. 



Color Page Prinhei PCL Plapcrries. 
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Enabling Optional Components 

The Setup tab allows you to set the Available options, Installed options, 
and Installed memory of the printer driver. 

After you choose your settings, click OK. 



Item 


Description 


Available options 


Shows what options are available. By selecting 
an item in the Available options list, and click- 
ins? the Add button vou tell the printer drivers 
that optional components have been installed in 
the printer and are available to use. 


Installed options 


Shows what options have been enabled. By 
selecting an item in the Installed options list, 
and clicking the Remove button, you tell the 
printer drivers that optional components have 
been removed from the printer and are no 
longer available to use. 


Installed memory 


Selects the ammount of memory installed in the 
printer. 
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When supplies such as toner cartridges and fuser oil need replacement, 
and when printer parts need replacement after high-volume printing 
(approximately 100,000 to 600,000 pages), the control panel displays 
messages. 

See "Chapter 4 Operating Your Printer" on page 33, and "Appendix D 
Control Panel Messages" on page 163 for more information about 
control panel messages. 

Printer parts must be replaced by a qualified Tally Service Technician. For 
more information on part replacement, see "Appendix B Periodic 
Replacement Parts" on page 143. 

For more information about supply orders, see the Tally T8106/T8406 
Color Laser Printers Quick Start Guide on the Tally CD-ROM. 

Perform the following steps to replenish the supplies in your printer. 

Warning! Make sure the power switch is off, and that the printer has 
cooled for a minimum of 30 minutes before supplies near the fusing unit. 

Replacing Toner Cartridges 

Replace toner cartridges at least once every 12 months, or more often 
depending on usage. At a 5% coverage rate and continuous printing of 
letter-size paper, T8106 toner cartridges can print about 12,000 pages for 
black (K), and 7,200 pages for color (C, M and Y). The T8406 toner 
cartridges can print about 14,000 pages for black (K), and 8,500 pages for 
color (C, M and Y). 

Note: The original toner cartridges from the Starter Kit are filled at half 
volume for first-time installation onlj. Their earlj replacement does not reflect 
the replacement cycle stated above. 

Warning! If you get toner inyour eyes, immediately flush your eyes with waterforat 
least 15 minutes, and contact a physician. 
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1 . Unlock the lever. 

2. Open the front cover. 



Caution! Do not install the toner cartridges upside-down or in reverse order. 
To avoid toner spillage, keep the toner cartridge horizontal with the labels facing 
upward. 




3. Pull the empty toner cartridge 
out of the printer. 

4. Discard the empty toner car- 
tridge. See "Disposing of Sup- 
plies" on page 97. 




5. Rock the new toner cartridge 
three or four times in the direc- 
tion of the arrows on the car- 
tridge to level out the toner. 




Peel the tape off the cartridge 
and remove the protective cover 
from the cartridge. 



Note: Save the protective cover for future use when shipping the printer and 
toner cartridges separately. 



88 



Chapter 6 Maintaining Your Printer 




Replacing the Oil Bottle 

Replace the oil bottle after 12,000 pages have printed (at a 5% toner 
coverage rate on letter-size paper). The oil must be replaced sooner than 
the 12,000-page specification if the fusing unit has been replaced, because 
the new fusing unit requires extra oil for the initial coating of its rollers. 

Warning! Make sure the power switch is off and the printer has cooled for 
a minimum of 30 minutes before replacing supplies near the fusing unit. 
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4. Lift the used oil bottle out of the 
printer. 

5. Discard the used oil bottle as indicated 
in "Disposing of Supplies" on page 97. 



Note: To avoid drips, hold a sheet of paper under the used oil bottle while you lift it 
out of the printer. 




6. Insert the new oil botde. 

7. Turn the two green lock levers to lock 
the new oil botde in place. 




8. Close the top cover carefully until it 
locks. 



Replacing the Waste Toner Pack 



Replace the waste toner pack in the T8106 after 12,000 pages (3000 color 
pages) of printing. Replace the waste toner pack in the T8406 after 1 8,000 
pages (4,500 color pages) of printing (at a 5% toner coverage rate on 
letter-size paper). 

Warning! Ifjouget toner in jour eyes, immediately flush jour eyes with 
water for a minimum of 15 minutes and contact a physician. 
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3. Remove the used waste toner pack. 




4. Peel the provided seal off of the side of 
the used waste toner pack, and seal the 
used toner pack. 



5. Remove the new waste toner pack from its polyethylene bag. 

6. Insert the used waste toner pack in the bag and seal it shut. 

7. Discard the used waste toner pack as indicated in "Disposing of Sup- 
plies" on page 97. 
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8. Install the new waste toner pack. 




9. Close the front cover by carefully push- 
ing it inward until it locks. 



Replacing the Fuser Cleaning Roller 

Replace the fuser cleaning roller at least once every 12 months, or when 
the control panel display indicates that replacement is necessary. The life 
of the fuser cleaning roller in the T8106 is about 12,000 pages, and in the 
T8406 is about 20,000 pages (at a 5% toner coverage rate on letter-size 
paper). 

Warning! Make sure the power switch is off and that the printer has 
cooled for a minimum of 30 minutes before replacing supplies near the fusing 
unit. 

Caution! Always replace the o^one filter whenjou replace the fuser 
cleaning roller. 

1 . Turn off the power switch. 
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Lift the fuser cleaning roller out of the 
printer. 

Discard the used fuser cleaning roller as 
indicated in "Disposing of Supplies" on 
page 97. 




7. Insert the new fuser cleaning roller. 

8. Turn the two green lock levers to lock 
the new fuser cleaning roller in place. 




Note: Set the fuser cleaning roller counter to ^ero after initial installation 
and replacement. For more information, see "Setting the Fuser Cleaning Roller 
Counter to Zero " on page 14. 
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Replacing the Ozone Filter 

Replace the ozone filter whenever you replace the fuser cleaning roller, at 
least once every 12 months. 




1. Turn the power switch off. 

2. At the rear of the printer, slide 
the ozone-filter case out. 




3. Remove the ozone filter from the 
case. 

4. Discard the used ozone filter as 
indicated in "Disposing of Sup- 
plies" on page 97. 

5. Insert the new ozone filter into 
the case. 




6. Slide the case back into the 
printer. 
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Replacing the Optical Photoconductor (OPC) 
Belt Cartridge 

Replace the OPC belt cartridge at least once every 12 months, or when 
the control panel display indicates that replacement is necessary. The life 
of the OPC belt cartridge for the T8106 is about 60,000 images (15,000 
color pages), and for the T8406 is about 120,000 images (30,000 color- 
printed pages) at a 5% toner coverage rate on letter-size paper. 




1 . Turn the power switch off. 

2. Unlock the lever to open the front 
cover. This releases the pressure on the 
toner cartridges. 





4. Pull the green OPC belt cartridge lock 
levers up until they unlock. 
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5. Pull the used OPC belt cartridge 
upward and out of the printer carefully 
to avoid spilling toner. 

6. Discard the used OPC belt cartridge as 
indicated in "Disposing of Supplies" on 
page 97. 



Caution! Do not touch or wipe off any powder that is on the OPC belt, nor expose 
the OPC belt to light. 




Remove the two shipping pins from the 
new OPC belt cartridge. 

Remove the protective sheet that covers 
the photosensitive belt. 




9. Slide the new OPC belt cartridge down- 
ward into both green lock-lever guides 
and into the printer carefully. 




10. Push the green OPC belt cartridge lock 
levers down until they lock. 
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1 1 . Close the top and front covers carefully 
until they both lock. 



Note: Set the OPC belt counter to ^ero after initial installation and replacement. For 
more information, see "Setting the OPC Belt Counter to Zero " on page 1 7. 

Disposing of Supplies 

Discard supplies as general nonflammable articles (waste plastics and 
metal). Follow a method for disposing of and sorting such articles if the 
method is specified by municipal bylaws. If you rely on a commercial 
processor to dispose of your consumables as industrial waste, refer to the 
following types and characteristics of the supplies: 



Component 


Type 


Shape 


Heavy metals 


Toner Cartridges 


Waste plastics 
Cinders 
Scrap metal 


Solid 


None 


OPC Belt Cartridge 


Waste plastics 
Cinders 
Scrap metal 


Solid 


None 


Fuser Cleaning 
Roller 


Waste plastics 


Solid 


None 


Ozone Filter 


Waste plastics 


Solid 


None 


Oil Bottle 


Waste plastics 
Scrap metal 


Solid 


None 


Waste Toner Pack 


Waste plastics 
Cinders 


Solid 


None 



Warning! Never burn toner cartridges or waste toner packs. 

For more information on Tally replacement printer parts, see "Appendix 
B Periodic Replacement Parts" on page 143. 
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Cleaning the Registration Roller 

Use dry soft cotton cloth to clean the registration roller following the 
procedure below. 

Caution! Do not use alcohol or water to clean the registration roller. 




1 . Turn off and unplug the printer. 

2. Open the back cover of the printer. 



3. Using a dry cotton cloth, gently 
wipe the registration roller. 

4. Close the rear cover and plug in the 
printer power cord. 
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Cleaning the Transfer Roller 

Use dry soft cotton cloth to clean the transfer roller following the 
procedure below. 




1 . Turn off and unplug the printer. 

2. Open the back cover of the printer. 



3. Using a dry cotton cloth, gently 
rotate and wipe off any paper or 
toner particles remaining on the sur- 
face of the transfer roller. 

4. Close the rear cover and plug in the 
printer power cord. 
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Cleaning the Paper Discharger 

Use dry soft cotton cloth and a cotton swab to clean the transfer roller 
following the procedure below. 




1 . Turn off and unplug the printer. 

2. Open the back cover of the printer. 




Remove the paper discharger by slid- 
ing it to the left, then lifting it out of 
its cradle on the right side. 




4. Use a dry cotton cloth to remove any 
dust or toner on the exterior of the 
discharger. 




Use a dry cotton swab to clean the 
paper discharger wire and the interior 
of the discharger. 



6. Reinstall the paper discharger by inserting the left end of the paper 
discharger into the cradle, and then lowering the right side until it is 
fully seated. 

7. Close the rear cover and plug in the printer power cord. 
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Cleaning the OPC Belt Cartridge 

Clean the OPC belt cartridge following the procedure below. 

Caution! Do not expose the OPC belt cartridge to light, and do not touch 
the surface of the OPC belt. 




printer. 




Push the green OPC belt car- 
tridge lock levers up until they 
unlock. 
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5. Pull the OPC belt cartridge out 
of the printer. 




Put the OPC belt cartridge on a 
sheet of clean paper with the 
photosensitive belt facing 
upward. 

Put several sheets of clean paper 
over the OPC belt cartridge to 
protect the photosensitive belt 
from light. 

Gendy slide the wire cleaner 
lever along the charging wire sev- 
eral times. 



Reposition the wire cleaner lever 
to its original flush left position 
when the charging wire is clean. 



10. Slide the OPC belt cartridge 
downward into both green lock- 
lever guides and into the printer 
carefully. 
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Cleaning the Optical Unit Glass 

Use dry soft cotton cloth to clean the optical unit glass following the 
procedure below. 

Caution! Do not expose the OPC belt cartridge to light, and do not touch 
the surface of the OPC belt. 




printer. 



idges. 



cartridge. 



6. Put the OPC belt cartridge on a sheet of clean paper with the photo- 
sensitive belt facing upward. 
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Put several sheets of clean paper over the OPC belt cartridge to pro- 
tect the photosensitive belt from light. 

8. In the T8106, slide the glass cover out 
of the optical unit. On the T8406, 
rotate the glass cover toward the back 
of the optical unit. 




9. Using a dry cotton cloth, clean the surface of the glass. 

10. On the T8106, slide the glass cover into the optical unit. On the 
T8406, rotate the glass cover toward the front of the optical unit. 

11. Reinstall the OPC belt cartridge and toner cartridges. 

12. Close top and front covers and plug in the printer power cord. 

Cleaning the Inside of the Printer 

Use a toner vacuum and a soft cotton cloth to clean the inside of the 
printer following the procedure below. 

Caution! Before cleaning the inside of the printer, put a sheet of paper 
around the transfer drum so the toner vacuum does not touch the drum. Use 
only a dry cotton cloth to wipe the inside of the printer. Do not expose the 
OPC belt cartridge to light, and do not touch the surface of the OPC belt. 




1 . Open the top and front covers. 
} 2. Remove the toner cartridges. 
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3. Remove the OPC belt cartridge. 



4. Put the OPC belt cartridge on a sheet of clean paper with the photo- 
sensitive belt facing upward. 

5. Put several sheets of clean paper over the OPC belt cartridge to pro- 
tect the photosensitive belt from light. 




6. Use a toner vacuum to clean any dust 
or toner that is loose in the bottom of 
the printer. 



7. Use a dry cloth to gendy wipe the 
inside of the printer. 




8. Reinstall the OPC belt cartridge. 



9. Remove the drum cleaner roller 
cover. 

10. Pull the drum cleaner roller up and 
out of the printer. 
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1 1 . Carefully vacuum the drum cleaner 
roller. 

12. Carefully vacuum around the waste 
toner removal auger directly below 
the drum cleaning roller. 

13. Reinstall the drum cleaning roller. 




14. Reinstall the toner cartridges. 



15. Close the top cover. 

16. Carefully remove the waste toner 
pack. 

17. Vacuum the end of the waste toner 
tube and the waste toner pack holder. 

18. Reinstall the waste toner pack. 

19. Close the front cover and plug in the 
printer power cord. 
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Options and accessories for your printer include memory modules, a hard 
disk, a duplex printing unit, and a paper feeder. Memory modules 
increase the speed of your printer computing and printing, and a hard disk 
caches data for high speed printing of multiple copies in page order. The 
duplex printing unit provides the ability to print images on both sides of 
paper or media. To support large print jobs, you can add paper feeder 
trays to increase the paper capacity up to 750 sheets in the T8106 and 
1,250 sheets in the T8406. 

For information on how to order options and accessories for the Tally 
T8106/T8406 printers, see the Color Laser Printers Quick Start Guide on 
the CD-ROM. 



Memory Module 




The memory module can increase print- 
ing speed when printing multiple-page 
documents. You can install up to two 
additional memory modules. 



Installing Additional Memory Modules 



Caution! The memory module is sensitive to static discharge. Before 
removing the memory module from its protective bag, touch a grounded metal 
object to discharge any static electricity that could be stored in jour body. 
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1 . Turn off the printer. 

2. Remove the power cord, and the 
interface cables if they are connected. 




7. 



Using a small Phillips-head screw- 
driver, remove the two screws hold- 
ing the controller board, and slide the 
controller board out of the printer. 

Place the controller board on a flat 
surface. 



Holding the memory module by the 
edges, remove the memory module 
from its protective bag. 

Hold the memory module so the 
metal edge faces toward the first 
available memory socket and the two 
notches on the metal edge are aligned 
correcdy with the socket. 

Carefully insert the memory module 
into the socket until it is fully seated 
and the retaining clips on both sides 
of the module secure it into place. 
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Hard Disk 



One hard disk can be added to the printer 
to allow multiprinting and additional 
fonts. 



Installing the Hard Disk 

Caution! The hard disk is sensitive to static discharge, before removing 
the hard disk from its protective bag, touch a grounded metal object to 
discharge any static electricity that could be stored in jour body. 



Ill 



Tally 181 06/18406 Color Laser Printers User Guide 



1 . Turn off the printer. 

2. Remove the power cord, and the 
interface cables if they are connected. 




Using a small Phillips-head screw- 
driver, remove the two screws hold- 
ing the controller board, and slide the 
controller board out of the printer. 

Place the controller board on a flat 
surface. 



Remove the hard disk from its pro- 
tective bag, being careful not to bend 
the pins. 

Align the lower set of pins on the 
hard drive with the connector on the 
controller board. Make sure the top 
four pins are not aligned with the 
connector, and firmly seat the hard 
drive in the connector. 
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From the rear of the controller board, 
use four screws to secure the hard 
disk to the controller board. 




Slide the controller board back into 
the printer and secure the two screws. 




Connect the power cord and the 
interface cable to the printer. 



Hard Disk = 
Installed 



10. Turn on the printer and make sure 
that the during the self-test cycle, 
the display shows that the hard 
disk is installed. 



113 



Tally 181 06/18406 Color Laser Printers User Guide 



11. If the display shows Hard Disk = Not Installed, re-install the hard 
disk following the steps above. 

Note: After a successful installation, the hard disk must be formatted. This is 
done from the control panel ConfigMenu; see "Format Disk" on page 151 . 

Duplex Printing Unit 

The duplex printing unit will allow you to 
print images on both sides of the paper. 
To install this unit, you must install one or 
more expansion paper feeders. 



Installing the Duplex Printing Unit 

For details on how to install the optional Duplex Unit, see the operation 
manual supplied with the Duplex Unit. 

Paper Feeder 

The additional paper feeder can hold up 
to 500 sheets of paper. You can install 
one paper feeder in the T8106, and up to 
two additional paper feeders in the 
T8406. 



Installing The Paper Feeder 

For details on how to install the optional paper feeder, see the operation 
manual supplied with the paper feeder. 

When you have installed the paper feeder, test the installation by printing 
the print test pattern. 
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Adjusting the Paper Feeder 



When printing from the paper feeder, if your documents are not centered 
on the paper, use the following procedure to adjust the margins of the 
documents. 



c 

CD O 

s ■■§ 

s- CD 
CD .!= 

a. -a 

CD 
Q_ 




1. Set the paper feeder as the source tray and print a test pattern. 

2. Measure the left margin and right margin in millimeters. 

3. Subtract the left margin from the right margin and multiply the result 
by five. 

4. Turn off the printer, and then turn it on. Wait about 20 seconds 
while the display shows Loading... . 

5. Press MENU/ENTER/ ▼ immediately when the display shows 
Self Test, and continue pressing until the ONLINE lamp blinks. 

6. The display will show Utility MenuClear FC. Roll. 

7. Press either TRAY/ i or MEDIA/ ► until the display shows the 
utility menu for the tray you want to adjust. 



Utility Menu 
Tray 2 Margin 



In the Utility menu, adjust the Mar- 
gin settings using the menu naviga- 
tion keys. 



Utility Menu 
Tray 2 Margin 



9. Select the appropriate paper tray. 



Select 
0 



Margin 2 



10. Press the ENTER key. The current 
settings appear at the bottom of 
the display. 
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Select Margin 2 
-15 



Tray 2 Margin 
New: -15 Old: 0 



1 1 . Use the navigation keys to change 
the value to the number calculated 
in step 3. 

12. Press the ENTER key to update 
the settings. 



Utility Menu 
Tray 2 Margin 

14. Restart the printer. 

15. Reprint the test pattern and check 
the margins. 



13. Press the ENTER key again to 
confirm the settings. 



116 



Chapter 9 
Troubleshooting 



How to Solve Printing Problems 

To correct a printer problem, use the troubleshooting tables in this 
chapter as follows: 

1. Locate your current printer problem in the left "PROBLEM" col- 
umn. 

2. Match the problem to the possible causes in the "POSSIBLE 
CAUSE" column. 

3. Match the correction procedure to the possible cause, and proceed 
with the corrective action to solve the printing problem. 

Possible causes are listed from top to bottom from the most to least likely. 

Some corrections are summarized. If needed, these corrections are 
supported by reference to detailed procedures in other sections of this 
manual. 

Caution! Do not disassemble the printer for further troubleshooting and/ 
or repair. If the problem is not found and corrected after following these 
troubleshooting steps, contact a Tally Service Technician. 

Paper Jam Areas 

Paper jams are indicated by messages on the control panel display. The 
messages give you the name of the jam area within the printer that needs 
clearing or attention. 
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Clearing Jam A 

The illustration below shows the Jam A area within the printer. Jams 
usually occur in this area because paper is jammed between the paper tray 
and the transfer drum. 

If you are unable to clear the jam or if the jam continues to occur, follow 
the troubleshooting procedures at the end of the steps for clearing the 
Jam A area. 





2. Pull the jammed paper out of the 
printer slowly and evenly. 
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3. Open the back cover(s) of the 
paper feeder and/ or the printer. 



4. Pull the jammed paper slowly 
and evenly out of the printer or 
the paper feeder, whichever is 
applicable. 



5. Make sure that no jammed or torn pieces of paper remain in the 
printer. 

6. Close and carefully lock the back cover(s). 




7. Insert the paper tray squarely and 
evenly back into the printer. 
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8. If the T8406 printer model has a 
feeder tray and it is out of the 
printer, pull the paper-feed guide 
rails outward, and align the tip of 
the tray with the guide rails. 
Insert the paper tray squarely and 
evenly back into the paper feeder. 
For T8106 printers with a paper 
feeder, use the same steps as 
main paper tray. 

Note: Make sure that the four corners of the paper are aligned squarely and 
sit firmly in the paper tray. 

9. Close the back cover carefully until it locks. 

Troubleshooting Jam A 

If jams occur often in the Jam A area, proceed to the following problem- 
and-correction procedures. 

Caution! Do not disassemble the printer for further troubleshooting and/ 
or repair. If the problem is not found and corrected after following these 
troubleshooting steps, contact a Tally Service Technician. 



Jam A 


Possible Cause 


Correction 


Paper from the paper tray 
jams between the paper 
tray and the transfer drum. 


Too many sheets of paper are 
in the paper tray. 


Put the proper number of 
sheets of paper in the tray. 


The paper guides do not guide 
the paper properly. 


Adjust the paper guides to the 
paper size. 


Paper from a previous paper 
jam is caught inside of the 
printer. 


Remove or release the paper. 


The paper is damp from infre- 
quent use of the printer. 


Reload paper trays with fresh 
paper from new packages. 


The paper or material is the 
wrong thickness for proper 
printer operation. 


Reload trays with paper or 
material of the proper thick- 
ness. 
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Clearing Jam D 

The illustration below shows the Jam D area within the printer. Jams 
usually occur in this area because the paper jams near the transfer drum. 

If you are unable to clear the jam or if the jam continues to occur, follow 
the troubleshooting procedures at the end of the steps for clearing the 
Jam D area. 




Caution! Do not force jammed paper out of the printer. 



1 . Open the back cover. 



Caution! Do not touch the transfer drum. 
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2. Pull the jammed paper out of the printer 
slowly and evenly. 



Warning! The toner on the paper is not fixed. 

3. Make sure that no jammed or torn pieces of paper remain in the printer. 

4. Close the back cover carefully until it locks. 

Troubleshooting Jam D 

If jams occur often in the Jam D area, proceed to the following problem- 
and-correction procedures. 

Caution! Do not disassemble the printer for further troubleshooting and/ 
or repair. If the problem is not found and corrected after following these 
troubleshooting steps, contact a Tally Service Technician. 
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Jam D 


Possible Cause 


Correction 


Paper from the paper tray 
jams near the transfer 
drum. 


The back cover is not locked 
and completely closed. 


Open and close the back cover 
and make sure that it is locked 
into position. 


Paper from a previous paper 
jam is caught inside of the 
printer. 


Remove or release the paper. 


The paper is damp from infre- 
quent use of the printer. 


Reload the tray with fresh 
paper from new packages. 


The edges of the paper are 
damaged. 


Make sure that paper or media 
is not damaged or wrinkled. 
Reload paper trays with fresh 
paper from new packages. 


The paper or media is the 
wrong thickness for proper 
printer operation. 


Reload trays with the proper 
paper or media. 


Paper or media has been put in 
the paper tray with the proper 
side facing the wrong direc- 
tion. 


Flip the stack of paper or 
material so the proper side will 
accept the toner. 


The printer operating environ- 
ment is too hot. 


Install the printer in a location 
with the proper operating 
environment. 
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Clearing Jams E and F 

The illustration below shows the Jam E and F areas within the printer. 
Jams usually occur in this area because the paper jams between the fuser 
unit and the paper exit. 

If you are unable to clear the jam or if the jam continues to occur, follow 
the troubleshooting procedures at the end of the steps for clearing the 
Jam E and F areas. 




Warning! Make sure that the printer power switch is off and that the 
printer has cooled for a minimum of 30 minutes before removingjammed 
paper near the fusing unit. 

Caution! Do not force jammed paper out of the printer. 



Pull the jammed paper out of the 
printer paper exit slowly and evenly. 

Open the back cover. 



Caution! Do not pull the jammed paper upward and out of the printer through the 
top. 
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3. Open the top cover. 



4. Remove the fuser cleaning roller by 
turning the small green handles 
between the fuser cleaning roller and 
the oil botde and pulling the fuser 
cleaning roller out by the green handle 
at its center. 




5. Pull the large green levers at the ends of 
the fuser cleaning roller housing toward 
the front of the printer. 



Caution! Do not touch the transfer drum. 




Pull the jammed paper out of the 
printer slowly and evenly. 



Warning! The toner on the paper is not fixed. 

7. Make sure that no jammed or torn pieces of paper remain in the 
printer. 
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8. Push the large green levers at the end of 
the fuser cleaning roller housing toward 
the rear of the printer. 



9. Reinstall the fuser cleaning roller and 
turn the small green levers between the 
fuser cleaning roller and the oil bottle to 
the locked position. 

10. Close the back and top covers carefully 
until they lock. 



Troubleshooting Jams E and F 

If jams occur often in the Jam E and F areas, proceed to the following 
problem- and-correction procedures. 

Caution! Do not disassemble the printer for further troubleshooting and/ 
or repair. If the problem is not found and corrected after following these 
troubleshooting steps, contact a Tally Service Technician. 
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Jams E and Jam F 


Possible Cause 


Correction 


Paper jams between the 
fusing unit and the paper 
exit. 


The back and/ or top covers 
are not locked. 


Open and close the covers and 
make sure that they are fully 
locked. 


Paper is caught inside of the 
printer from a previous paper 
jam. 


Remove or release the paper. 


The paper is damp from infre- 
quent use of the printer. 


Reload paper trays with fresh 
paper from new packages. 


The edges of the paper are 
damaged. 


Make sure the paper is not 
damaged or wrinkled. Reload 
trays with fresh paper from 
new packages. 


The paper or material is the 
wrong thickness for proper 
printer operation. 


Reload trays with paper or 
material of the proper thick- 
ness. 


Paper or media has been 
placed in the paper tray with 
the proper side facine the 

r r o 

wrong direction. 


Flip the stack of paper or 
media so the proper side will 
accept the toner. 


The printer operating environ- 
ment is too hot. 


Install the printer in a location 
with the proper operating 
environment. 


The fixing roller is dirty. 


Contact a Tally Service Techni- 
cian to clean or replace the fus- 
ing unit. 
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Poor Print Quality 

Poor print quality may be due to various causes. Proceed to the following 
problem- and-correction procedures. 

Caution! Do not disassemble the printer for further troubleshooting and/ 
or repair. If the problem is not found and corrected after following these 
troubleshooting steps, contact a Tally Service Technician. 



Poor Print Quality 


Possible Cause 


Correction 


Characters and lines are 
faint. 

Graphics are partially 
blank and/ or have light 
striping. 

Characters and graphics 
printed on labels or thick 
paper peel off. 
Characters and graphics 
printed on plain paper are 
too glossy. 

Characters and graphics 
printed on transparencies 
are too light or dark when 
projected. 


The printer is set to print at 
Standard or High-Speed Mode. 


Set the printer to High-Quality 
Mode. 


The density adjustment is set 
too light. 


Adjust the density settings to 
the darker setting. 


The wrong paper type is speci- 
fied. 


Specify the correct paper type. 


The paper is incompatible for 
printing. 


Reload the paper tray with the 
correct paper type. 


The paper is too old and/ or is 
extremely dry. 


Reload the paper tray with 
fresh paper. 


Multiple sheets of paper over- 
lap while printing one sheet. 


Make sure multiple pages are 
not jammed within the printer. 


The toner is depleted. 


Replace the toner cartridge (s) 
(page 87). 


The OPC belt charging wire is 
dirty. 


Clean the charging wire 
(page 102). 
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Poor Print Quality 


Possible Cause 


Correction 


Characters, lines, and 
graphics are too dark, and/ 
or have black striping. 

Images and backgrounds 
are dirty with toner. 
Characters and graphics 
are dull. 


The density adjustment is set 
too dark. 


Adjust density to a lighter set- 
ting. 


The paper is damp. 


Reload the tray with fresh 
paper. 


Paper is jammed inside of the 
printer. 


Remove the paper. 


Improper mixing of color 
toner. 


Check color settings. 


The charging wire in the OPC 
belt cartridge is dirty. 


Clean the charging wire 
(page 102). 


The OPC belt is damaged, or 
has deteriorated from high 
usage. 


Replace the OPC belt 
(page 95). 


The back-side of the paper 
is dirty with toner. 


The inside of the printer has 
residual toner as a result of 
extracting jammed paper. 


Print several sheets to remove 
residual toner. 


General printing of charac- 
ters and graphics is poor. 
The color of printed 
graphics and electronic 
image differs significantly 


The electronic image is of low 
resolution. 


Enhance image resolution, or 
replace the image with one of 
acceptable resolution. 


Color settings are not properly 
set. 


Adjust the color settings on 
the color mode. 


Characters, lines, or graph- 
ics do not completely print 
out. 

Characters, lines, or graph- 
ics are incorrecdy oriented. 
The linefeed is incorrect or 
out of phase. 
The print data is printed 
without being spooled. 
(Continued next page.) 


The source print data was 
deleted from the network dur- 
ing printing. 


Restore print data and repeat 
printing. 


The page size of the electronic 
file does not match tbe nlivsi- 
cal dimensions of the paper to 
be printed. 


Adjust page sizes to match, 
and cbeck nrint nreview 
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Poor Print Quality 


Possible Cause 


Correction 


(continued) 

Characters, lines, or graph- 
ics do not completely print 
out. 

Characters, lines, or graph- 
ics are incorrectly oriented. 
The linefeed is incorrect or 
out of phase. 
The print data is printed 
without being spooled. 


If a file size is too large (mega- 
bytes), the printer or the user's 
computer may go into a time- 
out period or a sleep mode 
before all data has been trans- 
ferred and spooled. 


Reduce the file size by break- 
ing the file into smaller print 
jobs. 

Postpone the timeout or sleep 
mode of the user's computer 
or printer (page 150). 


If a file size is too large (mega- 
bytes), the print data may be 
printed without being spooled, 
regardless if printer is set to 
spool. 


Reduce the file size by break- 
ing the file into smaller print 
jobs. 

Set the printer to spool the 
data before printing. 


An incompatible printer driver 
is being used. 


Load the correct printer driver. 


Power surge, poor interface 
connection, network prob- 
lems. 


Connect the printer properly. 
Make sure software, network, 
and operating environment is 
compatible for printer. 


Characters, lines, and 
graphics are printed in 
gray-scale instead of color; 
or the printed output is 
color instead of gray-scale. 


The incorrect color mode is 
selected. 


Select the proper mode for 
printing gray-scale (monochro- 
matic) or color. 
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Slow or No Printing 

Slow or no printing may be due to various causes. Proceed to the 
following problem-and-correction procedures. 

Caution! Do not disassemble the printer for further troubleshooting and/ 
or repair. If the problem is not found and corrected after following these 
troubleshooting steps, contact a Tally Service Technician. 



Slow or No Printing 


Possible Cause 


Correction 


The printer will not turn 
on. 


The power cord is discon- 
nected or damaged. 


Replace and/ or connect the 
power cord. 


There is no power to the wall 
socket. 


Have the circuit breakers and 
power source checked by a 
qualified electrician. 


Unknown or garbled con- 
trol panel message. 


The printer was not turned on 
properly. 


Turn the power switch off. 
Wait approximately 5 seconds. 
Turn the power switch on. 


Printing is slow. 


The printer is set to print on 
special paper, which takes 
twice the time as printing on 
plain paper. 


Set printer to plain paper print- 
ing. 


The printer is set to print in 
High-Quality mode. 


Set the printer to Standard 
mode or High Speed mode 
foaee 150"). 


The personal computer cannot 
process the print data quickly. 


Provide proper operating 
hardware and software for the 
printer. 


The parallel port operating 
mode for the personal com- 
puter and the printer is set for 
Standard or Bidirectional 
mode. 


Set the operating mode for the 
parallel port to ECP 
(page 152). 


The logical printer is adding or 
replacing character strings. 


Set the logical printer so it can- 
not add or replace character 
strings. 
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Slow or No Printing 


Possible Cause 


Correction 


The printer does not print. 
Print process has stopped 
and/ or has stopped 
responding. 
Intermittent printing. 
Random characters and 
symbols are printed. 
(Continued on next page.) 


The printer is offline (the 
ONLINE lamp is off). 


Press the ONLINE button 
(the ONLINE lamp will light 
when the printer is online). 


An incompatible printer driver 
is being used. 


Load the correct printer driver. 


The source print data has been 
deleted from the network dur- 
ing printing, and/ or user soft- 
ware has stopped responding. 


Restore print data and/ or 
printing program, and repeat 
printing. 


If a file size is too large (mega- 
bytes), the printer or the user's 
computer may go into a time- 
out period or a sleep mode 
before all data has been trans- 
ferred and spooled. 


Reduce the file size by break- 
ing the file into smaller print 
jobs. Postpone the timeout or 
sleep mode of the user's com- 
puter (page 158). 


The image and/ or file is too 
large (megabytes) for available 
disk space. 


Reduce the file size by break- 
ing the file into smaller print 
jobs, or provide more disk 
space. 


Power surge, poor interface 
connection, network prob- 
lems. 


Connect the printer properly. 

Make sure that the software, 
network, and operating envi- 
ronment is compatible for the 
printer. 


An incompatible printer driver 
is being used. 


Load the correct printer driver. 


The port selection and the pri- 
oritized port settings prevent 
the printer from using the par- 
allel port. 


Correct the settings on the 
printer control panel for the 
port selection and the priori- 
tized port (page 153). 


The operating mode for the 
parallel port does not match 
the printer operating mode. 


Select the correct operating, 
mode for the parallel port 
(page 153). 
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Slow or No Printing 


Possible Cause 


Correction 


(continued) 

The printer does not print. 
Print process has stopped 
and/ or has stopped 
responding. 

Intermittent printing. 
Random characters and 
symbols are printed. 


The LAN Network interface 
cable is disconnected or is 
damaged. 


Make sure the LAN Network 
interface cable is not damaged 
and properly connected. 


The logical printer is adding or 
replacing character strings. 


Set the logical printer so it can- 
not add or replace character 
strings. 


Set the Network operating sys- 
tem so it will not add text-code 
data. 

Example 1: Set the Network 
operating system so it does not 
print the banner page at the 
end of the job 


The operating mode for the 
parallel port does not match 
the printer operating mode. 


Select the correct operating 
mode for the parallel port. 


The LAN Network interface 
cable is disconnected, or it is 
damaged. 


Check and connect the LAN 
Network interface cable. 
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Macintosh Chooser Problems 



If your Tally T8106/T8406 printer does not show in the Connected To: 
window when you click the Tally T8106/T8406 printer icon in the 
Chooser, check for the following items. 



Not in Connected To: 


Possible Cause 


Correction 


Nothing in Connected To: 


The Macintosh may not be 
configured to use the same 
protocols the printer is using. 


Verify Ethernet is selected in 
the Appletalk window on the 
Control Panel. 


Verify that TCP/IP is selected 
for the connection in the 
TCP/IP window on the Con- 
trol Panel. 


Others on the network are 
visible, but not the printer. 


The printer may not be con- 
nected to your network. 


Verify the printer is connected 
to network. 
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Network Problems 

Network problems may be caused by various problems and situations. 
Proceed to the following problem- and-correction procedures. 

Caution! Do not disassemble the printer for further troubleshooting and/ 
or repair. If the problem is not found and corrected after following these 
troubleshooting steps, contact a tally Service Technician. 



Network Problem 


Possible Correction 


Bitmaps (Windows RLE 
compressed graphic data) 


Sometimes the printing of RLE-compressed image data may not 
be successful. If this happens, convert the image into a non-com- 
pressed format and try printing again. 


Color Matching 


The result of an image printed in CMYK mode processed with 
an image processing application may be improved by turning on 

"No Color Adjustment". 

> 


Copies 


Some applications do not allow the number of copies to be set by 
the printer driver. If this happens, set the number of copies in the 
application. 


EMF spooling 


EMF spooling can increase printing speed, but may also cause 
incorrect printing to occur. If errors occur in the print output, 
turn off EMF Spooling. 


Excel spreadsheets 


Excel print settings must be made in the print properties dialog 
on a per-document basis. 


Halftone printing 


The printer driver may not print faint halftone colors. In this 
case, use deeper halftone color or change the halftone pattern. 


Margin 


When the user-defined size is used, an excess margin may occur. 
This may occur because the print location is misaligned. Change 
the margin setting. 


Monochrome printing 


If the application's color/ monochrome setting is different from 
the print driver's, your printer may not print correctly. Apply the 
same setting to both the application and driver settings. 


Orientation 


When the print orientation is set to landscape in the user-defined 
size, the print result may be partially missing. If this occurs, set 
the print orientation to portrait. 
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Network Problem 


Possible Correction 


Paper size 


If the paper size specified for the driver differs from the paper 
size specified by the application, the print size may not be cor- 
rect. Set the application and driver to use the same paper size. 
If pages within a document specify different page sizes, the doc- 
ument may not print correctly. Specify the same page size 
throughout the document. 


Performance 


If you feel that monochrome printing speed is too slow, you can 
speed up the printing by setting the printer driver to mono- 
chrome. 


Priority when different 
settings are specified 


When you customize print settings, you can do it at one of three 
places: the application properties, the default driver settings and 
at the printer control panel. Any application print settings that 
you enter in the application's Print Properties dialog will override 
the default driver settings on a per-session basis. Your default 
print driver settings will override any settings entered at the 
printer control panel until they are changed. 


Reduced Print from Word 


If reduced printing and 2 pages/4 pages printing from MS-Word 
is specified, printout may not be reduced. In such a case, specify 
the same setting of paper size for the application. 


Spool error 


If a spool error occurs during printing, the system may stop 
printing and the Printer window may be inaccessible. If this 
occurs, delete data from the spooler and restart the computer. 


Spool setting 


If there is not enough memory installed in the printer to spool 
the entire job, use the Printer Properties' Scheduling tab to allow 
the data to be printed directly. When printing directly, increase 
the timeout setting significantly. 


Timeout 


When sending a large document, the printer resets before the 
document is printed. This indicates that the printer or print 
driver timeout setting is not set to a long enough interval. If this 
occurs, set the printer and print driver timeout interval to a 
greater value. 
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Tally Model T8106 Specifications 



TO ~\ r\ /L 

1 O 1 Uo 


Description 


PFR FORMA KITF 




Print Technology: 


Electro-photographic semiconductor laser 


Print Speed (Letter): 


Monochrome 24 PPM 
Black + 1 Color 12 PPM 
Black + 2 Colors 8 PPM 
4 Color 6 PPM 


Resolution: 


1200 x 600; 600 x 600 


Max. Workload: 


30,000 Pages Per Month (50% Color/50% Monochrome) 


Acoustic Level: 


Standby: Less than or equal to 48 dB(A) 
Operation: Less than or equal to 55 dB(A) 


Time to First Page: 


Monochrome Plain Paper: 16.5 sec. 
Color: 24 sec. 


Warmup Time: 


Max: 240 sec. 


HARDWARE/SO FTWARE 


CAPABILITIES 


Processor: 


PowerPC 740, 200 MHz; Plus QP1910 Co-Processor, 66 MHz 


Memory: 


Standard: 64 MB; Max. 256 MB 


Print Language: 


Adobe PostScript 3; PCL-5C 


Compatibility: 


Windows 95/98, NT 4.0 & Macintosh 


Color Matching: 


PostScript Color Matching (CRDs for Photographs, Presenta- 
tions, Screen Match); ICC Profiles; PANTONE Certified 


Interface: 


10BaseT/100 Base TX Ethernet; IEEE 1284 Bi-directional paral- 
lel 
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TBI OA 
1 O 1 UO 


Description 


Network Management: 


lally web Panel - Virtual Control l J anel rrom web browser, h,- 


m?ii1 notification of ToH Comnlption /Kffofs 




HP Web JetAdmin compatibility - discovery/ configuration/ 




printer status 


PAPER HANDLING 




Paper Sizes: 


ixtter, tixecutive, ixgai, J\^, jjd jio, dd ±oc, h-lu commercial 


and International DL envelopes + Custom Sizes to 8.5" x 11.7" 


Max. Print Area: 


Letter: 8.1" x 10.6"; Legal: 8.1" x 13.6" 


Paper Input: 


Standard: 250 sheets; Optional: 500 sheet Lower Sheet Feeder 




(Max. 1) 


Paper Output: 


250 sheets face down 


111 lt^lfvl n cr* 


C lt"\tl on Antnmatlr ljnt"\lf z 'v 


Print Media: 


Plain Paper, Transparencies, Thick Stocks, Labels (Avery 5260) & 




Envelopes 


Media Weights: 


Plain Paper: 




18 to 24 lb Bond (Simplex and Duplex) 




Thick Stock: 




Simplex 43 lb Bond (90 lb Index); Duplex 28 lb Bond 


POWER 




Requirements: 


120V, 60 Hz/220-240V, 50-60 Hz 


Consumption: 


260W Standby (Avg.) 




600W Operation (Avg.) 




1,350W Max. 




30W Sleep Mode (Energy Saver) 


ENVIRONMENTAL 




Dimensions & Weights: 


Base Unit: 19.7" (W) x 16.1" (H) x 20.5" (D); 86 lb 




With LFU: 19.7" (W) x 21.9" (H) x 20.5" (D); 89.6 lb 




With LFU & Duplexer:(19.7" (W) x 23.8" (H) x 23.8" (D); 107 lb 


Temperature: 


Operating: 50x F - 90.5x F 




Non-Operating: 41 x F - 95x F 


Humidity: 


Operating: 20% - 80% Non-Condensing 




Non-Operating: 10% - 80% Non-Condensing 


Energy Star: 


Yes 


RELIABILITY 




Jam Rate: 


1/2,000 pages 


MTBF: 


5,000 Hours 
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T8106 


Description 


MTTR: 


30 Minutes or Less 


WARRANTY 




Standard Warranty 


One Year Onsite 


Extended Warranty 


2 & 3 Years Onsite 


CONSUMABLES 




Toner 


rHack - Iz,UUU pages (Avg) / C,M, Y /ZUU pages eacn (Avg) ((g) d/o 
of each color) 


OPC Belt Cartridge 


60,000 Color Planes (Avg) (15,000 pages color/60,000 pages 
monochrome) (@ 5% coverage each color) 


Fuser Oil Bottle 


12,000 pages (Avg) 


Fuser Cleaning Roller 


12,000 pages (Avg.)(@5% Toner Coverage Each Color) 


Waste Toner Pack 


12,000 pages (Avg.)(@5% Toner Coverage Each Color) 


OPTIONS 


Lower Feeder Unit (w/500-sheet Cassette - Letter/ A4) 

Standard Cassette (250 sheet - Letter/ A4) 

Legal Cassette (250-sheet) 

Lower Feeder Cassette (500-sheet - Letter/ A4) 

Duplexer 

Additional 64/128 MB DRAM DIMMs (Max. 2) 
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Tally Model T8406 Specifications 



T8406 


Description 


PERFORMANCE 




Print Technology: 


Electro-photographic semiconductor laser 


Print Speed (Letter): 


Monochrome 24 PPM 
Black + 1 Color 12 PPM 
Black + 2 Colors 8 PPM 
4 Color 6 PPM 


Resolution: 


1200 x 600; 600 x 600 


Max. Workload: 


75,000 Pages Per Month (50% Color/50% Monochrome) 


Acoustic Level: 


Standby: Less than or equal to 48 dB(A) 
Operation: Less than or equal to 55 dB(A) 


Time to First Page: 


Monochrome Plain Paper: 1 9 sec. 
Color: 34 sec. 


Warmup Time: 


Max: 210 sec. 


HARDWARE/SOFTWARE CAPABILITIES 


Processor: 


PowerPC 740, 200 MHz; Plus QP1910 Co-Processor, 66 MHz 


Memory: 


Standard: 64 MB; Max. 256 MB 


Print Language: 


Adobe PostScript 3; PCL-5C 


Compatibility: 


Windows 95/98, NT 4.0 & Macintosh 


Color Matching: 


PostScript Color Matching (CRDs for Photographs, Presenta- 
tions, Screen Match); ICC Profiles; PANTONE Certified 


Interface: 


10BaseT/100 Base TX Ethernet; IEEE 1284 Bi-directional paral- 
lel 


Network Management: 


Tally Web Panel - Virtual Control Panel from Web Browser, E- 
mail notification of Job Completion/Errors 

HP Web JetAdmin compatibility - discovery/ configuration/ 
printer status 


PAPER HANDLING 




Paper Sizes: 


WB (13" x 19"); Tabloid; Legal; Letter; #10 COM Envelopes + 
Custom Sizes to 13" x 19" 

A4, A3, B4, B5 JIS, B5 ISO, International DL envelopes 


Max. Print Area: 


WB: 12.6" x 18.6"; Tabloid: 10.6" x 16.6"; Letter: 8.1" x 10.6"; 
Legal: 8.1" x 13.6" 


Paper Input: 


Standard: 250 sheets, Optional: 500 sheet Lower Sheet Feeders 
(Max. 2) 


Paper Output: 


250 sheets face down 
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T8406 


Description 


Duplexing: 


Optional Automatic Duplex 


Print Media: 


Plain Paper, Transparencies, Thick Stocks, Labels (Avery 5260) & 
Envelopes 


Media Weights: 


Plain Paper: 

18 to 24 lb Bond (Simplex and Duplex) 
Thick Stock: 

Simplex 43 lb Bond (90 lb Index); Duplex 28 lb Bond 


POWER 




Requirements: 


120V, 60 Hz/220-240V, 50-60 Hz 


Consumption: 


200W Standby (Avg) 
600W Operation (Avg) 
l,350WMax. 

30W Sleep Mode (Energy Saver) 


ENVIRONMENTAL 




Dimensions & Weights: 


Base Unit: 19.7" (W) x 16.1" (H) x 20.5" (D); 86 lb 

With LFU: 19.7" (W) x 21.9" (H) x 20.5" (D); 89.6 lb 

With LFU & Duplexer:(19.7" (W) x 23.8" (H) x 23.8" (D); 107 lb 


Temperature: 


Operating: 50x F - 90.5x F 
Non-Operating: 41 x F - 95 x F 


Humidity: 


Operating: 20% - 80% Non-Condensing 
Non-Operating: 10% - 80% Non-Condensing 


Energy Star: 


Yes 


RELIABILITY 




Jam Rate: 


1/2,000 pages 


MTBF: 


5,000 Hours 


MTTR: 


30 Minutes or Less 


WARRANTY 




Standard Warranty 


One Year Onsite 


Extended Warranty 


2 & 3 Years Onsite 


CONSUMABLES 




Toner 


-Black - 14,UUU pages (Avg) / C,M, Y o,dUU pages each (Avg) {(CU, bvo 
of each color) 


OPC Belt Cartridge 


120,000 Color Planes (Avg) (30,000 pages color/120,000 pages 
monochrome) (@ 5% coverage each color) 


Fuser Oil Bottle 


12,000 pages (Avg.) 


Fuser Cleaning Roller 


20,000 pages (Avg.)(@5% Toner Coverage Each Color 
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T8406 


Description 


Waste Toner Pack 


18,000 pages (Avg.)(@5% Toner Coverage Each Color 


OPTIONS 






Lower Feeder Unit (w/500-sheet Cassette - Letter/ A4); 




Standard Cassette (Universal to 13" x 19") 




Lower Feeder Cassette (500-sheet - 13" x 19") 




Duplexer 




Additional 64/128 MB DRAM DIMMs (Max. 2) 




Printer Stand 
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Periodic Replacement 

Parts 



Some of the component parts of the printer naturally deteriorate over 
time. Periodic replacement of these parts will ensure the highest quality 
output from your printer. 

The following table gives suggested intervals for replacing these parts. 
Because the life span of periodic replacement parts depends on how the 
part was used, it may have to be replaced earlier than the time indicated 
below. If you use a periodic replacement part beyond its specified life 
span, printing quality may be reduced and errors or paper jams may occur. 

A service engineer should replace these parts. Contact your dealer or 
authorized Tally service representative. 

Note: After high-volume printing conditions (approximately 100,000 to 
600,000 pages), the control panel may begin to display messages indicating 
that certain printer parts are worn and need to be replaced (refer to 
"Appendix D Control Panel Messages" on page 14 1 for more information). 
These parts should only be replaced by a qualified service technician or a Tally 
service engineer. 



Periodic Replacement 
Parts 


Replace When 


Part Location 


Fusing Unit 
Feeder Roller 


About 100,000 pages 
are printed 

About 120,000 pages 
are printed 


Printer 

Printer and paper 
feeder 
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Periodic Replacement 
Parts 


Replace When 


Part Location 


Separation Pad 


About 120,000 pages 
are printed 


Printer and paper 
feeder 


Paper Discharger 


About 240,000 pages 
are printed 


Printer 


Transfer Roller 


About 240,000 pages 
are printed 


Printer 


Drum Cleaner 


About 240,000 pages 
are printed 


Printer 


Transfer Drum 


About 240,000 pages 
are printed (About 
150,000 pages for 
color printing) 


Printer 


Hard Disk 


About 20,000 hours of 
power usage have been 
used 


Optional hard disk 



144 



Appendix C 
Control Panel Menu 

Functions 

Menu Navigation Keys 

The menus on the control panel allow you to test and change the 
configuration of the printer. To navigate the menus, make sure that the 
data lamp is off, and that Ready and Offline display on the control panel. 

ONLINE key: Allows you to switch between 
normal operating mode and offline mode for 
menu configuration. 

MENU/ENTER/ ▼ key: Starts the menu 
options. Displays items further down the menu 
tree, and enters the displayed setting. 

► key: Displays the next item at the same 
menu level. If the item is a numeric value, it is 
incremented. 

key: Displays an item at a higher menu 
level. This key also starts the Network Menu. 

4 key: Displays the immmediately previous 
item at the same menu level. If the item is a 
numeric value, it is decremented. 
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Menu Display Format 



Following is an example of the control panel menus that display when you 
navigate through the menus to the Jam Recovery menu. 



Config Menu 
Sleep Time 



Config Menu 
Jam Recovery 



Jam Recovery 
Off* 



Top row: Config Menu (main menu). 
Bottom row: First submenu option under 
Config Menu. Use the < and ► keys to 
reach the Jam Recovery submenu. 

Top row: Config Menu (main menu). 
Bottom row: Jam Recovery submenu. 
Press the ENTER/ ▼ key to enter the 
Jam Recover submenu. 

Top row: Jam Recovery submenu. 
Bottom row: Jam Recovery setting is set 
to Off. An * indicates the current setting. 



To end the menu operations and return to the online mode, press the 
ONLINE key. 
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Menu Tree 



The following chart shows navigation through eight menu options: 
Printing Menu, Config Menu, Parallel Menu, Network Menu, Test Menu, 
PCL Menu, PS Menu, and Reset Menu. 

To enter the menus, press the ONLINE key, then press the MENU key. 



| Printing Menu | 



PAPER SIZE 



TRAY SWITCH 



DUPLEX 



BINDING 



SPEED 



Config Menu 



SLEEPTIME 



JAM RECOVERY 



AUTO CONTINUE 



FORMAT DISK 



Parallel Menu 



BIDI RECTI ON 



EMULATION 



© 



A4*, B4, B5JIS, B5IS0, EXEC, LETTER, LEDGER, 
LEGAL, COM10.DL, A3, A3W 



ON*, OFF 



OFF*, ON 



LONG*, SHORT 



STANDARD*, SLOW 



30MIN* 1 HR, 2HR, 3HR, 4HR, 15MIN 



OFF*, ON 



OFF*, ON 



LANGUAGE 




ENGLISH*, GERMAN, FRENCH, SPANISH , ITALIAN , 
JAPANESE 







ON*, OFF 



AUTO*, PCL, PS 



I/O TIMEOUT 




15 SEC*, 20 SEC, 30 SEC, 60 SEC, 120 SEC, 180 SEC, 
240 SEC, 300 SEC, 5 SEC, 10 SEC 
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© 



Network Menu 



IP ADDRESS 



0.0.0.0* to 255.255.255.255 



IP ADDR SOURCE 



STATIC, BOOTP, DHCP, ICMP 



SUBNETMASK 



0.0. 0.0*to 255.255.255.255 



GATEWAYADDR 



0.0. 0.0*to 255.255.255.255 



EMULATION 



AUTO*, PCL, PS 



I/O TIMEOUT 



Test Menu 



PRINT TEST PAGE 



15 SEC, 20 SEC, 30 SEC, 60 SEC, 120 SEC, 
180 SEC, 240 SEC, 300 SEC, 5 SEC, 10 SEC 



PRINT CONFIG 



PRINT PS FONTS 



PRI NT PCL FONTS 



PRI NT PS DEMO 



PRINT PCL DEMO 



SHOW PAGE 



PCL Menu 
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PS Menu 



RESOLUTION 



600*. 1200X600 



COPIES 



T-999 



PRINT ERRORS 



OFF*, ON 



Reset Menu 



RESET 



MENU 



Printing Menu 

The Printing Menu allows you to set paper sizes, paper tray and duplex 
features, binding length, and printing speed. 

Paper Size 

The Paper Size menu allows you to specify the paper size for print jobs. 
However, printer driver and application software settings may override the 
control panel function settings. The Paper Size options include A4 
(default), B4, B5JIS, B5ISO, EXEC, LETTER, LEDGER, LEGAL, 
COM10, DL, A3, and A3W. 

Tray Switch 

The Tray Switch submenu enables the printer to automatically select an 
appropriate paper tray according to the size of the print job. The setting 
takes effect only when a print job does not specify a paper size or tray. 
The printer driver may override this setting. 



Option 


Description 


ON (default) 


Enables automatic selection of the paper tray for 
printing. The paper tray loaded with the media in the 
applicable size for the print job is selected. When 
more than one paper tray is loaded with applicable 
media, the selection is performed according to the 
setting specified in the print job or by the TRAY key. 


OFF 


Disables automatic selection of the paper tray for 
printing. The paper tray is selected according to the 
setting specified in the print job or by TRAY key. 
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Duplex and Binding 

When the optional Duplex Unit is installed, the ON and OFF duplex 
menu settings and the LONG and SHORT binding settings can be set. 
Printer drivers can override these settings. For more information about 
Duplex and Binding print jobs, see the operation manual supplied with 
the Duplex Unit. 

Speed 

The Speed submenu allows you to choose how fast or how slow the 
printing operation performs. The STANDARD setting is the default 
printing speed. The SLOW setting can reduce uneven color during 
continuous printing. 

Config Menu 

The Config Menu allows you to configure the Sleep Time, Jam Recovery, 
Auto Continue, Language, and Format Disk functions. 

Sleep Time 

The Sleep Time submenu allows you to set the specific amount of time 
the printer will wait after the last job has printed, before it enters a sleep 
mode to save power. 

This function resets when a key on the control panel is pressed or if the 
MESSAGE lamp is lit. The printer enters sleep mode when the specified 
time has passed after the key operation is finished or the MESSAGE lamp 
turns off. 

Conversely, the printer exits sleep mode when a print job is received or a 
key on the control panel is pressed. You can set the sleep time for 15 
minutes up to 4 hours. Sleep Time options include 30MIN (default), 1HR, 
2HR, 3HR, 4HR, and 15MIN. 

Jam Recovery 

The Jam Recovery submenu allows you to set the printer to automatically 
reprint a page after a paper jam is cleared. The Jam Recovery setting is 
ignored when a print job is executed by the printer driver. 



Option 


Description 


OFF (default) 


Allows the print job to continue after the jam is 
cleared, but does not automatically reprint the 
jammed page. You must manually print the page. 


ON 


Enables automatic reprinting of the jammed page, 
but increases the time of continuous printing. The 
additional time depends on the amount of print data 
and printer memory capacity. 
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Auto Continue 



Auto Continue allows you to enable automatic resumption of print data 
processing that has been suspended by memory overflow or a full disk 
condition. The default of OFF. 

Note: To manually resume the suspended print data processing, press the 
ONLINE key. 

Caution! The results of suspended print jobs may not be correct. 

Language 

The Language submenu allows you to choose from six different languages 
to display on the control panel. Language options include English (the 
default setting), German, French, Spanish, Italian, and Japanese. 

Format Disk 

The Format Disk submenu allows you to format an optional hard disk. 
After an optional hard disk is installed, follow the procedure below. 



Trayl : A4 
Ready 



1. Check that "Ready" appears on the 
display and the DATA light is off. 



Tray2: A4 
Offline 



2. Press the ONLINE key to go 
offline. 



Panel Menu 
Printing Menu 



3. Press MENU to activate the Panel 
Menu and submenu display. 



Panel Menu 
Config Menu 



4. Press i or ► key until Config Menu 
appears. 



Config Menu 
SleepTime 



5. Press ENTER/ ▼ key to display the 
first submenu. 



Config Menu 
Format Disk 



6. Press i or ► key until Format Disk 
appears. 

7. Press ENTER/ ▼ key to confirm 
the setting. 
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Format Disk 
(Y)=ENTER, (N)=- 



Press ENTER/ ▼ key to start the 
hard disk initialization. To cancel the 
initialization, press the key. 



Formatting. . . 



Wait until the display shows "Format 
Complete." 



Format Complete 
Power Cycle Req 



10. Turn off the printer. Wait at least five 
seconds, and then turn on the printer. 



Parallel Menu 



Parallel Menu settings allow you to specify connections for bidirectional 
communication, page description language, and input/ output timeouts. 



Bidirection 



The Bidirection submenu specifies whether or not the printer performs 
bidirectional communication on the interface. The default ON setting is 
recommended. 



Option 


Description 


ON (default) 


Enables bidirectional communication. As a result, 
communication is enabled when the operation mode 
of the PC parallel port is set to ECP, Nibble, or 
Compatible. 


OFF 


Disables bidirectional communication. As a result, 
communication is enabled only when the operation 
mode of the PC parallel port is set to Compatible. 



If printing does not occur when the PC parallel port is set in ECP mode, 
try one of the following: 

• Use a 6-foot (2 meter) or shorter printer cable. 

• Change the PC parallel port setting to Bidirectional or Standard. 

• Update the PC BIOS. 

For more information on bidirectional communication and the ECP 
mode, refer to your PC operation manual. 
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Emulation 

The EMULATION submenu allows you to specify the page description 
language of print data to be received on the parallel interface. The default 
AUTO setting (recommended) and PS setting enable printing in 
PostScript® format. PCL disables printing in PostScript® format. 

Input/Output (I/O) Timeout 

The 1/ O Timeout function allows you to choose how long the printer will 
wait after a break in data reception before it moves on to the next print 
job. You can set the wait time from 5 to 300 seconds. Timeout options 
include 15 SEC (default), 20 SEC, 30 SEC, 60 SEC, 120 SEC, 180 SEC, 
240 SEC 300 SEC, 5 SEC, and 10 SEC. 



Network Menu 



The Network Menu allows you to configure network settings for the 
printer. 

The settings you enter from the Network Menu are saved to memory 
when the control panel display returns to ONLINE, and after the printer 
has been turned off and then turned on again. 



IP Address 



The IP Address submenu allows you to set the printer IP address from 
the printer control panel. The following example shows how to set the 
printer IP address to 192.168.31.27. 



Note: If you press the wrong key, press the 
input. 



key to recover the previous 



Trayl : A4 
Ready 



1. Check that "Ready" appears on the 
display and the DATA light is off. 



Trayl : 
Offline 



A4 



Press the ONLINE key to go 
offline. 



Panel Menu 
Printing Menu 



Press the MENU key to start the 
Panel Menu and display submenus. 



Panel Menu 
Network Menu 



4. Press the i and ► keys to go to 
the Network Menu. 
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Network Menu 
IP Address 



Press the ENTER/ ▼ key to select 
the IP Address submenu. 



IP Address= 




[0]0.0.0 


* 



6. Using the i and ► keys, change 
the number in parentheses to 192. 
Then, press the ▼ key. 



IP Addr 



192. 168[0]0 



7. Using the i and ► keys, change 
the number in parentheses to 168. 
Then, press the ▼ key. 



IP Addr 

192. 168. 31 [0] 



8. Using the i and ► keys, change 
the number in parentheses to 031. 
Then, press the ▼ key. 



IP Addr 

192.168. 31 . (027) 



9. Using the i and ► keys, change 
the number in parentheses to 027. 
Then, press the ▼ key. 



IP Addr 

192. 168. 31 



27' 



10. The IP address has now been set. 



Network Menu 
IP Address 



11. Press the key to leave the IP 
Addr submenu. The Network 
Menu appears. 




12. Press the ONLINE key to return 
to online mode, and turn off the 
printer. Wait at least five seconds, 
and then turn on the printer. 



IP Addressing Source 



The IP Addr Source submenu allows you to specify the source for the 
printer IP address.. 



Option 


Description 


STATIC 
(default) 


Sets the control panel input as the source for the 
printer's IP address. 
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Option 


Description 


DHCP 


Specifies the DHCP input as the source for the 
printer's IP address. 


BOOTP 


Specifies the BOOTP input as the source of the 
printer's IP address. 


ICMP 


Specifies the ICMP input as the source for the 
printer's IP address. 



SubNet Mask 



The SubNet Mask submenu allows you to set the subnet mask value for 
the printer. When the value is set to 0.0.0.0, the printer subnet mask will 
be defined according to the address class of the IP address for the printer. 

The following example shows you how to set the subnet mask address to 
192.168.31.27. 

Note: If you press the wrong key, press the key to go back to the 
previous step. 



Trayl : A4 
Ready 



1. Check that "Ready" appears on the 
display and the DATA light is off. 



Trayl : A4 
Offline 



2. Press the ONLINE key to go 
offline. 



Panel Menu 
Printing Menu 



3. Press the MENU key to start the 
Panel Menu and display submenus. 



Panel Menu 
Network Menu 



4. Press the i and ► keys to go to 
the Network Menu. 



Network Menu 
SubNet Mask 



5. Press the ENTER/ ▼ key to select 
the SubNet Mask submenu. 
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SubNet Mask= 
[0]0.0.0 



Using the i and ► keys, change 
the number in parentheses to 192. 
Then, press the ▼ key. 



SubNet 



Mask 
192. 



168[0]0 



Using the i and ► keys, change 
the number in parentheses to 168. 
Then, press the ▼ key. 



SubNet Mask 

192. 168. 31 [0] 



Using the i and ► keys, change 
the number in parentheses to 031. 
Then, press the ▼ key. 



SubNet Mask 

192.168. 31 . (027) 



Using the i and ► keys, change 
the number in parentheses to 027. 
Then, press the ▼ key. 



SubNet Mask 
192. 168. 



31 



27' 



10. The IP address has now been set. 



Network Menu 
SubNet Mask 



11. Press the key to leave the Sub- 
Net Mask submenu. The Network 
Menu appears. 



Trayl : A4 
Ready 



12. Press the ONLINE key to return 
to online mode, and turn off the 
printer. Wait at least five seconds, 
and then turn on the printer. 



Gateway Address 

The Gateway Addr submenu function sets the IP address of the default 
gateway for the printer. When the value is set to 0.0.0.0, no default 
gateway is defined. 

The following example shows how to set the printer gateway address to 
192.168.31.27. 

Note: If you press the wrong, press the key to go back to the previous 
step. 



Trayl : A4 
Ready 



1. Check that "Ready" appears on the 
display and the DATA light is off. 
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Trayl : A4 
Offline 



2. Press the ONLINE key to go 
offline. 



Panel Menu 
Printing Menu 



3. Press the MENU key to start the 
Panel Menu and display submenus. 



Panel Menu 
Network Menu 



4. Press the i and ► keys to go to 
the Network Menu. 



Network Menu 
Gateway Address 



5. Press the ENTER/ ▼ key to 

select the Gateway Address sub- 
menu. 



Gateway Address= 
[0]0.0.0 * 



6. Using the i and ► keys, change 
the number in parentheses to 192. 
Then, press the ▼ key. 



Gateway Addr 

192. 168 [0] 0 



7. Using the i and ► keys, change 
the number in parentheses to 168. 
Then, press the ▼ key. 



Gateway Addr 

192. 168. 31 [0] 



Using the i and ► keys, change 
the number in parentheses to 031. 
Then, press the ▼ key. 



Gateway Addr 

192.168. 31 . (027) 



9. Using the i and ► keys, change 
the number in parentheses to 027. 
Then, press the ▼ key. 



Gateway Addr 
192. 168. 31 



27* 



10. The IP address has now been set. 



Network 


Menu 


Gateway 


Address 



11. Press the key to leave the IP 
Addr submenu. The Network 
Menu appears. 
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12. Press the ONLINE key to return 
to online mode, and turn off the 
printer. Wait at least five seconds, 
and then turn on the printer. 



Emulation 

The Emulation submenu specifies the page description language of the 
print data to be received on the LAN interface. The PCL setting disables 
printing in the PostScript® format. The AUTO and PS settings enable 
PostScript® printing. For normal operation, keep the default AUTO 
setting. 



I/O Timeout 

The I/O Timeout submenu allows you to choose how long the printer 
will wait after a break in data reception over the LAN interface before it 
moves on to the next print job. You can set the wait time from 5 to 300 
seconds. Setting options include 15 SEC (default), 20 SEC, 30 SEC, 60 
SEC, 120 SEC, 180 SEC, 240 SEC, 300 SEC, 5 SEC, and 10 SEC. 



Test Menu 

The Test Menu allows you to print test pages such as the Config page, the 
PS test page, and the PCL test page. The Test Menu also gives you options 
to print PS and PCL font lists, and to set the printer to display the total 
number of pages that have been printed. 

Test Print Page 

Test Print Page prints the test page for the printer. 

Print Config Page 

The Print Config Page submenu allows you to print information about 
the printer and menu settings. 

Print PS Fonts 

You can print a list of the PostScript Level 3® fonts that are installed in 
the printer from the Print PS Fonts submenu. 



Print PCL Fonts 

The Print PCL Fonts submenu allows you to print a list of the PCL fonts 
that are installed in the printer. 



Print PS Demo 

You can print a test page to demonstrate PostScript Level 3® page 
description language from the Print PS Demo submenu. 
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Print PCL Demo 

The Print PCL Demo submenu allows you to print a page to demonstrate 
PCL. 

Show Page Count 

The Show Page Count submenu allows you to set the display to show the 
total number of pages that have been printed. 

PCL Menu 

The PCL Menu allows you to set printing characteristics with submenu 
entries. 

Resolution 

The Resolution submenu allows you to set the printer default resolution 
in dots per inch (dpi). This setting is overridden when a print job is 
executed by the printer driver or application software. Options include 
600 dpi (the default setting) and 1200 x 600 dpi. 

Copies 

The Copies submenu allows you to specify a default number from 1 to 
999 for the number of copies to print when no other number is specified 
from a printer driver or software application. The Copies submenu default 
number setting is 1 . 

Paper Size 

The Paper Size menu allows you to specify the paper size for print jobs. 
However, printer driver and application software settings may override the 
control panel function settings. The Paper Size options include A4 , B4, 
B5JIS, B5ISO, EXEC, LETTER, LEDGER, LEGAL, COM10, DL, 
HAGAKI, A3, and A3W. 

Orientation 

The Orientation submenu allows you specify the printer default size as P 
(portrait) or L (landscape). 

Form Length 

The Form Length submenu allows you to set the number of print lines on 
paper from 60 to 128. 

Font Source 

You can select INTERNAL or SOFT submenu settings under the Font 
Source submenu. 
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Font Number 

From the PCL Menu, you can use the Font Number submenu to enter a 
font number from 0 to 999. The default is 0. 

Point Size 

The PT SIZE default size set at 12.00, can be set from 4.00 to 999.75, in 
increments of 0.25 or 1.00. 

Pitch 

The PITCH default size is set at 10.00, and can be set from 0.44 to 99.99, 
and incremented by 0.01 or 1.00. 

Symset 

The SYMSET submenu allows you to set system characteristics that 
include: ROMAN-8, ISO LI, ISO L2, ISO L5, PC-8, PC-8 DN, PC-850, 
PC-852, PC-8 TK, WIN LI, WIN L2, WIN L5, DESK TOP, PS TEXT, 
VN INTL, VN US, MS PUBL, MATH-8, PAS MATH, VN MATH, PI 
FONT, LEGAL, ISO-4, ISO-6, ISO-11, ISO-15, ISO-17, ISO-21, ISO- 
60, ISO-69, and WIN3.0. 

PS Menu 

The PS menu allows you to set the PostScript® print resolution, number 
of copies, and error report printing. 

Resolution 

The Resolution submenu allows you to set the printer default resolution 
in dots per mm or dots per inch (dpi). This setting is overridden when a 
print job is executed by the printer driver or application software. Options 
include 600 dpi (the default setting) and 1200 x 600 dpi. 

Copies 

The Copies submenu allows you to specify a default number from 1 to 
999 for the number of copies to print when no other number is specified 
from a printer driver or software application. The Copies submenu default 
number setting is 1 . 

Print Errors 

The Print Errors submenu allows you to specify whether or not to print a 
report of all the PostScript® errors in a print job. The default setting is 
OFF. 
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Reset Menu 



The Reset Menu can restore your printer to the factory-set defaults, 
except for the following submenus, which must be manually reset: 



Menu 


Submenu 


Config Menu 


Language 


Parallel Menu 


Bidirection 


Network Menu 


IP Address 




IP Addr Source 




SubNet Mask 




Gateway Address 


Test Menu 


Show Page Count 



The following example shows how to return your printer to the factory- 
set defaults: 



Trayl : A4 
Ready 



1. Check that "Ready" appears on the 
display and the DATA light is off. 



Tray2: A4 
Offline 



2. Press the ONLINE key to go 
offline. 



Panel Menu 
Printing Menu 



3. Press MENU to start the Panel 
Menu. 



Panel 


Menu 


Reset 


Menu 



4. Press the i or ► key until Reset 
Menu appears. 



Reset Menu 
Reset 



5. Press the ENTER/ ▼ key. 



Reset = 
Menu 



6. Press the ENTER/ ▼ key again to 
enter the Reset Menu. 
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Restoring 
Defaults 



Press ENTER/ ▼ key to execute 
the reset functions, or to cancel the 
reset, press the key. 



Reset = 
Menu 



The printer returns to normal opera- 
tions. 



Trayl : A4 
Ready 
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Messages 



The following messages may appear on the control panel display: 



Canceling Job 



Print data is in the process of being 
erased. Wait until the printer reaches 
online status. 



Check Front Cover 



The front cover is not fully closed. Open 
the front cover and firmly press it closed 
until it locks. 



Check Output Tray 



The output tray is almost full. 



Check Toner xxxx 



The indicated toner cartridge is almost 
empty, and can still print about 20 to 500 
images, depending on the coverage. 
Immediately replace the color toner car- 
tridge if spotted or light color print 
results. 
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Close Back Cover 



The back cover is open. 



Close Front Cover 



The front cover is open. 



Close Top Cover 



The top cover is open. 



Data Compression 



Print data is in the process of being com- 
pressed. 



Disk Full 



The used optional hard disk space is over 
95%. Press the ONLINE key to restart 
processing. 



Format Complete 
Power Cycle Req 



The formatting of the optional hard disk 
is complete. Turn off the printer, wait at 
least five seconds, and turn it on again. 



Format Fail 
Power Cycle Req 



The formatting of the optional hard disk 
failed. Turn off the printer, wait at least 
five seconds, and turn it on again. If the 
message appears again, initialize the 
optional hard disk using the Format Disk 
submenu. If the message persists, contact 
your Tally Service Representative. 



Formatting. . . 



The formatting of the optional hard disk 
is in progress. Wait for the next message. 
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HDD Error 



An error was detected in the optional 
hard disk. Turn off the printer, wait at 
least five seconds, and turn it on again. If 
the message appears again, initialize the 
optional hard disk using the Format Disk 
submenu. If the message persists, contact 
your Tally Service Representative. 



I/O Initializing, 



Communication port initialization is in 
progress. Wait until another message 
appears. 



Jam-A Tray, Rear 



A jam has occurred in the indicated loca- 
tion. 



Key Not Valid 



An incorrect key on the control panel 
was pressed for an operation. 



Loading 



The printer is in the start process. Wait 
for the next message. 



Memory Overflow 



Memory is full. Press the ONLINE key 

to restart processing. 



No Job To Cancel 



The CLEAR key has been pressed, but 
there is no data to erase. Wait until the 
printer reaches online status. 



Offline 



The printer is in offline status and not 
ready to receive print data. 



Output Tray Full 



The output tray is full. 
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Please wait. . . 



The printer is in transition from online to 
offline. 



Printing 



Processing of the print data is complete 
and printing is in progress. 



Processing 



The printer is processing print data prior 
to printing. 




The printer is ready to receive print data 
or input. 



Replace Belt CG 



The OPC belt cartridge needs replace- 
ment. 



Replace FC Roll 



The fuser cleaning roller needs replace- 
ment. 



Replace Fuser 



The fuser unit is worn. Contact your 
Tally Service Representative. 



Replace Fuser Oil 



The fuser oil botde needs replacement. 



Replace Parts xxxx 



The indicated part needs replacement. 
Contact your Tally Service Representa- 
tive. 



Replace Toner x 



The indicated toner cartridge needs 
replacement. 
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Replace WT. Pack 



The waste toner pack needs replacement 
or is not properly installed. 



Reset to Save 
Y=CLR/N=FORMFEED 



Menu settings changed as the printer pro- 
cessed data. Press the CLEAR key to 
allow new settings to take effect, or press 
the FORMFEED key to continue pro- 
cessing the print job. 



Restoring Defaults 



The factory-set default settings are bein^ 
set. 



SELF TEST 



Initial diagnostics are running. Wait for 
the next message. 



Set Belt CG 



The OPC belt cartridge needs replace- 
ment. 



Set FC Roll 



The fuser cleaning roller is not correctly 
installed. 



Set Fuser Unit 



The fuser unit is not correctly installed. 
Contact your Tally Service Representa- 
tive. 



Set Transfer Roll 



The transfer roll is not correctly installed. 
Contact your Tally Service Representa- 
tive. 



Set Tray x 



The indicated paper tray is not securely 
attached to the printer. 
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Set x Toner CG 



The indicated toner cartridge is not cor- 
recdy installed. 



Sleep Mode 



The printer is operating in an energy-sav- 
ing mode until a new print job is 
received. 



SVC xx ERROR 



A printer error has been detected. Turn 
the printer off, wait five seconds and then 
turn the printer back on. If this message 
persists, contact Tally Technical Services. 



Toner CG Error 



The installed color toner is not the cor- 
rect type. 



Trayx Load yyyy 



The indicated paper tray is empty or does 
not contain the correct media type. Load 
the correct media type or change the 
TRay setting. 



Trayx Load zzzz 



The indicated paper tray does not contain 
the correct media type. Load the correct 
media type or change the MEDIA set- 
ting. 



Warming Up 



The printer is warming up. Printing can 
begin once the printer has finished 
warming up. 




The Multiprint function is in progress (xx 
copies of yy total copies have printed). 



168 



Appendix D Control Panel Messages 



Paper Sizes 



The following table lists and describes the types of paper that may display 
in fixed format messages on the control panel. 



Display 


Description 


#10 


Commercial #10 


A3 


A3 (T8406 only) 


A3W 


A3W (T8406 only, 13" x 19") 


A4 


A4 


A4L 


A4 Landscape 


A4S 


A4 Portrait 


B4 


B4 (T8406 only) 


B5 


B5 


B4 


B4 (ISO) or B4 QIS) 


B5ISO 


B5 (ISO) 


B5JIS 


B5 QIS) 


CUSTOM 


Custom 


DL 


International DL 


EXE. 


Executive 


EXEC 


Executive, or in some cases, B5 (ISO) 
or B5 QIS) 


Free 


User-defined paper size 


LDG 


Ledger 


LDR. 


Ledger (T8406 only) 


LGL 


Legal 


LGL. 


Legal 


LTR. 


Letter 


LTRL 


Letter Landscape 


LTRS 


Letter Portrait 
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Paper Types 



The following table lists and describes the types of paper and media that 
may display on the control panel. 



Display 


Description 


Trans 


OHP transparency 


Plain 


Plain paper 


Thick 


Thick paper 


Label 


Label paper 


Env 


Envelope 
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Overview 



The Tally T8106/T8406 printers utilize a standard network interface and a 
number of standard protocols for cross-platform printing across the 
network. 

Network Interface 

The printer has a single port that accepts a standard RJ45 Ethernet 
connector. The Ethernet port supports both 1 ObaseT and 1 OObaseTX 
through automatic switching. 



The printer supports a number of standard frame types for cross- 
platform compatibility. It will autodetect the frame type being used for a 
NetWare network. 



Supported Frame Types 



TCP/IP 



Ethernet II 
802.3 



NETBIOS / NetBEUI (native) 802.2 



NetWare IPX/SPX 



Ethernet II 
802.3 



802.3/802.2 
802.3/802.2 



(Ethernet_802.2) 
SNAP (Ethernet_SNAP) 



AppleTalk 



802.3/802.2 



SNAP 



Note: If you allocate the same numbers for two different types of NetWare 
servers on the same segment, the printer cannot autodetect the frame type being 
used. Change the network number of one of the servers. 
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Supported Printing Protocols 

TCP/IP LPD, FTP, raw TCP (Port 9100, Port 2501) and SMB (NetBT) 

I PX/SPX LPD, FTP, raw TCP (Port 91 00, Port 2501) and SMB (NetBT) 
Print server mode, remote printer mode and NDS mode (for 
NetWare 3.x, NetWare 4.x and NetWare 5.x) 

NetBEUI SMB(NBF) 

Apple 
EtherTalk 



Supported Management Protocols 

Remote Network Management 

The Tally T8106/T8406 printers support remote management through 
standard network management utilities. 

SNMP MIB II, Printer MIB, Enterprise MIB. 

This printer uses an SNMP agent and supports a Printer 
MIB through IPX/SPX or TCP/IP. HP. 

HTTP Sets several types of parameters using a Web browser. 



Supported IP Configuration Protocols 

If you are using IP network management protocols on your local network, 
you can configure the printer to resolve the configuration of your local 
network. This printer does not support RMON, WINS, Telnet or RARP 
protocols. 

DHCP Sets the IP address from a DHCP server. 

BOOTP Sets the IP address from a BOOTP server. 

ICMP Set the IP address by using ARP and PING commands. 



Supported Operating Systems 

You can use this printer under NetWare, Microsoft Windows, Apple 
Macintosh, or UNIX/Linux. 

NetWare 

If you are using NetWare on your local network, you should use the IPX/ 
SPX NetWare protocol. 
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Print Services 

You can use a bindery, bindery emulation, Novell directory service (NDS), 
print server (PSERVER) or remote printer (RPRINTER/NPRINTER) 
to access the printer on the network. 

Management Services 

To manage the printer connection, you can use either the PCONSOLE 
print console utility for NetWare 3.x or the NetWare Administrator for 
NetWare 4.x and 5.x. The printer also supports management from any 
standard SNMP management device. 

The printer issues Novell Service Advertisement protocol SAP on the 
network and reports its presence. The printer will default to print server 
mode, but the print server name is not preconfigured by default. 



The following shows the configuration types available under NetWare: 



Operation 
mode 


OS 


NetWare 
3.x 


NetWare 
4.x 


NetWare 
5.x 


Remote 
Printer 


Remote 
Printer 


Available 


Available 


Available 


Print Server 


Bindery 


Available 


Available in 
the bindery 
emulation 


Available in 
the bindery 
emulation 




Directory 
Services 


N/A 


Available 


Available 




Bindery 

and 
Directory 
Services 


Available 
during NDS 
operation 


Available 


Available 



You can use NDPS for LPR by using the Novell NDPS Gateway in 
NetWare 5.x. 



You can access both the NetWare directory service and NetWare 3.1x 
bindery service when the Bindery and Directory Services operate. Each 
server manages the services separately, but the print server name must be 
the same for both. 

Windows 

The Microsoft Windows environment supports SMB, LPR and FTP. You 
can also use port 9100 or port 2501 as a TCP/IP print port. 

Print Services 

SMB (Server Message Block) 

SMB will operate on NetBEUI/NetBIOS or TCP/IP network protocols. 
To use SMB for printing, add the printer using Add Printer in the 
Printers window. 
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SMB is not the recommended method for printing as it only supports one 
serial session; when the printer is printing a job from a client, it cannot 
receive data for another job. 

LPR/LPD 

This printer supports printing from an LPR port in Windows NT or 
Windows 2000. Installing the PrintMonitor LPR utility, you can also print 
from a Windows 95/98 client. By default LPD is turned off; before you 
can print using LPD, you must use the on-board management utilities to 
enable it. 

Note: For Windows NT clients, the printer cannot use the -J option (that 
specifies a job name of a banner) or the -d option (that previously sends data 
files). 

FTP/FTPD 

You can perform printing by transferring a PostScript file with the put 
command. The default setting for the on-board FTP server specifies only 
one concurrent FTP session; for practical purposes, you should increase 
the number of connections allowed. By default, FTP is turned off; before 
you can print using FTP, you must use the on-board management utilities 
to enable it. 

Port 9100 

To use port 9100 under Windows 95/98 or Windows NT, you must use a 
print monitor utility capable of using port 9100 for printing. Under 
Windows 2000, you can print by configuring port 9100 for transmitting 
print data to the printer. The printer does not support bidirectional 
connections using port 9100. 

Port 2501 

To use port 2501 under Windows 95/98 or Windows NT, you must use a 
print monitor utility capable of using port 2501. Under Windows 2000, 
you can print by configuring port 2501 for transmitting print data to the 
printer. The printer does not support bidirectional connections. 

Management Services 

HTTP 

Using a Web browser, you can configure the network settings of this 
printer and check the printer state. 

SNMP 

You can access the printer from a standard SNMP management device. 
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Apple Macintosh 

You can use AppleTalk for printing from a Macintosh. 

Print Service 

You can use the chooser to add the printer to your host. 

Management Service 

Using a Web browser, you can set the network settings of this printer and 
reference the printer state. (Use TCP/IP.) 

UNIX/Linux 

The printer uses the LPR and FTP protocols under UNIX and Linux. 
You can also use the Port 9100 or Port 2501 as a TCP/IP print port. 

Print Services 

LPR/LPD 

You can perform printing by using LPR from a UNIX client. By default 
LPD is turned off; before you can print using LPD, you must use the 
onboard management utilities to enable it. 

FTP/FTPD 

You can perform printing by transferring a PostScript file with the put 
command. The default setting for the on-board FTP server specifies only 
one concurrent FTP session — for practical purposes, you should 
increase the number of connections allowed. Before you can print using 
FTP, you must use the on-board management utilities to enable it. 

Port 9100 

You can perform printing by using port 9100. The printer supports only 
serial connections to port 9100. 

Port 2501 

You can perform printing by using port 2501. This printer supports serial 
connections to port 2501. 

Management Services 

HTTP 

Using a Web browser, you can configure the network settings of this 
printer and check the printer state. 

SNMP 

The printer supports SNMP. You can access the printer from a standard 
SNMP management device. 
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Setting Up the Printer for Network Management 

In order to configure the printer via the web browser or through SNMP, 
you must ensure that the network protocol settings for the printer's 
network interface are correct. 

Note: For AppleTalk printing, you do not need to set an IP address. 

Setting Up an IP Address 

To set the printer network, select one of the following procedures 
according to your network topology. 

Setting a Static IP Address on the Printer Control Panel 

For instructions on setting up the printer using a static IP address see 
Chapter 3. 

Setting the IP Address with DHCP 

In order to use DHCP, you should set DHCP on the Network Menu of 
the printer control panel. You must also set the IP address of the printer 
to 0.0.0.0. Once the IP address has been changed, restart the printer to 
enable DHCP settings. 

Setting the IP Address with BOOTP 

To use BOOTP, set BOOTP on the Network Menu of the printer control 
panel, then restart the printer. For additional information on setting up 
your BOOTP daemon, see your UNIX manual. 

Setting the IP Address with ICMP 

If you want to use ICMP, set ICMP on the Network Menu of the printer 
control panel, then set an IP address manually by using ARP and ping 
from a host, or via a dedicated ICMP server. Once the IP address is set, 
restart the printer to complete the process. 

If the IP address was successfully set, during warm-up the printer will 
display a message indicating that a reply was received from the ICMP 
server. 

Setting the IP Address with Web JetAdmin 

Using the Web JetAdmin tools, you can configure the printer's IP address 
remotely. To configure the IP address of the printer, use the Web 
JetAdmin Configuration page. 

Checking the IP Address 

If you want to check the IP address of the printer, print a configuration 
page using the Test Menu on the printer control panel. 

If you want to check the connection between a host on the network and 
the printer, use ping. 



176 



Appendix E Network Management 



Managing Network Settings with Web JetAdmin 

The Web JetAdmin is a program installed as a web server on a PC that 
uses SNMP to communicate with the printer over either TCP/IP or IPX/ 
SPX protocols. Using Web JetAdmin, you can remotely configure the IP 
address of the printer. 



Page 


Description 


Devices Page 


Displays all printers on the network by broadcasting 
discovery requests. 


Status Page 


Displays information about a specific printer selected 
from the Device Page. 


Configuration 
Page 


Displays and updates printer settings. 


Diagnostics 
Page 


Displays current printer settings. 



Managing Network Settings with the Web Inter- 
face 

You can use the on-board Web server to configure the network settings of 
the printer from your own computer. In order to use HTTP for printer 
management, use either Netscape 4.0 or later, or Internet Explorer 4.0 or 
later. Before you can use a Web browser to configure the printer's 
network settings, you must configure the IP address. 

Managing Basic Network Operations with the Web 
Interface 

Changing the settings of the printer using the Web interface is a simple 
process. Once the desired changes have been made, click the Submit 
button and enter the correct administrator name and password. The 



177 



Tolly T8106/T8406 Color Laser Printer User Guide 



following is an example of changing the TCP/IP settings of the printer 
through a Web browser. 



Network Configuration 

Select From the Offlons Befcw 
N*lwork Configuration Menu 

• Nriwvt Rtrnet* Prim rr 

• TCRIIP Scrimps 

• t l-i H L'S ScHings 

• FTPD 5+ttmn,f 

• LPD StttlriQI 

• We-b IWW Saltings 

• ApploTilk Settings 

• PortJWI Stfl'-g* 

• Port 910CJ 

• SNMP Stll-- u = 



* Adrrr.n.itr*1 or Pag* 

• Chsnrj* PBtlwordB 



r> u* tf« F averts In* 



TCPllP Settings 



Submit*** pHAU) 
Gaidar fidiiasi ;0j3JIlQ 
UrprftaH AdHrw jOiMLD 

Sartd | 

Refresh 
f*f tVrtrfc C-jrif u „- ,H!on Pan* 



1. 



2. 



Click TCP/IP Settings on the 
Network Configuration menu. 



Make the desired changes. In this 
case, we will change the IP address 
and subnet mask. 



3. Click Submit. 



mj*. rr «■-- 



Fntrcr Hnhwnrlt PasswnrH 



Plcatc Ijincycuruiec rwme cnd ! password. 
She: Itelfi&ai.lCl 
Realm Admrislrfltai 
jJs«iNanw |~~ 
Password ^ 

r™ gave IK* pes-swciid in you pajswuid Irsl 



4. Enter the administrator's user name 
and password and then click the 
OK button. 

The default user name is: 

Administrator 

The default password is: 

PASSWORD 



. ■* - o a a a 



WtbPami TSJ06 
Changes Have Been Made 



Tally 



5. When the changes have been 
entered, the printer management 
program will ask you to restart the 
printer. If you are finished making 
changes to the printer configura- 
tion, click YES. If you have more 
changes to make, click NOT 
NOW 
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Managing NetWare Settings 

You can manage NetWare settings from two different dialogs in the Web 
Interface depending on how you will be using the printer on your 
network. If you are using the printer in print server mode, select 
NetWare P Server Settings. If you are using the printer in remote printer 
mode, select NetWare Remote Printer. Before you can use the Web 
interface to configure the printer, you must set the IP address of the 
printer. 

Configuring the Printer for Print Server Mode 

Before you can use the Web interface to configure the printer, you must 
first configure the IP address of the printer. If you plan to use print server 
mode for network printing, you must configure both the printer and the 
server for PServer mode. 

The following shows the settings required to set up a NetWare Print 
Server if you are using Directory Services, Bindery, or both Bindery and 
Directory Services. 
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Parameter 


Description 


Directory 
Services 


Bindery 


Bindery 
and 

Directory 
Services 


NetWare 
PConsole 


Enables or disables the print 
server mode. The default is 
Enable. 


Setting 
required 


Setting 
required 


Setting 
required 


NetWare 

Operation 

Mode 


Selects the operation mode 
of the NetWare print server. 
You can select Directory 
Services (default), Bindery, 
or Bindery and Directory 
Services. 


Setting 
required 


Setting 
required 


Setting 
required 


Printer 
Server 
Name 


Sets a print server name. 


Setting 
required 


Setting 
required 


Setting 
required 


Primary 
File Server 


Sets the file server name that 
logs in the bindery mode. 




Setting 
required 


Setting 
required 


Preferred 
DS Tree 


Sets the tree name that logs 
in for NDS. 


betting 
required 




betting 
required 


Queue Poll 
Interval 


Sets the monitoring interval 
of a print queue. 
The default is 0. Recom- 
mended setting range: 0 to 30 








Rediscovery 


Do not set this parameter. 


N/A 


N/A 


N/A 


Activation 
Retry 


Sets the startup interval of a 
print server. 








Factory 

Reset 

Name 


Do not set this parameter. 


N/A 


N/A 


N/A 



Configuring the Server for Print Server Mode 

If you are using NetWare 4.x or NetWare 5.x, configure the Print Server 
settings using the NetWare Administrator. For NetWare 3.x, use the 
NetWare PCONSOLE print console utility. 

For a basic operation in Print Server mode, you must first associate the 
the Print queue creation, then the Printer creation, and finally the Print 
server creation. 
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Setting Up a Print Server Using NetWare Administrator (NetWare 4.x 
and 5.x) 

There are three basic steps to creating a Print Server under NetWare 4.x 
or NetWare 5.x. First, you must create a print queue; then, you must 
create a printer; finally, you must create the print server. To start NetWare 
administrator, log in as Admin. 

Creating a Print Queue 

1. Choose Object - Create from the 
menu. 



New Object 




B 


Parent 
conlexl_5 




□ K | 


Cies: 




Cancel | 




Content... | 




f^j Organizational Role 
°i Organizational . - ■ 


- 




Help | 




5 Print Server (NonNDPS) 

6 Printer [N on N DPS] 
11 Profile 


J 






$ SLP Directory Agent 
gg SLP Scope Un* 













2. In the New Object window, select 
Print Queue. 



Create Print Queue 



(* Directory Service Queue 
f Reference a bindery quew 
Print Queue name: 
|PS001_Q 



Print Queue Volume: 
|NW5_5_SYS.conJa{l_5 

I Define arte : ■ ■ = : : : e t : 
I ' Create sftf-r.v ', f ..t 



In the Create Print Queue window, 
specify a print queue name and print 
queue volume, and then click the Cre- 
ate button. Select Directory Service 
Queue and then specify the print 
queue name. 



Creating a Printer 

4. Reselect Object - Create from the 
NetWare administrator screen, and 
then select Printer from Class of New 
Object. 



Icreate Printer 




Printer name: 




Create 


|PS001_PR 1 ' 


Cancel 


lv* iDebvr :■ : iz" e : 

I - Create another Printer 




Help | 





5. In the Create Printer window, specify 
the printer name, select Define addi- 
tional properties, and then click the 
Create button. 
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6. In the detailed setting window for the 
printer, click Assignments, and then 
allocate a print queue. 
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7. In the Print Queue list, select a print 
queue to use. 




8. Check the print queue and printer allo- 
cation, and then click OK. 



Creating a Print Server 

9. Select Object - Create from the Net- 
Ware administrator screen, and then 
choose Printer Server from the Class 
of New Object list. 





Piinl Server name: 


1 Create 1 






Cancel 


y Detine additional properties 






Help | 



10. In the Create Print Server window, 
specify a printer server name, select 
Define Additional Properties box, 
and then click Create. 
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1 1 . In the detailed setting window, click 
Assignments. 

12. Select a printer to use. 
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13. Set the printer to the desired settings. 
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14. Click OK. 



Setting Up a Print Server Using PCONSOLE (NetWare 3.x) 

To start PCONSOLE, log in as a supervisor. 

Creating a Print Queue 

1. Log in to the primary server, and then 
open the PCONSOLE screen. 

2. Select Print Queue Information. 





3. Press the Insert key on the screen that 
displays a list of print queues. 




4. Enter a print queue name and press 
Enter. 



Creating a Print Server 




5. Press ESC to return to Available 
Options. 

6. Select Printer Server Information, 

and then press Enter. 




7. Press Insert to enter a print server 
name. 

8. Enter a print server name and press 
Enter. 
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Setting the Print Server Configuration 





9. Select print server and then press 
Enter. 

™ 10. Select Printer Server Configuration 

from Print Server Information, and 
then press Enter. 



1 1 . Select Printer Configuration from the 
Print Server Configuration menu, and 
then press Enter. 



12. Select a printer from the Configured 
Printers list, and then press Enter. 



13. If the screen displays Printer 0 Config- 
uration, enter a printer name and select 
Remote Parallel LTT1 as the printer 
type. 




14. After Print Server Configuration com- 
pletes, press ESC. 

15. When you are prompted to save 
changes, select YES, and then press 
Enter. 



Selecting a Print Queue 




16. Select Queues Serviced by Printer 

from the Print Server Configuration 
menu, and then press Enter. 
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17. Select a printer from the Defined Print- 
ers list, and then press Enter. 



18. When the Available Queues list is dis- 
played, press Insert, then select a print 
queue. 

19. Press Enter. 



20. Enter the priority of print queues, and 
then press Enter. 



Connecting to Multiple Servers in Bindery Mode 

You can connect the printer to multiple NetWare servers in bindery mode. 
To connect to multiple servers, first set up the primary server and then 
perform the settings for the secondary server. In the settings, define a 
printer queue, printer and print server for each NetWare server with the 
same name used in the previous procedures. 




1. Log in to the primary server, and then 
open the PCONSOLE screen. 




2. Select Print Servers to be Serviced 

from the Print Server Configuration 
menu. 




3. Press Enter. 

Available File Servers displays a logged 
file server. This server becomes the pri- 
mary server. 
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4. Next, press Insert. 

5. Select a secondary server from a list of 
file servers that are available. 



Configuring the Server for Remote Printer Mode 

To configure the server for Remote Printer Mode, use the same procedure 
used for setting up the print server. Once the setup is complete, start the 
server. 

Unless the slot number for the printer is 255, the print server name and 
slot number that defines the printer must have the same settings. 



Parameter 


Description 


NetWare Remote 
Printer 


Sets Enable/Disable for the NetWare remote 
printer. 


Print Server 


Sets a print server name. 


Remote Printer 
Number 


Sets a printer number (slot number). 
255 indicates any printer number that is opera- 
tional. 
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Managing Windows Network Settings 

You can also use SMB to print over the network. SMB is not the 
recommended method for printing over the network because it is slower 
than using the included LPR utility. 

Configuring the Printer for SMB Printing 

To set up the printer for SMB printing, select NetBIOS Settings from 
the Network Configuration list on the Web management page. 

In the NetBIOS page, specify an IP address of the printer, then select 
NetBIOS Settings. 
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Parameter 


Description 


NetBIOS 


Enables or disables SMB. The default is Enable. 


SMB Printer 
Name 


Sets the name the printer will use on the Windows 
network. The default is SMB_PR1. You may use a 
name up to 8 characters in length. 


NetBIOS Name 


Sets the print server name that the printer will have 
on the network. The default is the IP address of the 
printer. Use up to 12 uppercase letters. 


Workgroup 
Name 


Sets a Windows domain name, or a workgroup name 
using uppercase letters. 
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Configuring a PC for SMB Printing 

Ensure that the proper protocols and Networking functions have been 
enabled in your PC before beginning the installation of the printer. If you 
are unsure of what protocols and Networking functions need to be 
installed for printing on a Windows network, consult Windows Help. 



Managing TCP/IP Settings 

Configuring the Printer for LPD Printing 

When configuring for LPD, first set the IP address of the printer, and 
then select LPD Settings from the Network Configuration menu. 
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Parameter 


Description 


LPD 


Enables or disables LPD. 


Default Queue 


Enables or disables default queue. 


Default Queue 
Name 


Changes the default queue name. 


Text Queue 


Enables or disables a print queue that can use a text 
filter. 


Text Queue Name 


Changes the text queue name. 


Text Filter 


Enables or disables the addition of CR to LF and 
FF to the end of a print job. 
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Parameter 


Description 


Pass Queue 


Enables or disables the pass queue. 


Pass Queue 
Name 


Changes the pass queue name. 



Configuring a Workstation for LPD Printing 

Setting Up LPD under UNIX/Linux 

To set up LPD, root authentication is required. The following procedure 
shows a generic configuration of LPD. For more details, see the manual 
for LPD configuration on your operating system. 

1 . Create a spool directory. 

2. Specify daemon as a directory owner. 

3. Edit / etc/printcap ensuring that the following values are set 
correctly. 



PRINTERNAME : \ 

: If =/usr/adm/ERROR- 
LOG:\ 

:rm=PSNAME:\ 
: rp=PASS : \ 

: sd=/usr/spool/SPOOL- 
DIRECTORY: : 



Specifies a printer name that the 
lpr command specifies. 

Specifies a full path name of a 
log file. 

Specifies a host name or IP 
address of the printer. 

Specifies a queue name of the 
printer. 

Specifies a full path name of a 
spool directory. 



4. Start LPD: 



#lpd 



5. Test the printer: 

#lpr -P PRINTERNAME file 
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Configuring a PC for LPD Printing 

The included LPR utility is installed on your PC when you install the print 
drivers using the Tally CD-ROM. 

Configuring the Printer for FTP Printing 

To configure the FTPD, specify an IP address of the printer, and then 
select FTPD Settings. 

To print using FTP, transfer your PostScript image as you would to a 
standard FTP server.. 
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Parameter 


Description 


FTPD 


Enables or disables the FTP daemon. 


Printer Name 


Sets the printer name that FTP uses. 


Max Connec- 
tions 


Sets the maximum number of simultaneous connec- 
tions allowed. 


Timeout 


Sets a timeout period after which inactive sessions 
will be terminated. 
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Configuring the Printer for Port 2501 and Port 9100 
Printing 

Configuring Port 9100 

In order to print using port 9100 on Windows 95/98/NT, you must use 
the print monitor utility included on your Tally CD-ROM. Windows 2000 
can print using port 9100 by setting the Standard TCP/IP port 9100 to 
raw. 

When using port 9100 to print, enable port 9100 on the printer in 
addition to setting an IP address, subnet mask and gateway address. 
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Parameter 


Description 


Port 9100 


Enables or disables Port 9100 printing. 


Max Connections 


Sets the maximum number of printers. Default: 3 


Timeout 


Sets a connection timeout value. Default: 30 
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Port 2501 Settings 

In order to print using port 2501 on Windows 95/98/NT, you must use 
the print monitor utility included on your Tally CD-ROM. Windows 2000 
can print using port 2501 by setting the Standard TCP/IP port 2501 to 
raw. 

When using port 2501 to print, enable port 2501 on the printer in 
addition to setting an IP address, subnet mask and gateway address. 
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Parameter 


Description 


Port 2501 


Enables or disables port 2501 printing. 


Max Connections 


Sets the maximum number of printers. Default: 3 


Timeout 


Sets a connection timeout value. Default: 30 
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Managing AppleTalk Settings 

Configuring the Printer for AppleTalk Printing 

By default, the printer is ready to print using AppleTalk. If you require 
the default settings changed, use the AppleTalk menu from your Web 
browser. 
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Parameter 


Description 


AppleTalk 


Enables or disables AppleTalk. The default is 
Enabled. 


Printer Name 


Changes the AppleTalk printer name. 

The default sets the six low order digits in the MAC 

address. 


Zone Name 


Sets a zone name. The default is an asterisk. You can 
set this parameter automatically from the connected 
network, but you can also set it manually. 


Network Range 


Do not change this parameter. 


Node ID 


Do not change this parameter. 


PAP Timeout 


Do not change this parameter. 


AppleTalk Type 


Do not change this parameter. 



193 



Tally 181 06/18406 Color Laser Printer User Guide 



Configuring the Mac for AppleTalk Printing 

For instructions on configuring your Mac for AppleTalk printing, see the 
instructions in Chapter 3. 

Configuring Network Management Settings 

Configuring Web Server Settings 

You can reconfigure the Web server to listen on a different port, or to 
change the time the printer waits for incomplete network print jobs to 
finish. It is recommended that you use the default settings. 
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Parameter 


Description 


Ports List 


Sets the port number of the Web server. 

You should not change this setting unless otherwise 

required. 


Timeout 


Sets a timeout value of the Web server. 

You should not change this setting unless otherwise 

required. 


Keep-Alive 
Timeout 


Sets the timeout value of Keep-Alive. 

You should not change this setting unless otherwise 

required. 
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Configuring SNMP Server Settings 

This printer supports SNMP to manage its network interface. You can use 
MIB II, Printer MIB, and TRAP for SNMP management. 
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Parameter 


Description 


Monitor 
Community 


Sets a community name for reading MIB. 


Control 
Community 


Sets a community name for writing MIB. 


Trap 

Community 


Sets a community name for the TRAP informa- 
tion. 


Trap Target 


Sets the send destination of the TRAP informa- 
tion. This setting will validate TRAP. You can 
select IP and IPX as the TRAP send protocol. 
Enter 0 or 1 to the beginning of an address as a 
protocol identification flag. 


Authentication 
Traps 


Enables or disables Authentication Traps. 
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Parameter 


Description 


Filter List 


Do not change this parameter. 


Filter Severity 


Do not change this parameter. 


Name 


Sets SysName for MIB II. 


Location 


Sets SysLocation for MIB II. 


Contact 


Sets SysContact for MIB II. 



Configuring Administration Settings 



By default the user name and password for remote management of the 
printer are: 



User Name 
Password 



Administrator 
PASSWORD 



Configuring the Administrator Page 

With the Administrator Page, you can change what protocols are used by 
the printer, and enter administrative contact information for SNMP 
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Parameter 


Description 


Name 


Sets SysName for MIB II. 


Location 


Sets SysLocation for MIB II. 
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Parameter 


Description 


Contact 


Sets SysContact for MIB II. 


NetWare 


Enables or disables NetWare and operation mode. 


NetBIOS 


Enables or disables SMB. 


FTPD 


Enables or disables FTPD. 


LPD 


Enables or disables LPD. 


AppleTalk 


Enables or disables Apple EtherTalk. 


Port 2501 


Enables or disables Port 2501. 


Port 9100 


Enables or disables Port 9100. 



Configuring the Change Passwords Page 

You can use the Change Passwords page to change the user name and 
password used to log into the printer for administrative purposes. 
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Parameter 


Description 


Administrator Name 


Sets the user name when using the Web page. 


Administrator 
Password 


Sets the password when using the Web page. 
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Using NEST Discovery Tools 

If you are using TCP/IP to connect to the printer, you can use the 
included NEST discovery tool to list the IP address of the printer, and 
find out the state of the printer through your Web browser. 

To use the NEST discovery tool, you must have Microsoft Java Virtual 
Machine version 1.1.5 or later installed on the PC. 

Install the NEST discovery tool from the included Tally CD-ROM. 

To start NEST discovery, from the Start button select Programs and 
then click NEST Discovery. 



Setting Up E-mail Notification WebPanel Pages 

To display message contents from the Main Frame in the E-mail 
Notification WebPanel page, select E-mail Notification from the 
Welcome page. The e-mail address that you enter into this box receives an 
e-mail message when a printer error condition occurs. E-mail 
notifications are sent when the printer needs service, is jammed with 
paper, or is out of paper or toner. 
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Parameter 


Description 


E-Mail Notification 


Sets the destination e-mail address for the 
WebPanel page notification. 


SMTP Server 


Sets the name of the server that sends e-mail 
notifications when error conditions occur. 


Refresh 


Reloads the E-mail Notification page in the 
Main Frame. 
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Parameter 


Description 


Back 


Navigates the Main Frame to the Welcome 
page- 


Send 


Submits form data to the printer Web server. 



Note: The E-Mail Notification and SMTP Server boxes allow a 
maximum of 32 characters . 
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